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NOTE.

The considerable bulk of the annual volume of Transactions has induced the
Fublication Committee to direct the insertion of a summary of the Society mem-
bership in place of the complete list of members which was published in earlier
volumes. The summary attaching to this issue is that which appears in the
catalogue of the Bociety issued with corrections to July, 1800. Reference for the
complete list should be made to the twenty-first catalogue issued on that date.

The summary is as follows :

FOREIGN COUNTRIES.

Membership.
Africa (East)..... eerieeaae 1
“ (South).............. 2
Australia................... 1
“  (South)............ 1
“  (West)............. 1
Belgiam.......cc00uiviennn. 2
Canada....ccoveievnnnnnnnnns 12
1
8
8
11
9

Total foreign membership.

UNITED STATES.

Membership.
Alabama .........c000iennn. 2
Alaska ......oooonvivninnnn. 2
Arkansas..........co000nnn. 2
California .....oooveeevcanns 27
Colorado ........c0vvveennns 21
Connecticut .........co..... 98
Delaware..........oo0uue. . 8
District of Columbia 23
Florida.......
Georgia
Illinois
Indiana .
Iowa...
Kansas.........ooeenn

Kentucky ....
Louisiana

Membership.

Gmt Britain (England)... .. 83

‘*  (Scotland).. 4
Holland ....... PP 2
'llndia ...................... g

APAN....cceaseans ceeneen .e
M:x.ieo ..... ceee sereeaas .es 8
Norway .......ccecvvvinenn 2
Russia .......... 4
South America.. ........... 5
Sweden........ cesensean . 5
Switzerland..........cc0000 1
................... ...118
Membership.

Missouri......oovveeiiinnns 28
Montana ...... .......... . 8
Nebraska..... ceeees PR 3
Nevada ......coiv00nvvnnnn 1
New Hampshire........ ... 13
New Jersey......c..ovnnnnn 112
New Mexico...ocvvuivennnns 1
New York......ccovveveuanns 557
North Carolina 3
Ohio .....coviveeinnnnnnnnns 136
Oregon ........ 1
Penosylvania .. 301
Porto Rico... 1
Rhode Island .. 36
South Carolina 8
Tennessee .........ocovvvene 3
Texas ....cooeievecenrannnes 2
Vermont .......covvvunnnnnn 6
Virginia...... Ceieeeneanans 24
Washington ................ 4
West Virginia.............. 5
Wisconsin . ..ooveeeneinnnnns 41



> NOTE.

GEOGRAPHICAL SUMMARY.

Total foreign membership..................0 Ceeeeiiiienans
Total membership in United States......... chesase cesenness
Present address unknown .................. evecescecne .

Total membership.......ccovvueenen.. Ciesteeciaanes

SUMMARY OF MEMBERSHIP BY GRADES.

Honorary members ........c..ceu.e teeeaanes toreee cecenans
Members ......... Ceescreieeranneiaaainn tieeseenensacnna,
Associates .......... ceeerecaaas Geestecananes teeteeecenans
Junior members.......... cesesecenene crereccetesesiens

1,950
1

2,064




RULES OF THE AMERICAN SOCIETY OF
MECHANICAL ENGINEERS.

Arr. 1. The objects of the AMErIcAN SooreTY OF MECHANIOAL
EnGINEERS are to promote the Arts and Sciences connected with
Engineering and Mechanical Construction, by means of meetings
for social intercourse and the reading and discussion of profes-
sional papers, and to circulate, by means of publication among
its members, the information thus obtained.

Art. 2. All persons connected with engineering may be eli-
gible for admission into the Society.

Art. 3. The Society shall consist of Honorary Members,
Members, Associates, and Juniors.

Art. 4. Honorary Members, not exceeding twenty-five in
number, may be elected. They must be persons of acknowledged
professional eminence.

Art. 5. To be eligible as a Member, the candidate must be
not less than thirty years of age, and must have been so con-
nected with engineering as to be competent as a designer or as a
constructor, or to take responsible charge of work in his depart-
ment, or he must have served as a teacher of engineering for
more than five years.

Note.—The Rules of the Society, adopted in 1880, were in force until 1884,
when they received general revision by a careful committee, whose report, dis-
tributed Ly letter ballot, was adopted November 5, 1884. In December, 1894,
a similar extensive revision was made under direction of the Council, and the
present rules are those of 1894. They include the amendments made in 1889,
1891, 1898, and 1898, which were the only changes since the revision of 1834,
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Aerr. 6. To be eligible as an Associate the candidate must be
not less than twenty-six years of age, and must have the other
qualifications of a member ; or he shall have been so connected
with engineering as to be competent to take charge of work, and
to codperate with engineers.

Agt. 7. To be eligible as a Junior, the candidate must have
had such engineering experience as will enable him to fill a
responsible position, or he must be a graduate of an engineering
school.

Arr. 8. All Honorary Members, Members, and Associates
shall be equally entitled to the privileges of membership. Jun-
jors shall not be entitled to vote, nor to be officers of the
Society.

Art. 9. Nominees for Honorary Membership must be pro-
posed by at least five Members who are not officers of the
Society. References shall not be required of a nominee for
Honorary Membership, but the grounds upon which the appli-
cation is made must be fully set forth in writing and signed by
the proposers.

Art. 10. A candidate for admission to the Society, as a
Member or as an Associate, must make an application on a form
to be prepared by the Council, which shall contain a written
statement giving a complete account of his engineering experience
and an agreement that he will, if elected, conform to the laws,
rules, and requirements of the Society. IHe must refer to at
least five Members or Associates to whom he is personally
known. A candidate for admission to the Society as a Junior
must make an application on the same form, and refer to not
less than three Members or Associates to whom he is personally
known.

Applications for membership from engineers who are not
resident in the United States and Canada, and who may be so
situated as not to be personally known to five Members of the
Society, as required in the foregoing paragraph, may be recom-
mended for ballot by five Members of the Council, after sufficient
evidence has been secured which shall show that in their opinion
the applicant is worthy of admission to the grade which he
seeks.

Art. 11. The referees for each candidate for admission to the
Society shall be requested to make a confidential communication
on a form to be prepared by the Council, setting forth in detail
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such information, personally known by the referee, as shall en-
able the Council to arrive at a proper estimate of the eligibility
of the candidate for admission to the Society. Such confidential
communications shall be destroyed by the Secretary as soon as
the vote has been officially declared.

Art. 12. All applications for membership must be presented
to the Council, and this body shall consider each application,
assigning to each, with the applicant’s consent, the grade in
the Society to which, in its opinion, his qualifications entitle him.
The names of those candidates recommended for election by the
Society shall be immediately printed on a ballot, and the ballot
mailed at once by the Secretary to each voting member of the
Society. Persons desiring to change their grade of membership-
from junior to associate or from associate to member shall make
an application in the same manner and on the same form as that
required for a new applicant.

Art. 13. A member entitled to vote may leave the name of
any candidate on the ballot untouched to vote in favor of the
admission of the candidate to the Society, or he may erase the
name to vote against it. He shall enclose the ballot so approved
by him in a sealed blank envelope, and enclose this envelope in a
second envelope, on which he shall write his name, and mail the-
same to the Secretary of the Society. A ballot without such
endorsement shall be rejected as defective. The rejection of a
candidate by seven voters shall defeat his election.

Arrt. 14. The aforesaid envelopes containing the ballots shall
be opened by the Council, at any meeting thereof, and the names
of those elected shall be announced in the next meeting of the
Society. The names of applicants not elected shall not be an-
nounced, nor recorded in the proceedings.

Arr. 15. Endorsers of any applicant not elected may, within
three months after such failure to be elected, lay before the
Council written evidence that an error was then made. The
Council may then, by a three-fourths vote, order another similar
ballot by the Society, in which case thirteen negative votes shall
be required to defeat the candidate.

Arr. 16. Honorary members shall be elected by the unanimous
vote of the Council, through a letter ballot, not less than sixty
days subsequent to the proposal, a notice of which proposed elec-
tion shall have been mailed at once by the Secretary to each
member of the Council.
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Arr. 17. Each person elected, excepting honorary members,
must subscribe to the Rules of the Society, and pay the initiation
fee before he can receive o certificate entitling him to the rights
and privileges of the Society, and to wear the emblem appropriate
to his grade. If this payment is not made within six months of
the election, the same shall be void, unless the time is extended by
the Council. The emblems of each grade of membership shall be
worn by those only who belong to that grade.

Arr. 18. The initiation fee of a member or an associate shall
be twenty-five dollars, and the annual dues shall be fifteen dol-
lars, payable in advance. The initiation fee of a junior shall be
fifteen dollars, and his annual dues ten dollars, payable in ad-
vance. A junior being promoted to any other grade of member-
ship shall pay an additional initiation fee of ten dollars. Any
member or associate may become a Life Member in the same
grade, by the payment of two hundred dollars at one time, and
shall not be liable thereafter to annual dues.

The Council shall have the power, for special reasons, by unani-
mous vote, through a letter ballot, to admit to life membership,
without the payment of the sum above named, such person as for
a long term of years has been a member or an associate, when
such a procedure would in its judgment be for the best interests
of the Society; provided, that notice of such action shall have
been given at a previous meeting of the Council.

ARrT. 19. Any member of the Society in arrears may, at the
discretion of the Council, be deprived of the publications of the
Society, or, when in arrears for one year, he may be stricken from
the list of members. Such person may be restored to the privi-
leges of membership by the Council on payment of all arrears.

ARrr. 20. The affairs of the Society shall be managed by a Coun-
cil, consisting of a President, six Vice-Presidents, nine Managers,
and a Treasurer, who shall also be the Trustees of the Society.

All past (ex) Presidents of the Society, while they retain their
membership therein, shall be known as Honorary Councillors, and
shall be entitled to receive notices of all meetings of the Council
and may take part in any of its deliberations; they shall be en-
titled to vote upon all questions except such as affect the legal
rights or obligations of the Society or its members.

Arr. 21. The members of the Council shall be elected from
among the members and associates of the Society at the annual
meetings, and shall hold office as follows :
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The President and the Treasurer for one year; and no person
shall be eligible for immediate re-election as President who shall
have held that office for two consecutive years; the Vice-Presi-
dents for two years, and the Managers for three years; and no
Vice-President or Manager shall be eligible for immediate re-elec-
tion to the same office at the expiration of the term for which he
was elected.

Arrt. 22. A Secretary, who shall be a member of the Society,
shall be appointed for one year by a majority of the members of
the Council at its first meeting after the annual election, or as
soon thereafter as the votes of a majority of the members of the
Council can be secured for a candidate. The Secretary may be
removed by a vote of twelve members of the Council, at any
time after one month’s notice has been given him by a majority
of its members to show cause why he should not be removed,
and he has been heard to that effect. The Secretary may take
part in any of the deliberations of the Council, but shall not
have a vote therein. His salary shall be fixed for the time he
is appointed by a majority vote of the Council.

" Aet. 23. At each annual meeting, a President, three Vice-
Presidents, three Managers, and a Treasurer shall be elected,
and the term of office of each shall continue until the end of
the meeting at which their successors are elected.

Arr. 24. The duties of all officers shall be such as usually
pertain to their offices or may be delegated to them by the
Council or by the Society. The Council may, in its discretion,
require bonds to be given by the Treasurer.

Art. 25. The Council may, by vote of a majority of all its
members, declare the place of any officer vacant, on his failure
for one year, from inability or otherwise, to attend the Council
meetings, or to perform the duties of his office. All such va-
cancies and those occurring by death or resignation shall be
filled by the appointment of the Council, and any person so
appointed shall hold office for the remainder of the term for
which his predecessor was elected or appointed ; provided, that
the said appointment shall not render him ineligible at the next
annual meeting.

Agrr. 26. Five members of the Council shall constitute a quo-
rum. Members of the Council absent from a meeting may vote by
letter upon subjects stated in the call for the meeting, said vote
to be deposited with the Secretary.
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Arr. 27. The President on assuming office shall appoint a
Finance Committee and a Publication Committee and a Library
Committee of five members each. The appointment of two
members of each Committee shall expire at the end of each
year. The Secretary shall, ex officio, be a member of all three
committees.

Agrt. 28. The Finance Committee shall have power to order all
ordinary or current expenditures, and shall audit all bills therefor.
No bill shall be paid except upon their audit. When special ap-
propriations are ordered by the Society, they shall not take effect
until they have been referred to the Council and Finance Com-
mittee in conference.

Agrr. 29. It shall be the duty of the Publication Committee to
receive all papers contributed, and to decide upon which papers
or parts of the same shall be presented at the professional meet-
ings of the Society. They shall see that all editorial revisions of
the proceedings, papers, discussions, and reports are made; and
to decide what parts of the same shall be published in the- pro-
ceedings of the Society. The Council may, at its discretion,
revise any action of the Publication Committee.

Agrr. 30. It shall be the duty of the Library Committee to take
charge of the collection of all material for the Library of the
Society, and to supervise all regulations for its use.

Agrr. 31. At the regular meeting preceding the annual meet-
ing a Nominating Committee of five members, not officers of the
Society, shall be appointed, and this committee shall, at least
thirty days before the annual meeting, send to the Secretary the
names of nominees for the offices falling vacant under the rules.
In addition to such regularly appointed committee, any other five
members or associates, not in arrears, may constitute an inde-
pendent Nominating Committee, and may present to the Secre-
tary, at least thirty days before the annual meeting, all the names
of such candidates as they may select. All the names of such
independent nominees shall be placed upon the ballot list, with
npthing to distinguish them from the nominees of the regular
committee, and the Secretary shall at once mail the said list of
names to each member and associate in the form of a letter ballot,
it being understood that the assent of the nominees shall have
been secured in all cases.

Art. 82. In the election of Vice-Presidemts, each member and
associate may cast as many votes as there are Vice-Presidents



AMERICAN SOCIETY OF MECHANICAL ENGINEERS xiii

to be elected. He may give all these votes to one candidate, or
distribute them among more, as he chooses. Managers shall be
voted for in the same way.

Arrt. 33. Any member or associate entitled to vote may vote
by retaining or changing the names on said list, leaving names
not exceeding in number the officers to be elected, and returning
the list to the Secretary—such ballot enclosed in two envelopes,
the inner one to be blank and the outer one to be endorsed by
the voter. No member or associate in arrears since the last
annual meeting shall be allowed to vote until said arrears shall
have been paid.

ARr. 34. The said blank envelopes shall be opened by tellers
at the annual meeting, and the person who shall have received
the greatest number of votes for the several offices shall be de-
olared elected.

MEETINGS.

Agr. 35. The annual meeting of the Society shall be held on
the first Tuesday in December of each year, in the Oity of New
York, unless otherwise ordered, at which a report of proceedings
and an abstract of the accounts shall be furnished by the Coun-
cil. The Council may change the place of the annual meeting,
and shall, in that case, give timely notice to members and asso-
ciates.

Agr. 36. Other regular meetings of the Society shall be held
in each year at such time and place as the Council may appoint.
At least thirty days’ notice of all meetings shall be mailed by the
Secretary to members, honorary members, associates, and juniors.

Agrr. 37. Special meetings may be called whenever the Council
may see fit; and the Secretary shall call a special meeting at the
written request of twenty or more members. The notices for
special meetings shall state the business to be transacted, and no
other shall be entertained.

Agr. 38. Any member, honorary member, or associate, may in-
troduce a stranger to any meeting; but the latter shall not take
part in the proceedings without the consent of the meeting.

Agrr. 39. Every question which shall come before the Society
shall be decided, unless otherwise provided by these rules, by the
votes of a majority of the members and associates present, pro-
vided there is a quorum.



xiv RULES OF THE A. S, M. E.

Agrt. 40. At any regular meeting of the Society thirteen or
more members and associates shall constitute a quorum.

ARrr. 41. Unless otherwise ordered, papers shall be read in the
order in which their text is received by the Secretary. Before
any paper appears in the Transactions of the Society, a copy of
the paper shall be sent to the author, and, so far as possible, a
copy of the reported discussion shall be sent to every member
who took part in the same, with requests that attention shall be
called to any errors therein.

Arr. 42. The Society shall claim no exclusive copyright in
papers read at its meetings, nor in reports of discussions, except
in the matter of official publication with the Society’s imprint, as
its Transactions. The Secretary shall have sole possession of
papers between the time of their acceptance by the Publication
Committee and their reading, together with the drawings illus-
trating the same; and at the time of such reading, or as soon
thereafter as practicable, he shall cause to be printed, with the
authors’ consent, copies of such papers, “subject to revision,” with
such illustrations as are needed for the Z'ransactions, for distribu-
tion to the members and for the use of technical newspapers,
American and foreign, which may desire to reprint them in whole
or in part. The policy of the Society in this matter shall be to
give papers read before it the widest circulation possible, with the
view of making the work of the Society known, encouraging
mechanical progress, and extending the professional reputation
of its members.

Arr. 43. The author of each paper read before the Society
shall be entitled to twelve copies, if printed, for his own use, and
all members shall have the right to order any number of reprints
of papers at a cost to cover paper and printing ; provided, that
said copies are not intended for sale.

Agrr. 44. The Society is not, as a body, responsible for the state-
ments of fact or opinion advanced in papers or discussions, at its
meetings; and it is understood that papers and discussions should
not include matters relating to politics or purely to trade.

ARr. 45. These rules may be amended, at any annual meeting,
by a two-thirds vote of the members present ; provided, that writ-
ten notice of the proposed amendment shall have been given at a
previous meeting.
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Agrt. 40. At any regular meeting of the Society thirteen or
more members and associates shall constitute a quorum.

Arr. 41. Unless otherwise ordered, papers shall be read in the
order in which their text is received by the Secretary. Before
any paper appears in the Transactions of the Society, a copy of
the paper shall be sent to the author, and, so far as possible, a
copy of the reported discussion shall be sent to every member
who took part in the same, with requests that attention shall be
called to any errors therein.

Arr. 42. The Society shall claim no exclusive copyright in
papers read at its meetings, nor in reports of discussions, except
in the matter of official publication with the Society’s imprint, as
its Transactions. The Secretary shall have sole possession of
papers between the time of their acceptance by the Publication
Committee and their reading, together with the drawings illus-
trating the same; and at the time of such reading, or as soon
thereafter as practicable, he shall cause to be printed, with the
authors’ consent, copies of such papers, “subject to revision,” with
such illustrations as are needed for the Zransactions, for distribu-
tion to the members and for the use of technical newspapers,
American and foreign, which may desire to reprint them in whole
or in part. The policy of the Society in this matter shall be to
give papers read before it the widest circulation possible, with the
view of making the work of the Society known, encouraging
mechanical progress, and extending the professional reputation
of its members.

Agrr. 43. The author of each paper read before the Society
shall be entitled to twelve copies, if printed, for his own use, and
all members shall have the right to order any number of reprints
of papers at a cost to cover paper and printing; provided, that
said copies are not intended for sale.

Arr. 44. The Society is not, as a body, responsible for the state-
ments of fact or opinion advanced in papers or discussions, at its
meetings ; and it is understood that papers and discussions should
not include matters relating to politics or purely to trade.

Agrt. 45. These rules may be amended, at any annual meeting,
by a two-thirds vote of the members present ; provided, that writ-
ten notice of the proposed amendment shall have been given at a
previous meeting.
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No. 826.

PROCEEDINGS

OF THE

NEW YORK MEETING

(XLth)

OF THE

AMERICAN SOCIETY OF MECHANICAL ENGINEERS.

December 5th to December 8th, 1899.

THE twentieth annual meeting of the Society was also its for-
tieth convention, and was held in New York City, beginning
Tuesday, December 5th, and adjourning on Friday, December
8th.

Sessions for papers were convened in the auditorium of the
Society house, at No. 12 West Thirty-first Street, but the parlors
and library above were filled with guests and visitors, even at
the time that the discussions of professional papers were in
progress. :

The opening session was set down for Tuesday evening, at
nine o’clock, but members began to gather for the social oppor-
tunities of a preceding reunion at an early hour, and it was man-
ifest that the meeting was to be numerically surprising, even at
the close of the first session.

The President of the Society, Rear-Admiral George W. Mel-
ville, called the opening meeting to order promptly at nine
o’clock, and, after appointing Messrs. Ball, Van Derhoef, and
Lewis to act as tellers, under Article 34 of the Rules, for the
counting of officers’ ballots, proceeded to deliver his presiden-
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tial address, which he had given the title of *“Engineering in
the United States Navy : Its Personnel and Matériel.” At its
close, announcements in connection with the meeting were read
by the Secretary, and the members adjourned to a light luncheon
in the supper room. The attention of the members was directed
to a most interesting water-color, or sepia drawing, which had
been presented to the Society by Miss Cornelia J. Carll. It bore
in the corner the autograph signature of Robert Fulton, and
represented his design for the transfer of a canal boat by means
of an aqueduct across a ravine. The propelling energy for the
boats was derived from the descent of water in a series of
buckets upon an endless chain. Miss Carll had announced the
drawing as authentic, and it had been carefully framed and was
now presented to the Society.

Seconp Day. WEDNESDAY, DECEMBER 6TH.

The second, or business, session of the annual meeting was
called to order at ten o’clock. In calling the attention of the
membership to the phenomenal registration, as indicated by the
following list of members present at the meeting, it is interest-
ing to add that the social atmosphere of the meeting, in view
of its size, was equally noteworthy. The plan was continued,
which has prevailed for several years, of having each convention
button-badge bear a number corresponding to the line on the
Secretary’s register upon which the member had written his
name. Printed lists, transcripts from this register, giving the
name and corresponding number, were issued at short intervals
during the meeting, and served to render easy the approaches
of members for the renewal of old acquaintances and for the
making of new friendships. The register showed the total
number in attendance to be 706.

The names of the members in attendance are given in the
following list :
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Christie, W. W.
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Colvin, Fred. H.
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Rand, A. C.
Rankin, T. L.
Raque, P. E.
Raynal, A. H.
Reed, Saml. G.
Reeves, Clifton.
Reist, H. G.
Richards, F.
Richards, F. H.
Rice, A. L.
Richmond, Geo.
Riesenberger, A.
Rites, F. M.
Robinson, A. W,
Robinson, J. M.
Rockwood, Geo. 1.
Roelker, H. B.
Rogers, W. 8.
Roney, W. R.
Ross, Ed. L.
Rowland, A. E.
Rowland, Chas. B.
Rowland, Geo.
Rowland, T. F.
Sanborn, F. N.
Sando, W. J.
Sangster, Wm.
Sanguinetti, P. A.
Scheffler, F. A.
Schmidt, C. R.
Schnuck, Edw. F.
Schoenborn, W. E.
Scholl, J.
Schroeder, A. M.
Schuhmann, Geo.
Schutte, L.

Scott, S. M.
Seaman, H. B.
Sedgwick, E. H.
See, Horace.
Sergeant, C. H.
Serrell, Jno. A.
Serrell, Wm. C.
Shankland, E. C.
Shaw, Geo.



Sheldon, T. P.
Shipley, Thos.
Sims, G. C.
Sinclair, Angus.
Smith, Eph.
Smith, J. M.
Smith, J. Waldo.
Smith, Oberlin.
Smith, 8. H.
Smith, Sidney L.
Snell, H. 1.
Snow, S. M.
Snow, Walter B.
Souther, Henry.
Sparrow, E. P.
Spaulding, H. C.
Spies, Albert.
Spilsbury, E. G.
Stangland, B. F.
Stetson, Geo. R.
Stevenson, A. A.
Stiefel, R. C.
Stiles, N. C.
Stillman, F. H.
Sterling, Allan.

Stratton, E. Platt.

Suplee, H. H.

Swasey, Ambrose.

Sweet, Jno. E.
Tabor, Harris.
Taylor, F. W,
Taylor, J. T.
Taylor, W. M.
Thayer, W.
Thomas, C. W.
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Thomas, E. G.
Thompson, E. P.
Thomson, Jno.
Thorp. R. H.
Thaurston, R. M.
Tibbals, G. A.
Tompkins, S. D.
Torrance, Henry.
Torrance, K.
Torrey, H. G.
Townsend, David.
Trautwein, A. P.
Treat, C. H.
Tremaine, E. G.
Trump, Chas. N,
Tucker, E. D.
Turner, Jno.
Turner, W. C.
Tyberg, Oluf.
Vanderbilt, Aaron.
Van Derhoef, G. N.
Varney, Wm. W.
Waldo, Leonard.
Waldron, F. A.
Walworth, A. C.
‘Ware, Justin A.
‘Warner, Worcester R.
Warren, B. II.
‘Washington, W. D.
Watson, Wm.
Weber, F. C.
Webber, S. S.
Webster, Hosea.
Webster, W. R.
Weeks, Geo. W.

Weil, Chas. L.
Wellman, Chas. H
Wellman, 8. T.
Wells, J. L.
Whaley, W. B. 8.
Wheeler, F. M.
Wheeler, Seth.
‘Wheelock, J.
White, M.
Whitehead, G. E.
Wiley, Wm. H.
Willcox, Chas. H.
Williams, F.
Williams, Thos. H. "
Williston, A. L.
Wilson, J. E.
Wilson, J. F.
Wilson, W. R.
Winship, J. G.
Winther, C. A. G.
Woodbury, C.J. H.
Woolson, I. H.
Woolson, O. C.
Woolson, W. D.
Wood, A. J.
Wood, J. L.
Wood, M. P.
Wright, J. K.
Waurtz, E. V.
Wyman, H. W,
Yawger, Edwin.
York, H. W,
Young, W. 8.
Zimmerman, W. F.

The first business of the session was the Annual Report of
the Council and of the standing committees of the Society, which
had been printed in advance and were read in abstract by the
Secretary, as follows :

ANNUAL REPORT OF THE COUNCIL.

The Council would present to the Society, convened for its
XXth Annual Meeting, the report of business which has been
considered by it and of action which has been taken during the

year.

The vacancy in the committee appointed by the Council,
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pursuant fo a resolution of the Society, to consider the question
of standards for pipe unions, has been filled by appointing Mr.
Axel 8. Vogt. The committee, therefore, consists now of
Messrs. W. J. Baldwin, George M. Bond, H. M. Herr, Stanley
G. Flagg, and A. 8. Vogt.

Under the provisions of Articles 9 and 16 of the Rules, Prof.
VWilliam Cawthorne Unwin, of London, England, has been
elected to honorary membership in the Society. Professor
Unwin on being notified of his election presented to the Society
Library copies of his publications on “ The Testing of Materials
of Construction” and on the “ Development and Transmission
of Power.”

The Council has taken action with respect to the increasing
number of duplicates which had accumulated in the Library, as
the result of purchases, bequests, and other testamentary pro-
visions. It seemed advisable to the Council to accede to the
request which was made by the authorities of the University of
Virginia, at Charlottesville, which requested the cooperation
of scientific bodies in the replacement of the library of that
institution, which had been destroyed by fire. After culling
through the list of duplicates and using them with advantage
for purposes of exchange, the remainder, including 311 bound
volumes of journals, 25 sets of unbound journals, and 155 books,
were presented to the University as a gift, for which due recog-
nition and thanks were received.

Miss L. D. Allen, daughter of the late Horatio Allen, has
made a gift of -books from the library of her father, which pos-
sess a certain historic interest.

It was the purpose of the late W. F. Durfee, member of this
Society, to present to this body his accumulated library, over
which he had spent many years of effort and had gathered a con-
siderable amount of unusual material. Some of the antiquities
have become quite rare. The failing health of Mr. Durfee in
the summer of 1899, which culminated in his death, made it
impossible for him to see his way clear to the legacy which he
had planned in his more fortunate days, and he approached the
Society, before the final breaking down of his physical condition,
with the request that the library should be purchased. The
Council, on consideration of the value of the library and the
conditions surrounding its transfer, at that time made an appro-
priation for the purchase of the library and its cases, and the
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procedure of the transfer from Mr. Durfee’s home to the Society
house was in progress at the time that his death was announced.
The library has been kept together so far as possible, and will
be known as the “ Durfee Collection.”

The Council has been this year the recipient of certain gifts
having a notable intrinsic value by reason of association. Mr,
John Fritz, past President of the Society, has permitted the
Society to acquire the most satisfactory oil painting of himself,
which he had desired to retain concealed, with the purpdse of
having it come to the Society at a later date. This portrait by
definite action is suspended behind the chair of the presiding
officer (against Mr. Fritz’s expressed preferences), and due
acknowledgment has been made.

From Miss Cornelia J. Carll a most interesting gift has been
received of a brush drawing in water color and sepia, which
bears in the corner an autographic signature of Robert Fulton,
and the date 1797. It presents a sketch of an aqueduct carry-
ing a canal across a stream upon a lower grade, the plan being
to use the fall of the water from the high-level canal as a means
of towing the canal boats across the chasm. This picture has
been framed with proper legend and is hung in the auditorium.
It appears to belong to the time at which Mr. Fulton was
interesting himself in the subject of canal engineering, and his
treatise on this subject contains many cognate suggestions for
propulsion, although it does not give specific reference to the
design of this bridge. Rroper vote of thanks has been sent to
Miss Carll.

Mr. Alex E. Brown, member of the Society and engineer for
the Smith Premier Typewriter Company, has been the means of
securing for the Society the gift of a new and improved type-
writer, to take the place of the former machine which had been
worn out in the Society’s service.

It will be recalled that at the annual meeting of 1898 a resolu-
tion was introduced to provide for the consideration by a com-
mittee of a project to hold certain meetings at the Society house
in New York, between the periods of the regular semi-annual
conventions, such meetings to be under the control of an execu-
tive committee of junior members, and designed, if this should
be practicable, to enlist the interest and dignify the importance
of the junior membership of the Society. Meetings under this
provision were held in March and April and in October and
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November. The topics for consideration have been * The
Equipment and Function of the Floating Machine Shop ¢ Vul-
can’”; “The Liquefaction of Gases,” with special reference to
Liquefied Air; “The Gas Engine ” and *“ The Compound Loco-
motive.” These meetings have been well attended by the senior
members of the Society who could reach them, as well as by the
juniors for whom they were in a sense primarily intended, and a
report from the Secretary of the Executive Committee will be a
feature of the proceedings of the annual meeting.

The subject has been brought up in the Council and con-
sidered whether it was advisable to arrange by a concession
that the meetings of this Society should be held in the same
week which is chosen by any other society. It was the result
of a consideration of this subject that it was not desirable to
pursue the proposition further, but that the dates and the
methods of choosing them which now prevail, were as satis-
factory as any that could be found.

At the Washington Convention a resolution was introduced
in a paper by Mr. J. B. Stanwood, which passed the Council in
the following form :

‘“ Resolred, That the Council be requested to communicate with the American
Institute of Electrical Engineers, toascertain if that Institute will agree to appoint
a committee to codperate with a similar committee, to be appointed by the American
Society of Mechanical Engineers, to determine and report upon a Standard Series
of Capacities, Speeds, and Necessary Dimensions for Electrical Generators, for
Direct-connection to Steam-engines. And, furthermore, if a favorable response
be received, the President be requested, with the concurrence of the Council, to
appoint a committee of five to coSperate with the committee to be appointed by
the American Institute of Electrical Engineers for the purpose herein set forth.”

It was the sense of the Council that time would be saved if

" the committee appointed to consider the subject should also be

appointed a committee to confer; whereupon the Council

approved the appointment of such a committee, to consist of

Messrs. Stanwood, McFarland, Rohrer, Forbes, and Ball. It is

expected that a report of progress from this committee will be
a feature of the business of the annual meeting.

A letter has been received from Mr. Albert A. Hopkins, of
New York City, suggesting to the Council the advisability of an
action by the Society looking towards a suitable monument or
memorial to be erected in Trinity churchyard in this city, where
the remains of Mr. Robert Fulton are placed. The Council
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appointed & committee, to consist of Mesars. Henning, Hunt,
and Suplee, who have given extended consideration to the sub-
ject. They have secured the concurrence of the authorities of
the Trinity Corporation and that of the available descendants
of Mr. Fulton, and a movement is on foot to raise the necessary
fands by subscription, within the limits of the Society itself, to
place a suitable granite memorial, in the name of the Society,
over the resting place of Mr. Fulton. The Committee will
report in detail in its own name.

Mr. Alfred H. Raynal, representing the Committee of the resi-
dent members of the Society in Washington, has reported to the
Council the consummation of an idea which was suggested too
late for the Society to act upon it at Mount Vernon in May, on
the occasion of the Society’s visit to the tomb of Washington.
It was that the Society should plant a memorial tree at a short
distance from the tomb of Washington and present this tree ta.
the custody of the Regents of the Mount Vernon Homestead.
In the name of the Society Mr. Raynal presided at the planting
of a white-oak tree, about 100 feet from the tomb, on May 13th.
It is tree No. 6 in the series of such memorial trees, a thrifty
white-oak. The Regents accepted the trust with proper expres-
sions of recognition for the thought.

The Finance Committee has called the attention of the Council
to the question of taking up the first mortgage now held by the
former owners of the Society house. Their suggestion is that
redeemable bonds should be issued in the membership, covering
the amount of this first mortgage and bearing interest, and that
as the Society might accumulate a surplus each year it should
be expended for the redemption of these bonds. It is expected
that this subject will be laid before the membership at large
during the approaching winter.

It has been found inconvenient to permit the use of the
Society’s official letter-head by persons visiting the Society
Library, who might claim the privilege of the use of the station-
ery which they found there and which was intended solely for
the use of members. The Secretary has therefore been in-
structed to provide a different letter-head for use in the public
parts of the Society house, from that which is used by officers
of the Society on official business, and the Council has also
directed that the use of the regular letter-head of the Society
is to be restricted to officers of the Society upon official busi-
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ness. This regulation will go into effect at once, and it is desired
that the members of the Society will understand the necessity
for the restriction and conform themselves to it.

The Council has received the following letter from the Institu-
tion of Civil Engineers of Great Britain :

‘“To THE PRESIDENT AND COUNCIL OF THE AMERICAN SOCIETY OF ME-
CHANICAL ENGINEERS.

‘“ GENTLEMEN : In view of the intended International Exposition in Paris in
the year 1900, it has appeared to the Council of this Institution not unlikely that
some of the members of your Society may visit Europe in a more or less organized
party in that year.

‘“ We are desired by the Council of this Institution to say, that should such a
step be taken, and should your members be able to visit England, the Institution
of Civil Engineers would wish to welcome its professional brethren of the United
States with a warm greeting, to receive them at the house of the Institution, and
in such other ways as may be found agreeable, to take advantage of such a
favorable opportunity of testifying their regard for the members of your Society.

‘“ We have the honor to be,
‘‘Gentlemen, yours very truly,

‘“J. WOLFE BARRY, President. .
«J. H. T. TUDSBERY, Secretary.”

Pursuant to this inquiry, a circular letter was despatched in
midsummer of this year, explaining the circumstances and en-
closing a postal whereby the members might group themselves
into the following classes :

1st.—Members who hoped to go to Europe in 1900 if an
excursion by the Society was arranged.

2d.—Members unable to say whether they would go at the
date of this inquiry, but would be able to decide only as the
date drew nearer.

3d.—Members unable to go under any probable circum-
stances.

The fourth inquiry related to the preferred season of the year
1900 for such an excursion, if it should be organized.

The replies to these inquiries grouped the members into the
following classes :

1st.
Members. Ladles. Members of Immediate Family. Total.
257 165 89 611
No Preference. May. June. July. May or July. Earlier.
18 107 14 96 20 7
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2d.
Members. Ladies. Members of Immediate Family. Total.
337 168 56 566
No Preference. May. May or June. June, July. May or July.
83 102 2 6 96 48

A committee has been appointed to take up the question of
securing satisfactory means of transportation for a possible
party of this size and to fix upon the date which may be imposed
by the conditions of transportation.

The Council would report for record in its Transactions the
following list of deaths since the publication of its annual report
in December, 1898 : 'W. L. Chase, November 27 ; James Francis,
December 1 ; Samuel McElroy, December 10 ; Hillary Messimer,
December 10 ; J. C. Debes, December 13, 1898 ; M. C. Bullock,
January 12; John R. Wagner, January 21; Geo. A. Barnard,
February 8 ; John Kruesi, February 22 ; Fred'k Cook, February
25; Hiram Kimball, March 9; Hamilton A. Hill, March 18;
A. E. Hunt, April 26 ; R. W. Bellhouse, April 3; Lewis Miller,
February 17 ; Maurice A. Muller, May 21 ; Chas. A. Bauer, June
12 ; Chas. Whittier, August 28 ; Horace S. Smith, October 17;
Edward L. Dent, October 19 ; W. F. Durfee, November 12, 1899.

The Council would report the following summary of the mem-
bership of the Society at the annual meeting of the Society,
December, 1899. The list contains the names of those who have
been elected preceding this meeting and excludes those who by
persistent failure to pay the dues of the Society have allowed
their membership to lapse.

Honorary Members. ............oiiiiiiiiiiiiiiiiiiinnes 15
MemberS . .. iuieit ittt i it i et iee e 1,417
ABBOCIALEB. ..ot ittt it i et e 123
T3 045 - T 402

Total.. ..ottt ittt ietnneenneanns 1,957

The Council would also present the Report of its Tellers,
“appointed to count the ballots cast for members seeking to con-
nect themselves with the Society just previous to the annual
meeting. The report is as follows :

REPORT OF TELLERS OF ELECTION.

The undersigned were appointed a Committee of the Council
to act as tellers, under Article 14 of the Rules, to scrutinize and
count the ballots ¢ast for and against the candidates proposed
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for membership in their several grades in the American Society
of Mechanical Engineers, and seeking election before the XLth
meeting, New York, 1899.

They have met upon the designated day, in the office of the
Society, and have proceeded to the discharge of their duty.
They would certify, for formal insertion in the records of the
Society, to the election of the following persons, whose names
appear on the appended list, in their several grades.

There were 460 votes cast on the pink ballot, of which 15
were thrown out because of informalities. The tellers have
considered a ballot as informal which was not indorsed with an
autographic signature, or where the indorsement was made by
a facsimile or other stamp.

H. H. SupLEE,
GEORGE RICHMOND,

Tellers of Electi
Gustavus C. HENNING, S ton.
Cuas. H. Loring,
As MEMBERS.
Adams, Henry. Hill, Jno, W.
Arnold, G. L. H. Honiss, Wm. H.
Ball, Philip De C. Hoxie, Wm. D.
Bates, Edw. C. Hutchinson, Arthur H.
Bowen, David R. Jenkins, M. L.

Bowman, Austin L.
Cash, Arthur W,
Charter, Jas. A.
Childs, Eugene.
Clark, Chas. B.
Clough, Wm. R.
Draper, Wm. L.
Durley, Richard J.
Farwell, Elmer S,
Fordyce, Jno. R.
Forsaith, Thos.
Fulton, Geo. R.

Gallagher, Thos. M.

Garbett, Joseph.
Jeorge, Jerome R.
Grafstrom, Edw.
Heikel, Daniel A.

Galbraith, Geo. W.
Greene, Harris R.
Jaquays, Homer M.
Luders, Peter W,

Kupferle, Edw.
Longstreth, Chas.
Lorenz, Wm. A.
Lovell, Alfred.
Lywman, James.
Makedansky, Alex. P.
Murphy, Jno. Z.
Noyes, Henry.
Oswald, William.
Parsons, Washington E.
Reed, Edgar.

Schwab, Chas. M.
Slack, Jno. R.
Spackman, Henry 8.
Symons, Wilson E.
Warner, Robt. Lyon.
Westmark, Hans Olof.

A8 ABSBSBOCIATES.

Marshall, Alfred.
Miller, Jas. W.
O’Brien, John,
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PrROMOTION TO FULL MEMBERSHIP.
Bacon, George Wood. Johnston, Wm,. Atkinson.
Carpenter, Henry Albert. Kearney, Alex.
Colvin, Fred. H. Morehouse, Wm. Stephen.
Hale, Robt. Sever. Thomson, Francis Du Pont.

PROMOTION TO ASSOCIATE MEMBERSHIP,

Alexander, Harry.
Burgan, Abraham L.

Alexander, Chas. A.
Bacon, Jno. L.
Baldwin, A. T.
Barnes, Stuart G.
Belsley, Clay.
Burditt, W. F.
Chadwick, Lee 8.
Close, Ralph T.
Craig, Howard B.
Damron, C. W.
DeWolf, Edw. Chas,
Doughty, Wm. F.
Fairbanks, A. 8.
Fitch, Jno. W.
French, Lester G.
Haight, Harry V.
Haskell, Geo. Owens,
Hatch, Tracy B.
Holeman, Louis A.
Holmes, Geo. Lewis.
Howe, Chas. M.
Hulett, John.

Logan, Jno. Wood.

As JUKIORS.

Hunter, Jas. Francis.
Lewis, Joseph E.
McKennan, Jacob B.
Miller, Elmer E.
Mortensen, Casper.
Murray, H. H.
Neureuther, A. H.
Ninde, Wm. E.
Nordmeyer, Louis Chas.
Price, A. M.

Pudan, Herbert W,
Reeves, Clifton.
Scudder, H., Jr.

- Sedgwick, Earl H.

Smith, Abel L., Jr.
Smith, Orin G.
Standley, Albert H.
Swann, Jno. J.
Wilcox, P. S.
Wilkins, I. C. G.
Wilson, Wm. R.

At the close of the Report of the Council, the second order
of business was the Report of the Finance Committee, which

was as follows :

ANNUAL REPORT OF THE FINANCE COMMITTEE OF THE AMERICAN
SOCIETY OF MECHANIOAL ENGINEERS, 1898-1899.

For the fiscal year 1898-99 the Finance Committee of the
American Society of Mechanical Engineers would respectfully
report to the Council and the Society the following statements
of receipts and expenditures which have passed under their
direction on behalf of the Society during the year beginning
November 15, 1898, and ending November 15, 1899.
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Secretary’s Balauce Sheet for the fiscal year ending November 15, 1899:

Dr.
To receipts for the year.....

Cr.
$34,542 07

.......

Itemized statemeunt of receipts and expenditures of the Society for fiscal year

1898-1899 :

Binding......oovvninvnannnn
Engraving..................
Life Membership (cash)
Interest on Investment
Office Expenses.............
Mail and Express...........
Badges and Certificates......
Hall Rentals................
Room

Library
Travelling..................
Lighting...................
Check Collection Charges....

““

................

....................

Disbursements.
Cr.

$2,430 00 | Reprints and Publications... $5,739 52
23,459 39 | Postage and Express.... ... 2,597 61
1,395 00 | Salaries.........coovvvuenen 7,749 00
830 87| Office Expenses ............ 400 38
1,612 17| Engraving.................. 1,746 40
4 75| Contingencies (profit and loss) 24 00
127 65| Binding Transactions.... ... 1,694 10
371 50 | Meetings................... 1,556 07
1,252 50 | Work of Committees........ 255 60
6 40 | Badges and Certificates...... 656 36
82| Travelling.................. 150 00
559 75 Insurance and Safety Deposit 144 20
925 00 | Rent, Interest, and Taxes.... 8,394 03

9,131 52 | Printing — Circulars, Cata-
8 50| logues, Office Forms, etc.. 3,128 40
29 05 | Stationery Supplies......... 328 18
2 50 | House Suppliesand Furniture 592 27

20 | Library (book purchase and
binding) ...l 81 16
Janitorial Supplies.......... 150 15
Fuel.......ooovvivnninnnnns 177 45

Lighting (gas and electric
light)........oooiiinniit, 380 30
Laundry ..........cocnnouen 341 20

Repairs to House, Furniture,
L0 . vvreeerneacnaancannns 1,138 02
Interest on Investment...... 13 01
Collection out-of-town checks 7 44

Total regular Disburse-
ments.......co.cvennn. $32,439 80

Investment, M. E. L. A
bonds bought............. 2,700 00

Total Receipts. .........$34,542 07

Cash in Treasurer's hands
first of year

Cash in Treasurer’s hands,

..................

698 65 :
$35,240 72

100 92

Total Disbursements. . ..$35,139 80
Cash on band to balance.... 100 92

Total.......oo «.uen...$35,240 72

At the time of this report there remains outstanding uncol-
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lected accounts due the Society at the end of the year 1898-99, as

follows :
From Members, Dues, elc.

50 men owe for the year just closed, 1898-9at $15 ........... ...... $750 00
8 o0 vt e “ 10 e 80 00
5 0 e « ‘ and small balances....... 80 20

86 ¢ * ‘“daesfrom1-3}years.........c.ceiiie viiiiiininnn, 1,282 18
1 man owes for balance on volumes.......... ... c.ciiieiiiiiina.. 46 85

Total, 100 men (5 per cent. of entire membership).......... $2,189 18

From Miscellancous Accounts.

1 society owes for hallrent... ......................... $50 00
14 persons owe forroom rent ...........ce.ieeiiniinnnnns 160 50
1 firm owes for €lectros ........coiviiieeineieiiiinaans 2 80
8 persons owe for volumes and papers................... 147 45
Total from 19 Persons. .. ......cccciuuuencerersoceesannenns 360 75
Total amount outstanding and uncollected.....c........... $2,649 93

Due to action which has been taken this year by the Council, .
under Art. 19 of the Rules, on such men as owed a number of
years’ back dues and from whom we seemed to be able to get
no satisfactory and definite responses to statements and letters
sent them, the sum as shown above as due the Society at the
end of the year 1898-99, i.e. $2,549.93, is practically all collect-
able and will without doubt be collected during the new year.

ASSETS AND LIABILITIES.
At the end of the year 1898-99.

Exclusive of such property as pamphlet copies of the papers,
office furniture, etc., which is also owned by the Society.

Assels.

Bonds of the M. E. L. A. Leld by the Council as Trustees............ $26,500 00
Stock of bound and paper copies of the Society’s Zransactions, Vols.

I.—XIX. inclusive, on hand, estimating bound volumes at $6.00

each and paper bound at $5.00 each, the lowest prices at which

they are eversold.............. Fe e eeeeeee eeieaeeee e 23,856 00
Outstanding indebteduness due the Society as itemized above.. ....... 2,549 93
Cash on hand and in bank, as reported above............... ....... 100 92

Total 888et8. .. .....cvvrieiniiirienirinenennannnannns $£53,008 85

The above statement of assets, moreover, does not cover the
stereotypezplates of the volumes of Z7ansactions, nor the electro-
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types of the cuts used in illustrating them. It covers only assets
which are convertible under favorable conditions into cash. Nor
does it include office furniture and fixtures in use.

The Society has as a liability at this date a running account
with the firm who prints its 77ransactions, which will be paid at
once out of the receipts of the new year 1899-1900.

MECHANICAL ENGINEERS LIBRARY ASSOCIATION.

COPY OF THE ANNUAL REPORT OF THE TRUSTEES OF THE MECHANI-
CAL ENGINEERS' LIBRARY ASSOCIATION, 1898-1899.

The summary of receipts and disbursements of the Trustees
from November 15, 1898, to November 15, 1899, is appended.

Secretary’s Balance Sheet, year 1898-1899 :
Dr. ' Cr.

To balance onhand first of year $1,194 09 | By expenditures as itemized
below .....coccennnn.. $4,856 41
To receipts as itemized below. 8,913 00 | ‘ cash on hand............ 250 68
$5,107 09 $5,107 09
To cash on hand............. 250 68

Itemized Statement of Receipts and Expenditures of the Association for fiscal
year 1898-1899 :

Dr. Cr.
Receipts, Fellowship Fund... $150 00 | Interest on mortgage......... $1,402 50
¢ Sinking Fand. .... 87 50 *  ‘“ bonds............ 1,600 00
. office rent.......... 8,875 00 |Salaries..................... 780 00
Interest on investment, 5x$2.50 Equipment (furniture), etc.... 62 25
(® bonds owned, but four Library and book purckase. .. 107 66
bought after July, 1899, in- Stationery and printing ...... 400
terest was payable). ........ 12 50 Total expenditures.... ...... $3,956 41
Total receipts for year........$8,913 00 | Investment, 9 bonds bought .. 900 00
Cash on band first of year.... 1,194 09 $4,856 41
Cashonhand........ ....... 250 68
$5.107 09 $5,107 09
Cash on hand first of year,
1899-1900.........veennnnn 250 68

All money due the Association at the end of this year (except
$20, subscriptions from three men) has been paid, and all out-
standing accounts against it are paid to date of this report.
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ABSSETS AND LIABILITIES.

Assets.
Cashonhandasabove.........cceoviiiinnnicnncnennnns $250 68
House and lot, 12 W. Thirty-first Street, New York City.. 65,000 00
Furniture and equipment...........c.coeiieineeecieenn 5,000 00
Books and mANUSCHPLS. ... covvrveeiieenerenee cennanenns 10,700 00
Bonds....ooiiiiiiiiiiiiiii it et aci s eaees 900 00
Subscriptiondue by3men...........cciiiiiiiiiiiiiin.n 20 00
Total B88EL8. . .oovvvnieeenreccanncton covranss sononnns $81,870 68
Liabilities.
First mortgage held by N. Y. A. of M................... $38,000 00

Second mortgage bonds held by members of A. S. M. E.... 4,600 00
Second mortgage bonds held by Council of A.8. M. E. as

AN INVEBIMENt. . c..uviieeeiecrnsesnenanconaansans 26,500 00
Total liabilities. ... ..coveeeiiiiiiiiinneiiniieneenns. ....$64,100 00
Excess of assets over liabilities...........c.coviiiiiiiiae ciiill, $17,770 00

At the close of the reading of the reports the President called
for the presentation of reports of progress from the professional
committees of the Society. The Committee on Standard Methods
of Conducting and Reporting Steam Engine Trials, reported prog-
ress through its chairman, Mr. Francis H. Boyer, as follows :

Mr. Francis H. Boyer.—Mr. President : In behalf of the Com-
mittee, I wish to report progress and ask for further time before
we make the report. As part of our membership, as is well known,
are European members of the Association, the time taken in cor-
respondence has been necessarily considerable. I would state
that we have our matter very nearly completed and agreed
upon, and I think not later than the spring meeting, or later
than the meeting next fall, we will be in condition to make a
report to the Society.

The second committee called on was that to whom had been
entrusted the consideration of preparing and erecting in Trinity
churchyard a memorial on behalf of the Society to the memory
of Robert Fulton. This was presented by the Chairman of the
Committee, Mr. Gus C. Henning, as follows :

FULTON MEMORIAL.

Mr. Gus. C. Henning.—The Committee has taken the matter
in hand of erecting a suitable memorial to Robert Fulton, and
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has been met very cordially by the corporation of Trinity Church,
the comptroller of which happens to be the husband of one of
the four surviving granddaughters of Robert Fulton. They have
done everything that is possible to encourage the project. They
have informed us that an available space on the Rector Street
side of Trinity churchyard, which is not occupied for tombs or
vaults, would be put at our disposal, so that the monument would
be plainly visible from all sides and directly approachable by a
footpath leading south from the church ; it would be placed along
Rector Street, so that it could be seen from Rector Street as
well as from the church, in a very convenient location. The
comptroller himself said that he would personally do everything
that he could to help the project along. As you know, we have -
now $1,068, collected from about one hundred members in less
than ten days, and I think it will not be long before we shall
have enough money to begin the work. The designs will, of
course, soon be taken up. The idea is to remove the body from
the Livingston vault in which it now lies, in a coffin properly
marked with a name-plate—which has not been defaced in any
way—lying near the southwest corner of Trinity Church, the
third vault south, marked as the Livingston family vault. It is
proposed that the coffin with the body be taken out and rein-
terred in or under this monument, so that the resting place will
be solely that of Robert Fulton. The character of the monu-
ment has not yet been decided upon, because that depends upon
the amount of money that will be available. But the idea is to
make a permanent monument which is not likely to be destroyed
by time or weather, and which will stand out boldly and char-
acterize the noted person whom it is supposed to commemorate.
I suppose in connection with the unveiling of the monument
there will be some ceremonies, which will be under the manage-
ment of our Society. The technical press has also suggested on
its own behalf that all engineers in the country assist in the
erection of this monument, and therefore we may expect assist-
ance from engineers who are not members. All assistance is
welcome ; we do not care how much or how little it is. It looks
now as though we should be able to consummate the project in
a very short time, and I think before the next annual meeting
the Committee will be able to report the completion of the work
it has undertaken.

Mr. Wm. D. Forbes, on behalf of the Society’s Committee on
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Standards for Direct-Connected Generating Sets, presented the
report of the Committee as follows :

Mr. Wm. D. Forbes.—Owing to the unavoidable absence of
Mr. J. B. Stanwood, Chairman of the Committee on Standards
for Direct-Connected Generating Sets appointed by you, he has
requested that the Committee report progress and has asked me
to say, further, that the answers to the circulars sent out to the
various engine builders, in connection with this matter of stand-
ardization, show a strong desire to help the Committee in their
work, so that ultimately a satisfactory standard can be arrived at.

The Committee draws your attention to the fact that there is
a large amount of work yet to be done, before anything like a
definite report can be made, but it feels very much encouraged
by the hearty cooperation of the large number of engine builders
who have answered the series of questions sent them, and the
evident interest taken by the Committee appointed by the
American Institute of Electrical Engineers, in the work. It
is hoped that before the next meeting of our Society the sug-
gestive plans for this standardization can be laid before the
meeting for discussion.

The Committee appointed by the Council to arrange for a
series of meetings to be conducted by Junior Members of the
Society, presented its report through its chairman, Mr. B. C.
Ball, as follows :

Mr. Bert C. Ball. —Pursuant to the plan outlined in the report
of this Committee, which was presented at the Washington meet-
ing, monthly meetings at the Society house have been held
during the past autumn.

In October, Mr. Henry E. Longwell read a paper on the West-
inghouse Gas Engine, and in November a paper by Mr. Fred H.
Colvin was read, the subject being Compound Locomotives.
Both of these meetings were well attended, the junior members
constituting about twenty-five per cent. of the attendance.

After the reading of the paper, the subject was discussed
informally. Arrangements have been practically completed for
the papers to be presented at all of the meetings of the winter and
spring, and it is expected that an interesting series of papers
will be presented.

Some criticism has been made that these meetings are not
conducted according to the plan of the original committee, and
that they are becoming less and less Junior meetings.
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In answer to these criticisms, we can only say that we have
used every endeavor to promote the Juniors’ participation in
the meetings, and will continue to do so.

Of the four papers already presented, two have been by Jun-
iors, and it is expected that about the same proportion will
be maintained during the rest of the year.

The Committee will be very glad to receive from the members
any suggestions which they may have to offer, regarding papers
to be presented or the general conduct of the meetings.

The President then called for the presentation by the Com-
mittee appointed to consider a possible revision of the Stand-
ard Code for Conducting Steam Boiler Trials, which had been
presented to the Society in 1885. It was explained that this
report had been presented first at the New York meeting of 1897
two years ago, and again at the annual meeting of last year
(1898), and at the spring meeting of 1899, and that many of the
suggestions which had been made by the members of the Society
in discussion at these meetings had been incorporated by the
Committee, and that the report as approved by the Committee,
together with the complete discussion, had been distributed to
the membership in advance of this meeting, with a notice that it
was the wish of the Committee that, if possible, their labors
might be terminated by action at this time. Whereupon the
Secretary read a draft of the resolutions which had been pre-
pared with a view to consummating the work of the Committee.
The resolutions were as follows, and were duly seconded :

Resolved, That the Society accept the report of its Committee on a Revision
of the 1885 Code for Conducting Boiler Trials, with its thanks to the Committee
for the faithful and continued labors upon the subject referred to them.

Resolved, That the report and its recommendations as to a revised code be
printed in the Transactions and the use of the Standard Method of 1899 be
recommended to the members of the Society.

Resolved, That upon- the completion of the final detail of its work after this
meeting, the Committee be discharged.

In the brief favorable debate on the resolutions, Col. E. D.
Meier spoke as follows:

Mr. E. D. Meier.—Mr. President, I believe that we owe more
to this Committee than the ordinary vote of thanks. Of course
the vote of thanks is included in these resolutions in the usual
manner. But I for one would like to express personally what I
feel in regard to the labors of this Committee. I have read the
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report and the discussions with a great deal of interest, and I
know the difficulties which were in the way of the Committee.
When the Committee of 1885 formulated the Standard Code
for Conducting Boiler Trials they had in view practically one
kind of coal, or at most two kinds. The only coals that were in
question then were the anthracite coal of the Lehigh Valley and
other coals of eastern Pennsylvania, and the Cumberland coal
as bitaminous coal. The necessity for revision of the Code
arose largely from the fact that in the application of this Code
to boiler trials in the middle West and in the far West a great
many difficulties were encountered, and there was quite an oppo- -
sition to certain rulings of the old Code, especially by members
in the West, and I must say that I was not very far from the
front rank in this opposition. We had felt many of the provi-
sions to be unwise, and naturally we pressed our own side of the
case as strongly as we knew how, and you will remember that
there was quite a discussion at the Detroit meeting and at other
meetings as well. I wish to say for the Committee that they
have borne the brunt of the attack nobly. They have given due
weight to everything that was urged which had a foundation in
fact and in fairness, and they have succeeded in finally drawing
up a report which is as fair and as good a structure as it is pos-
sible for any committee that might be appointed in any techni-
cal society in the world to produce, and I believe that that
Code, as formulated in this report, will be used not only by the
members to whom it is specially recommended, but it will
become the standard for the United States and will be copied
abroad as well. It is a great deal better than anything I know
of in any foreign language.

The resolutions proposed were thereupon unanimously
adopted.

Under the provision for the presentation of motions and reso-
lutions, Mr. Gus. C. Henning, on behalf of a Committee of the
Council appointed to consider this question, reported in detail
as to the securing of special transportation facilities for the
Society upon a trip under contemplation, pursuant to the invi-
tation recorded elsewhere from the Institution of Civil Engi-
neers of Great Britain.

The report presented by Mr. Henning was as follows:

Mr. Gus. C. Henning.—The preliminary circular sent out in
midsummer, concerning the proposed trip to England and Paris,
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brought back replies that something over five hundred persons
hoped to be able to go.

The Committee was immediately directed to see what
arrangements could be made with respect to transportation.
For a party of this size two courses seem to be open. The
first is to have each individual make arrangements for himself,
either directly or through a tourists’ agent ; or, secondly, to try
and arrange to get the party together at one or two dates, so as
to fill one or two steamers completely with the party of friends.
If the first policy seems most desirable, it is none too early to
make the necessary arrangements. If the second plan is a prac-
tical onme, it is imperative that the arrangement be closed at
once, and to do this it will be required that the contract sum of
twenty-five dollars for each person be paid to the steamship
line within two or three weeks at the latest.

Messrs. Raymond & Whitcomb quote a price for the round
trip of $256 from New York to Southampton, to London, Dover,
Folkstone, and Paris, with a week each in London and Paris,
and return via Cherbourg to New York on steamers of the
“ Barbarossa” type; they give the same accommodations on
steamers of the “ Kaiser Wilhelm der Grosse” class for $316.
This latter alternative does not offer the use of a single steamer
for an exclusive party, but gives the flexibility of choice to the
individual member.

The Hamburg-American Line has quoted to the Committee
the following propositions :

The exclusive use of steamers as follows—the fare quoted is
New York to London, via Plymouth, one way only: S. S.
« Fuerst Bismarck,” sailing May 81st; 550 persons, at $110.
S. S. “Pennsylvania,” sailing June 2d; 340 persons, at $87.50.
S. S. “ Pheenicia,” sailing May 26th ; 200 persons, at $61.75 each.
S. S. “Batavia,” sailing June 5th ; 255 persons, at $56.75 each
—provided payment is received immediately from a sufficient
number to warrant the Committee in making a contract for the
steamer. Members will make their own arrangements with
respect to the return journey, at such dates as suit them, and it
should be observed that this differs from the Raymond & Whit-
comb proposition in that it includes nothing with respect to the
stay in either London or Paris, and imposes no limitations as to
date of return. It is obvious, however, that the congested
condition of the steamer lines makes it vitally important that
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this matter should be carefully arranged before leaving this
side.

Perhaps advantageous use may be made of Allan Line steam-
ers sailing from Montreal, if the New York plan falls through.

In view of the fact that if a party is formed and an exclusive
steamship is to be secured for the party, it is imperatively nec-
essary that action be taken at once.

All members will appreciate that by reason of the volume of
travel expected during the summer of 1900, the transportation
companies are within their rights in asking us to decide very
promptly.

Under motions and resolutions the following matter was also
presented :

Mr. E. D. Meier—Mr. President, there has come up in the
Council the question of revising the Standards for Pipe Flanges,
which had been proposed in 1894 by a committee of this Society.
It appears that the manufacturers of pipe and fittings and of such
flanges have found some difficulty in conforming to this standard
—practical difficulties which perhaps were not duly weighed by
our Committee—and have appointed a committee of their own,
which has established standards differing slightly from ours. It
therefore seems desirable that we should have a committee to
go over the thing, possibly jointly with them. Whether and
how they want to meet with the Committee from the Association
of Manufacturers, might be safely left to the Committee. I beg
therefore to move as follows:

Resolved, That a committee of five, consisting of Messrs. C. W. Nason,
Edward F. Bates, John E. Sweet, A. J. (‘aldwell, and A. H. Jarecki, be appointed
to consider and report upon what revision, if any, is desirable with respect to the
Standards proposed in 1894 by the Committee of the Society in the matter of
flanges for pipes.

The Secretary read on behalf of Messrs. Ball, Van Derhoef, and
Lewis, appointed at the previous session, the report of the
tellers appointed to count the ballot for officers. The report
was as follows:

REPORT OF TELLERS.

The Committee of Tellers appointed last evening to count
ballots cast by the members for officers of the American Society
of Mechanical Engineers, for the year 1899-1900, begs to sub-
mit the following report
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Total ballots cast.........coviiiiirieniiienieseieersscesnnniens 523
Total informal ballots. .........oiiiiiiiiiiis coiiieriennnnnnss 10
Total ballots counted by tellers................c..c0 oaiaael.. 512

Of the regular ballot counted by the tellers, they would
report the following result : )

For President.

Charles H. MOIgan. . ....cou.iviieininereccnasccneocsansasconnns 511
Scattering...coove i iet ittt ittt tiiaieiaaeiae e, Not any
For Vice-Presidents.

Jesse M. Smith......cocoiviniiiiiiieiiieiiieiinniinieceeiennns 508
Stevenson Taylor..........cciiiiiiiiieriiiirinieiene tenannans 518
David Townsend .............ciiiiiiiiniiiniiniiieaiiannnnne, 508
LY 7 £ PN Not any
For Managers.

Francis H, Boyer......ccieiiiiieiieiieeenosnienneeioanecnecnns 518
John A. Brashear........cioeiiiiiiiiiiiiiiiiiiiiiieiecenanans 514
A . H. Raynal.......oiivt vt tiiiiiiiiiiiii i iiieeiciaiieiann 509
Scattering. .oovve it iiiniiiiiiiiiiiee s reieeaaas Not any
For Treasurer.

William H. Wiley...ouiiiiiiiiiiiiieiiaieiiesieeeseonsccnnes 512
Scattering . ..vviintiiiiiii i e e e, Not any

Our count, therefore, shows the election of the regular
nominees.
Respectfully submitted,
B. C. Baiy,-
GeEo. N. VaN DERHOEF,
D. J. LEwis.

At the completion of this announcement the President ap-
pointed Messrs. John Fritz and E. D. Meier a committee to
escort the President-elect, Mr. Charles H. Morgan, of Worcester,
to the platform, where he was welcomed by the acting President
with the handshake of greeting. Mr. Morgan accepted, in brief,
fitting words, the duties and responsibilities which his associ-
ates had laid upon him.

The meeting then proceeded to the discussion of the profes-
sional papers allotted for the morning. The papers by Messrs.
R. H. Thurston, J. A. Laird, H. T. Eddy, and George M. Peek,
were entitled respectively, “The Steam Engine at the End of
the Nineteenth Century,” “The Berthier Method of Coal Calo-
rimetry,” “ Test of Two Pumping Engines at St. Louis Water
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Works,” “A New Graphic Method of Constructing the Entropy-
Temperature Diagram of a Gas or Oil Engine,” and ‘“ Pressure in
Pipe Due to Stoppage of Flowing Liquid.” The discussion of
these papers was participated in by Messrs. Charles T. Porter,
J. B. Stanwood, J. H. Kinealy, and Wilfred Lewis.

On the afternoon of Wednesday the greater majority of mem-
bers who had no other definite business assignments accepted an
invitation which had been extended to join a party to visit the
shops of Hewes & Phillips, at Newark, where the Diesel motor
was running—not in any exhibition sense, but as erected for
tests in the shop. Others availed themselves of the invitations
which had been extended by various hosts.

TamRDp SessioN. WEDNESDAY EVENING, DECEMBER 6TH.

This session had been allotted principally to the discussion
of the paper by Prof. M. P. Higgins, on *“ Education of Machin-
ists, Foremen, and Mechanical Engineers.” Three papers were
presented before this, however, as follows: A. L. Rice, “ Lique-
faction of Gases;” P. M. Chamberlain, “Curved Glass Blue
Print Machine,” and “ A Metal Dynagraph,” but, from the na-
ture of their character, they received no discussion. The paper
by Mr. Higgins had been carefully distributed in advance of the
meeting, with special requests for discussion thereon, and in its
presentation the following persons took part: Rear-Admiral

. George W. Melville, Messrs. F. R. Hutton, R. H. Thurston,
Charles W. Pusey, Charles L. Griffin, Oberlin Smith, William
Lodge, L. 8. Randolph, William Barclay Parsons, George I.
Alden, W. T. Magruder, Stephen W. Baldwin, H. Wade Hib-
bard, C. B. Richards, H. S. Haines, J. B. Johnson, Robert W.
Hunt, W. S. Rogers, John Fritz, A. L. Williston, James Christie,
Horace See, C. L. Weil, D. S. Jacobus, P. M. Chamberlain, O. C.
Woolson, F. A. Halsey, and Angus Sinclair. The discussion was
prolonged to a late hour, and it was a general opinion that it
should be taken up anew at some later meeting, with the view
to further presentation of discussion and points of view con-
cerning it.

Fourra SessioN. THURSDAY MORNING, DECEMBER TTH.

The papers allotted to this meeting were as follows: By Mr.
Herman Poole, entitled, “ Experiments on Using Gasoline Gas
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for Boiler Heating ;”” by Mr. C. H. Benjamin, “ Friction of Steam
Packings;” by Mr. F. C. Wagner, “Friction Tests of a Locomo-
tive Slide Valve;” by Mr. A. J. Frith, “ A Note on Fly-Wheel
Design;” by Mr. James McBride, “A Broken Fly-Wheel and
How It Was Repaired;” by Mr. C. H. Robertson, “ An Efficiency
Test of a One Ilundred and Twenty-five Horse-Power Gas En-
gine ;” by Mr. J. F. W. Harris, “ Strength of Steel Balls;” by
Messrs. M. White and F. W. Taylor, “ Colors of Heated Steel
Corresponding to Different Degrees of Temperatures.” The
discussion was participated in by Messrs. Charles Longstreth,
Fred H. Colvin, F. A. Halsey, G. Lanza, R. A. Smart, George
Schuhmann, George M. Basford, Charles T. Porter, W. T. Ma-
gruder, G. C. Henning, William Kent, William Sangster, John
E. Sweet, Francis H. Boyer, James McBride, James Christie,
H. H. Suplee, A. H. Raynal, R. H. Thurston, Edwin Rudd,
Oberlin Smith, William F. Mattes, Henry Souther, Henry L.
Gantt, John Pratt, Charles W. Thomas, H. M. Howe, George R.
Stetson, A. L. Williston, John A. Brashear, W. F. Burleigh,
M. P. Higgins, F. J. Miller, William Metcalf, and C. E. Sargent.

The popular excursion of the afternoon was to the power
plant of the Waldorf-Astoria Hotel and to the elevator plant of
the Lorraine Hotel.

In the evening the regular annual reception, which has formed
so important a feature of the New York meetings, was held at
Sherry’s, Forty-fourth Street and Fifth Avenue. The President
of the Society and the President-elect received the members, be-
gioning at nine o’clock, and, after the officers’ reception, dancing
was enjoyed in the handsome ballroom. Supper was served
over a considerable interval, to prevent the uncomfortable
crowding. Nearly seven hundred persons were present.

CrosiNG SEessioN. FripAy, DECEMBER 8TH.

The papers of this session were as follows: Mr. W. J. Keep,
“Impact;” Mr. Walter C. Kerr, “The Southern Terminal at
Boston;” Mr. F. H. Stillman, “High Hydrostatic Pressures
and Their Application to Compressing Liquids. A New Form
of Pressure Gauge;” Mr. G. I. Rockwood, “The Value of a
Horse-Power.” The debate upon these papers was partici-
pated in by Messrs. W. T. Magruder, J. H. Kinealy, G. L
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Rockwood, William Kent, R. H. Thurston, John Platt, R. P.
Bolton, A. F. Nagle, G. C. Henning, D. 8. Jacobus, William
Ds H. Washington, R. H. Thurston, and A. H. Raynal.

In connection with the last paper, by Mr. George I. Rock-
wood, he offered a motion that a committee of the Society should
be appointed by the Council, to receive and consider the opin-
ions of engineers who might care to express themselves on the
question of the taking of testimony in the condemnation pro-
ceedings with respect to water powers which were required by
the city and other users, and how that power should be valued
in adjusting equitable damages. His motion was that it be re-
ferred to the Council, with power to appoint a committee to
consider the proper way to investigate the proper value of a
water power.

After some discussion as to whether it was the intention of
the mover and seconder of this resolution (Mr. Raynal) that this
reference should be mandatory upon the Council or simply a
suggestion to that body, the motion as presented by Mr. Rock-
wood was passed.

The President then called upon Mr. Carleton W. Nason, Chair-
man of the Committee on Standardization of Pipe Flanges, to
present the report of the Committee, which was as follows:

REPORT OF COMMITTEE ON FLANGE STANDARDIZATION, APPOINTED AT
NEW YORK MEETING, DECEMBER 6, 1899.

Owing to the absence of two of the Committee just appointed,
at this meeting, a full analysis of the subject is impossible, but
as there have been some changes made in the standard sug-
gested by the Flange Standardization Committee of the New
York meeting in December, 1892, it seems advisable that a brief
résumé of the subject should be given, covering the time that
has elapsed during the interim to date.

The table as suggested is first heard of as having been con-
sidered at a meeting of the Master Steam and Hot Water Fitters’
Association of the United States, held at Chicago, in June, 1893.
At this meeting a committee on the subject, which had been
appointed by that society, made a report, in which the table
suggested by the A. 8. M. E. Committee, after full discussion on
the subject, was adopted as a whole, and its use recommended
to and by all members of the Association.
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It appeared, however, not long after, that the table as a whole
did not meet the entire approval of manufacturers of products
which involve the use of flanges, nor of some of the members of
the Association, not present at their Chicago Convention, and
on request of members of the several committees, a joint session
of the Master Steam Fitters’ Association, Committee of Manu-
facturers, and the A. S. M. E. Committee was held at our New
York rooms on July 18, 1894.

This meeting was well attended, and considerable time was
devoted to details of the subject; and although the original
scale, as.a whole, was approved both by the Master Steam Fit-
ters’ Committee and that of the manufacturers, it was deemed by
them advisable to make certain changes in the flange diameters
of several of the sizes, from 12 inches down. These changes were
made in the 23-inch, 34-inch, 4-inch, 6-inch, 9-inch, and 12-inch
sizes, the outside diameters as finally agreed upon being as
follows :

Inch. 1Inch. Inch. Inch. Inch. Inch.
Internal diameter of pipe............... 2 2% 3 34 4
Diameter of flange...............c..... 6 7 7% 84 9
Internal diameter of pipe............... 4} 5 6 7 8 9
Diameter of flange......... ........... 9} 10 11 12} 134 15
Internal diameter of pipe............... 10 12
Diameter of flange..................... 18 19

In all other particulars it was understood that the suggested
scale was satisfactory. We quote as follows from the Joint
Committee’s report :

“It being understood by the majority of those present that
the dimensions proposed in the Committee’s standard, with the
exception of diameters, was generally satisfactory, and that as
no objection was raised or discussion held regarding larger sizes
of pipe diameters than 12 inches, the following would be the
scale, as a whole, which was recommended for the adoption
of all manufacturers and others interested.”

Nevertheless, it appeared that the subject had not reached a
finality, for a very few days after this meeting was held, notices
were received from secretaries of the two other committees that
there had been a wish expressed on the part of the manu-
facturers, that an increase in bolt circle diameters which would
be more in harmony with the larger flange diameters should be
agreed upon, and a meeting of the Joint Committee was there-
fore held at the office of the Master Steam Fitters’ Association,
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early in August, 1894. At this meeting the standard of July 18,
1894, was reaffirmed, with the exception of the following changes
in larger bolt circle diameters:
2}-inch became 5}-inch instead of 5}-inch.
8¢-inch became 7-inch instead of 6i-inch.
4-inch became 74-inch instead of 7}-inch.
6-inch became 9}-inch instead of 9§-inch.
9-inch became 18}-inch instead of 13-inch.
12-inch became 17-inch instead of 164-inch.

A typographical error in the thickness of 26-inch and 28-inch
pipe for light pressure was, at the same time, corrected ; 26-inch
becoming 1§-inch instead of 1%-inch, and 28-inch becoming 1%-
inch instead of 1}§-inch.

Among several reasons urged at this meeting for increase of
the bolt circle diameters, was one which, from a manufacturer’s
point of view, seemed advisable ; namely, that in connecting a
flanged angle valve to a pipe flange, there were instances in
which the necks of the valves were so short that it was im-
possible, with the former lesser bolt circle diameter, to insert
the bolts and nuts around the valve neck, which would appear
perhaps to be a justifiable reason for an increase, which other-
wise would be regarded as unnecessarily increasing the diam-
eters and weights of the several sizes.

Immediately after the above date, Mr. Edward P. Bates, of
Syracuse, who is now a member of this Society’s Committee,
undertook the dissemination of the finally adopted standard and
prepared a number of carefully made charts, giving the entire
table of the actual diameters of all sizes of flanges up to 48-inch
pipe size, and they have been, we learn, very widely distributed
throughout the country. This is reproduced on a one-fourth
scale in the folder (Fig. 19).

In this table, however, an error crept in through the dating of
the chart as of July 18, 1894, instead of,the following August,
at which time the changes were made and finally adopted.

This error has naturally given rise to some correspondence,
owing to the fact that in the first edition of Kent’s engineers’
pocketbook, in the table of pipe flange standards therein pub-
lished, he gave the bolt circle diameters as adopted July 18th,
instead of those adopted at the August meeting. This we learn
has been corrected in a later edition, and there is therefore not
likely to be further misunderstanding on the subject.
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Although the dimensions of several of the sizes may appear
on first examination to be unnecessarily large, it may be said
in favor of the adoption of the final August (1894) scale that
already a large number of cards have been issued and adopted
by a notable number of the manufacturers of cast-iron fit-
tings, flanges, and valves. Also the ample space left between
the inside surface of the bolts and the interior of the pipe,
leaves room for the adoption, at the will of the user, of any one
of the several forms of gasket that may be preferred. Thus, it
may be either wide or narrow; it may be caged with a lip and
groove at the edge of the pipe opening, or it may be held with
tongue and groove at any point in the flange face between the
interior hole and the inside bolt surface.

From the above it will appear that the last standard has
already been largely adopted and propagated, which suggests
the question whether a standard which, although somewhat
irregular and possibly large in some of its dimensions, and which
has become generally known and adopted, is not, on the whole,
better than a newer one, the creation of which would again open
up the entire subject, and involve even more uncertainty on the
question than that which formerly existed.

This we beg to refer to the Society for discussion.

A copy of the table as finally issued is herewith appended.

Respectfully submitted,
CHAIRMAN FLANGE STANDARDIZATION COMMITTEE.

After pleasant words of salutation by the President, and
expressing his thanks for the cooperation which the members
had shown to him in the work of his office, he pronounced the
meeting adjourned.

The city of Cincinnati, Ohio, has been fixed upon as the place
for the spring meeting, the date to be a matter of adjustment,
as may be later decided upon.
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No. 827.*

- REPORT OF THE COMMITTEE ON THE REVISION OF
THE SOCIETY CODE OF 1885, RELATIVE TO A
STANDARD METHOD OF CONDUCTING STEAM-
BOILER TRIALS.

To THE AMERICAN SOCIETY OF MECHANICAL ENGINEERS.

Gentlemen: The undersigned Committee, to which was sub-
mitted the revision of the Society Code of 1885, relative to a
standard method of conducting steam-boiler trials, reports as
follows:

The Committee of 1885 presented a full statement of the prin-
ciples which governed it in the preparation of the Code of Rules
at that time recommended. These principles covered the ground
in an admirable manner, so far as the practice of boiler testing
had been perfected, and we are in unanimous accord with the
sentiments which the report of that Committee expressed.
During the interval of thirteen years which has passed, methods
~ and instruments have in some measure changed. Improve-
ments have been made in the instruments for determining the
moisture in steam. The throttling and separating forms of calo-
rimeters have displaced the barrel and other types of steam
calorimeters referred to in the previous report. Attention has
been devoted to the determination of the calorific value of coal,
and a number of coal calorimeters have been brought out and
successfully used for this purpose. It has come to be a prac-
tice with many experts to include in the table of results of
boiler tests the percentage of “efliciency,” or proportion of the
calorific value of the coal which is utilized by the boiler.
Specifications and contracts are in some cases drawn up, provid-

* Presented at the New York meeting (December, 1899) of the American
Society of Mechanical Engineers, and forming part of Volume XXI. of the
Transactions.
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ing for certain percentages of efficiency instead of a specified
evaporation. The analysis of flue gases is receiving more at-
tention than formerly, not only in our educational institutions,
but also in the regular practice of engineers who make a spe-
cialty of boiler testing.

Your Committee submits a revised Code, termed the Code
of 1899. The changes are mainly in the line of amendments
such as the experience of the last thirteen years has shown to
be desirable. The amendments relate to the use of improved
steam calorimeters, to sampling coal and determining its moist-
ure, to calorific tests and analysis of coal, to analysis of flue
gnses, to smoke observations, to determinations of efficiency,
and to methods of working out the “ heat balance.”

The tabular form of presenting the results of the test is some-
what changed and enlarged, and alterations in the text of the
Code are made wherever needed. At the same time a second or
“ghort form ” of report is added, for use in commercial tests or
in cases where it is necessary to give only the principal data
and results.

It is beyond the province of the Committee to recommend in-
struments of particular makers for obtaining the quality of the
steam, the calorific value of the fuel, or any other data relating
to the trial; but following the practice of the former Commit-
tee, individual members have submitted their views (with the
approval of the full membership) in an “ Appendix to the 1899
Code,” signed by their initials. In this appendix are included
some of the articles from the appendix to the former Code,
which are thought to be of especial value.

In the matter of instruments for determining the calorific
value of fuel, it seems desirable that the Committee should
make a recommendation which is as specific as present knowl-
edge and circumstances will warrant. It is agreed that some
form of calorimeter in which the coal is burned in an atmo-
sphere of oxygen gas is to be preferred, and it is generally held
that the most perfect apparatus thus far brought out is the
Bomb Calorimeter, originally designed by Berthelot and modi-
fied by Mahler and Hempel. Several of these instruments are
in use in this country, principally in the laboratories of engineer-
ing schools; but the apparatus is complicated and expensive,
and it is not probable that many engineers will have the instru-
ment as a part of their equipment for testing boilers. It is
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recommended, therefore, that samples of the coal used in test-
ing boilers be sent for determinations of their heating value to
a testing laboratory provided with one of these instruments,
or with some instrument which shall be proven to be equally
good. (Article XVIIL., Code.)

The Committee approves the conclusions of the 1885 Code to
the effect that the standard “unit of evaporation” should be
one pound of water at 212 degrees Fahr. evaporated into dry
steam of the same temperature. This unit is equivalent to 965.7
British thermal units.

The Committee recommends that, as far as possible, the
capacity of a boiler be expressed in terms of the “ number of
pounds of water evaporated per hour from and at 212 degrees.”
It does not seem expedient, however, to abandon the widely
recognized measure of capacity of stationary or land boilers
expressed in terms of “boiler horse-power.”

The unit of commercial boiler horse-power adopted by the
Committee of 1885 was the same as that used in the reports of
the boiler tests made at the Centennial Exhibition in 1876. The
Committee of 1885 reported in favor of this standard in lan-
guage of which the following is an extract:
~ “Your Committee, after due consideration, has determined to

accept the Centennial standard, and to recommend that in all
standard trials the commercial horse-power be taken as an evapo-
ration of 30 pounds of water per hour from a feed-water tem-
perature of 100 degrees Fahr. into steam at 70 pounds gauge
pressure, which shall be considered to be equal to 34} units of
evaporation ; that is, to 34} pounds of water evaporated from a
feed-water temperature of 212 degrees Fahr. into steam at the
same temperature. This standard is equal to 33,305 thermal
units per hour.”

The present Committee accepts the same standard, but re-
verses the order of two clauses in the statement, and slightly
modifies them to read as follows:

The unit of commercial horse-power developed by a boiler
shall be taken as 34} units of evaporation per hour ; that is, 343
pounds of water evaporated per hour from a feed-water tem-
perature of 212 degrees Fahr. into dry steam of the same
temperature. This standard is equivalent to 33,317 British
thermal units per hour. It is also practically equivalent to an
evaporation of 30 pounds of water from a feed-water tem-
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perature of 100 degrees Fahr. into steam at 70 pounds gauge
pressure.*

The Committee also indorses the statement of the Committee
of 1885 concerning the commercial rating of boilers, changing
somewhat its wording, so as to read as follows:

A boiler rated at any stated capacity should develop that
capacity when using the best coal ordinarily sold in the market
where the boiler is located, when fired by an ordinary fireman,
without forcing the fires, while exhibiting good economy ; and,
further, the boiler should develop at least one-third more than
the stated capacity when using the same fuel and operated by
the same fireman, the full draft being employed and the fires
being crowded ; the available draft in the flue just beyond the
boiler, unless otherwise understood, being not less than 4 inch
water column.

Respectfully submitted,
Cuas. E. EMERY,t W
Wx. KeNT,
GEo. H. BARRUS,
Caas. T. PORTER,
RoBeErT H. THURSTON,
Rosert W. HUNT,
F. W. DEAN,

J. 8. Coon,
WM. B. POTTER, J

v Commiittee.

* According to the tables in Porter’s Treatise on the Richards Steam-Engine
Indicator, an evaporation of 30 pounds of water from 100 degrees Fahr. into
steam at 70 pounds pressure is equal to an evaporation of 81.488 pounds from
and at 212 degrees ; and an evaporation of 34} pounds from and at 212 degrees
Fahr. is equal to 30.010 pounds from 100 degrees Fahr. into steam at 70 pounds
pressure.

The *‘ unit of evaporation” being equivalent to 965.7 thermal units, the com-
mercial horse-power = 34.5 x 965.7 = 33,317 thermal units.

t+ The motion for the appointment of this Committee was made by Mr.
Barrus in connection with the discussion of Mr. Dean's paper, No. DCL., on
‘ The Efficiency of Boilers,” etc. The President of the Society designated Mr.
Kent, the chairman of the Committee of 1834, to call the first meeting of the new
Committee. At that meeting, on motion of Mr. Kent, Dr. Emery was selected
as chairman. and he conducted the preliminary correspondence. The draft of
report in the form originally printed and presented for criticismm at the Annual
Meeting in December, 1897, was prepared by a sub.committee consisting of
Messrs. Emery, Porter, Barrus, and Kent. Much of the work of revision of this
preliminary draft was done by Dr. Emery a few weeks before his death in June,
1898, and the final revision, bringing the report to its present form, was done by
Messrs. Barrus and Kent.
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RULES FOR CONDUCTING BOILER TRIALS.
CODE OF 1899.

L Determine at the outset the specific object of the proposed
trial, whether it be to ascertain the capacity of the boiler, its
efficiency as a steam generator, its efficiency and its defects under
usual working conditions, the economy of some particular kind
of fuel, or the effect of changes of design, proportion, or opera-
tion ; and prepare for the trial accordingly. (Appendix II.)

II. Erxamine the boiler, both outside and inside; ascertain the
dimensions of grates, heating surfaces, and all important parts;
and make a full record, describing the same, and illustrating
special features by sketches. The area of heating surface is to
be computed from the surfaces of shells, tubes, furnaces, and fire-
boxes in contact with the fire or hot gases. The outside diam-
eter of water-tubes and the inside diameter of fire-tubes are
to be used in the computation. All surfaces below the mean
water level which have water on one side and products of com-
bustion on the other are to be considered as water-heating
surface, and all surfaces above the mean water level which
have steam on one side and products of combustion on the
other are to be considered as superheating surface.

IIL Notice the general condition of the boiler and its equipment,
and record such facts in relation thereto as bear upon the objects
in view.

If the object of the trial is to ascertain the maximum economy
or capacity of the boiler as a steam generator, the boiler and all
its appurtenances should be put in first-class condition. Clean
the heating surface inside and outside, remove clinkers from
the grates and from the sides of the furnace. Remove all dust,
soot, and ashes from the chambers, smoke connections, and
flues. Close air leaks in the masonry and poorly fitted clean-
ing doors. See that the damper will open wide and close tight.
Test for air leaks by firing a few shovels of smoky fuel and im- -
mediately closing the damper, observing the escape of smoke
through the crevices, or by passing the flame of a candle over
cracks in the brickwork.

IV. Determine the character of the coal to be used. For tests
of the efficiency or capacity of the boiler for comparison with
other boilers the coal should, if possible, be of some kind which
is commercially regarded as a standard. For New England
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and that portion of the country east of the Allegheny Moun-
tains, good anthracite egg coal, containing not over 10 per cent.
of ash, and semi-bituminous Clearfield (Pa.), Cumberland (Md.),
and Pocahontas (Va.) coals are thus regarded. West of the
Allegheny Mountains, Pocahontas (Va.) and New River (W. Va.)
semi-bituminous, and Youghiogheny or Pittsburg bituminous
coals are recognized as standards.* There is no special grade
of coal mined in the Western States which is widely recognized
as of superior quality or considered as a standard coal for
boiler testing. Big Muddy lump, an Illinois coal mined in
Jackson County, I1l., is suggested as being of sufficiently high
grade to answer these requirements in districts where it is more
conveniently obtainable than the other coals mentioned above.

For tests made to determine the performance of a boiler with
a particular kind of coal, such as may be specified in a contract
for the sale of a boiler, the coal used should not be higher in
ash and in moisture than that specified, since increase in ash
and moisture above a stated amount is apt to cause a falling off
of both capacity and economy in greater proportion than the
proportion of such increase.

V. Establish the correctness of all apparatus used in the test for
weighing and measuring. These are:

1. Scales for weighing coal, ashes, and water.

2. Tanks, or water meters for measuring water. Water me-
ters, as a rule, should only be used as a check on other measure-
ments. For accurate work, the water should be weighed or
measured in a tank. (Appendices I, IV., VIL, VIIL)

3. Thermometers and pyrometers for taking temperatures of
air, steam, feed-water, waste gases, etc. (Appendix XXVIL)

4. Pressure gauges, draught gauges, etc. (Appendices XX VIII.
to XXX,)

The kind and location of the various pieces of testing appara-
tus must be left to the judgment of the person conducting the
test; always keeping in mind the main object, i.e., to obtain
authentic data.

VI. See that the boiler s thoroughly heated before the trial to
its usual working temperature. If the boiler is new and of a

* These coals are selected because they are about the only coals which possess
the essentials of excellence of quality, adaptability to various kinds of furnaces,
grates, boilers, and methods of firing, and wide distribution and general accessi-
bility in the markets. :



40 REPORT OF COMMITTEE ON REVISION OF STANDARD CODE

form provided with a brick setting, it should be in regular use
at least a week before the trial, so as to dry and heat the walls.

‘If it has been laid off and become cold, it should be worked
before the trial until the walls are well heated.

VII. The boiler and connections should be proved to be free from
leaks before beginning a test, and all water connections, includ-
ing blow and extra feed pipes, should be disconnected, stopped
with blank flanges, or bled through special openings beyond the
valves, except the particular pipe through which water is to be
fed to the boiler during the trial. During the test the blow-off
and feed pipes should remain exposed to view.

If an injector is used, it should receive steam directly through
a felted pipe from the boiler being tested.*

If the water is metered after it passes the injector, its tem-
perature should be taken at the point where it leaves the injector.
If the quantity is determined before it goes to the injector the
temperature should be determined on the suction side of the
injector, and if no change of temperature occurs other than that
due to the injector, the temperature thus determined is properly
that of the feed-water. When the temperature changes between
the injector and the boiler, as by the use of a heater or by radi-
ation, the temperature at which the water enters and leaves the
injector and that at which it enters the boiler should all be
taken. In that case the weight to be used is that of the water
leaving the injector, computed from the heat units if not
directly measured, and the temperature, that of the water
entering the boiler.

Let w = weight of water entering the injector.

T = [ ({3 steam {3 “ 'Y
%, = heat units per pound of water entering injector.
’l — [ “«”© €« € [ Steam 13 (X4
2
hy= <« ¢ « «  « water leaving
Then, w + x = weight of water leaving injector.
r=w k=4,
o h, =k

* In feeding a boiler undergoing test with an injector taking steam from another
boiler, or from the main steam pipe from several boilers, the evaporative results
may be modified by a difference in the quality of the steam from such source
compared with that supplied by the boiler being tested, and in some cases the
connection to the injector may act as a drip for the main steam pipe. Ifitis
known that the steam from the main pipe is of the same pressurc and quality as
that furnished by the boiler undergoing the test, the steam may-be taken from
such main pipe.
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See that the steam main is so arranged that water of con-
densation cannot run back into the boiler.

VIIL Duration of the Test.—For tests made to ascertain either
the maximum economy or the maximum capacity of a boiler, irre-
spective of the particular class of service for which it is regularly
ased, the duration should be at least 10 hours of continuous run-
ning. If the rate of combustion exceeds 25 pounds of coal per
square foot of grate surface per hour, it may be stopped when a to-
tal of 250 pounds of coal has been burned per square foot of grate.

In cases where the service requires continuous running for
the whole 24 hours of the day, with shifts of firemen a number
of times during that period, it is well to continue the test for at
least 24 hours.

When it is desired to ascertain the performance under the
working conditions of practical running, whether the boiler be
regularly in use 24 hours a day or only a certain number of
hours out of each 24, the fires being banked the balance of the
time, the duration should not be less than 24 hours.

IX. Starting and Stopping a Test.—The conditions of the boiler
and farnace in all respects should be, as nearly as possible, the
same at the end as at the beginning of the test. The steam
pressure should be the same ; the water level the same; the fire
upon the grates should be the same in quantity and condition;
and the walls, flues, etc., should be of the same temperature.
Two methods of obtaining the desired equality of conditions of
the fire may be used, viz. : those which were called in the Code
of 1885 ‘ the standard method ” and * the alternate method,”
the latter being employed where it is inconvenient to make
use of the standard method.*

X. Standard Method of Starting and Stopping a Test.—Steam
being raised to the working pressure, remove rapidly all
the fire from the grate, close the damper, clean the ash pit,
and as quickly as possible start a new fire with weighed
wood and coal, noting the time and the water level+ while

* The Committee concludes that it is best to retain the designations ‘‘stand-
ard”’ and *‘ alternate,” since they have become widely known and established in
the minds of engineers and in the reprints of the Code of 1885. Many engineers
prefer the ‘'‘alternate” to the ‘ standard’” method on account of its being less
liable to error due to cooling of the boiler at the beginning and end of a test.

¢ The gauge-glass should not be blown out within an hour before the water
level is taken at the beginning and end of a test, otherwise an error in the read-
ing of the water level may be caused by a change in the temperature and density
of the water in the pipe leading from the bottom of the glass into the boiler.
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the water is in a quiescent state, just before lighting the
fire.

At the end of the test remove the whole fire, which has
been burned low, clean the grates and ash pit, and note the
water level when the water is in a quiescent state, and
record the time of hauling the fire. The water level should
be as nearly as possible the same as at the beginning of the
test. If it is not the same, a correction should be made by
computation, and not by operating the pump after the test is
completed. '

XI. Alternate Method of Starting and Stopping a Test.—The
boiler being thoroughly heated by a preliminary run, the fires
are to be burned low and well cleaned. Note the amount of
coal left on the grate as nearly as it can.be estimated ; note the
pressure of steam and the water level. Note the time, and
record it as the starting time. Fresh coal which has been
weighed should now be fired. The ash pits should be thor-
oughly cleaned at once after starting. Before the end of the
test the fires should be burned low, just as before the start, and
the fires cleaned in such a manner as to leave a bed of coal on
the grates of the same depth, and in the same condition, as at
the start. When this stage is reached, note the time and record
it as the stopping time. The water level and steam pressures
should previously be brought as nearly as possible to the same
point as at the start. If the water level is not the same as at
the start, a correction should be made by computation, and not
by operating the pump after the test is completed.

XII. Uniformity of Conditions.—In all trials made to ascertain
maximum economy or capacity, the conditions should be main-
tained uniformly constant. Arrangements should be made to
dispose of the steam so that the rate of evaporation may be
kept the same from beginning to end. This may be accom-
plished in a single boiler by carrying the steam through a
waste steam pipe, the discharge from which can be regulated as
desired. In a battery of boilers, in which only one is tested,
the draft may be regulated on the remaining boilers, leaviug the
test boiler to work under a constant rate of production.

Uniformity of conditions should prevail as to the pressure of
steam, the height of water, the rate of evaporation, the thickness
of fire, the times of firing and quantity of coal fired at one time,
and as to the intervals between the times of cleaning the fires.
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The method of firing to be carried on in such tests should be
dictated by the expert or person in responsible charge of the
test, and the method adopted should be adhered to by the fire-
man throughout the test.

XTIL Keeping the Records.—Take note of every event con-
nected with the progress of the trial, however unimportant it
may appear. Record the time of every occurrence and the
time of taking every weight and every observation. (Appen-
dices I, IV., V., VL, VIL, VIIL)

The coal should be weighed and delivered to the fireman in
equal proportions, each sufficient for not more than one hour’s
run, and a fresh portion should not be delivered until the pre-
vious one has all been fired. The time required to consume
each portion should be noted, the time being recorded at the
instant of firing the last of each portion. It is desirable that at
thesame time the amount of water fed into the boiler should be
accurately noted and recorded, including the height of the
water in the boiler, and the average pressure of steam and tem-
perature of feed during the time. By thus recording the
amount of water evaporated by successive portions of coal, the
test may be divided into several periods if desired, and the de--
gree of uniformity of combustion, evaporation, and economy
analyzed for each period. In addition to these records of the
coal and the feed water, half hourly observations should be made
of the temperature of the feed water, of the flue gases, of the
external air in the boiler-room, of the temperature of the fur-
nace when a furnace pyromteter is used, also of the pressure of
steam, and of the readings of the instruments for determining
the moisture in the steam. A log should be kept on properly
prepared blanks containing columns for record of the various
observations. (Appendix XXII.)

When the “standard method” of starting and stopping the
test is used, the hourly rate of combustion and of evaporation
and the horse-power should be computed from the records taken
during the time when the fires are in active condition. This
time is somewhat less than the actual time which elapses be-
tween the beginning and end of the run. The loss of time due
to kindling the fire at the beginning and burning it out at the
end makes this course necessary.

XIV. Quality of Steam.—The percentage of moisture in the
steam should be determined by the use of either a throttling or
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a separating steam calorimeter. The sampling nozzle should
be placed in the vertical steam pipe rising from the boiler. It
should be made of }-inch pipe, and should extend across the
diameter of the steam pipe to within half an inch of the oppo-
site side, being closed at the end and perforated with not less
than twenty j-inch holes equally distributed along and around
its cylindrical surface, but none of these holes should be nearer
than  inch to the inner side of the steam pipe. The calorim-
eter and the pipe leading to it should be well covered with
felting. Whenever the indications of the throttling or separat-
ing calorimeter show that the percentage of moisture is irregu-
lar, or occasionally in excess of three per cent., the results should
be checked by a steam separator placed in the steam pipe as
close to the boiler as convenient, with a calorimeter in the steam
pipe just beyond the outlet from the separator. The drip from
the separator should be caught and weighed, and the percent-
age of moisture computed therefrom added to that shown by
the calorimeter. (See Appendices XV. to XVIIL.)

Superheating should be determined by means of a thermome-
ter placed in a mercury well inserted in the steam pipe. The
degree of superheating should be taken as the difference be-
tween the reading of the thermometer for superheated steam
and the readings of the same thermometer for saturated steam
at the same pressure as determined by a special experiment,
and not by reference to steam tables.

For calculations relating to quality of steam and corrections
for quality of steam, see Appendices X VIIL and XIX.

XV. Sampling the Coal and Determining its Moisture.—As
each barrow load or fresh portion of coal is taken from the coal
pile, a representative shovelful is selected from it and placed in
a barrel or box in a cool place and kept until the end of the
trial. The samples are then mixed and broken into pieces not
exceeding one inch in diameter, and reduced by the process of
repeated quartering and crushing until a final sample weighing
about five pounds is obtained, and the size of the larger pieces
is such that they will pass through a sieve with }-inch meshes.
From this sample two one-quart, air-tight glass preserving jars,
or other air-tight vessels which will prevent the escape of moist-
ure from the sample, are to be promptly filled, and these sam-
ples are to be kept for subsequent determinations of moisture
and of heating value and for chemical analyses. During the
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process of quartering, when the sample has been reduced to
about 100 pounds, a quarter to a half of it may be taken for an
approximate determination of moisture. This may be made by
placing it in a shallow iron pan, not over three inches deep,
carefully weighing it, and setting the pan in the hottest place
that can be found on the brickwork of the boiler setting or flues,
keeping it there for at least 12 hours, and then weighing it.
The determination of moisture thus made is believed to be ap-
proximately accurate for anthracite and semi-bituminous coals,
and also for Pittsburg or Youghiogheny coal ; but it cannot be
relied upon for coals mined west of Pittsburg, or for other coals
containing inherent moisture. For these latter coals it is impor-
tant that a more accurate method be adopted. The method
recommended by the Committee for all accurate tests, whatever
the character of the coal, is described as follows :

Take one of the samples contained in the glass jars, and
subject it to a thorough air-drying, by spreading it in a thin layer
and exposing it for several hours to the atmosphere of a warm
room, weighing it before and after, thereby determining the quan-
tity of surface moisture it contains. Then crush the whole of it by
running it through an ordinary coffee mill adjusted so as to pro-
duce somewhat coarse grains (less than 14-inch), thoroughly mix
the crushed sample, select from it a portion of from 10 to 50
grams, weigh it in a balance which will easily show a variation
as small as 1 part in 1,000, and dry it in an air or sand bath at
a temperature between 240 and 280 degrees Fahr. for one hour.
Weigh it and record the loss, then heat and weigh it again
repeatedly, at intervals of an hour or less, until the minimum
weight has been reached and the weight begins to increase by
oxidation of a portion of the coal. The difference between the
original and the minimum weight is taken as the moisture in the
air-dried coal. This moisture test should preferably be made
on duplicate samples, and the results should agree within 0.3
to 0.4 of one per cent., the mean of the two determinations being
taken as the correct result. The sum of the percentage of
moisture thus found and the percentage of surface moisture
previously determined is the total moisture. (Appendix XL.)

XVI. Treatment of Ashes and Refuse.—The ashes and refuse
are to be weighed in. a dry state. If it is found desirable to
show the principal characteristics of the ash, a sample should
be subjected to a proximate analysis and the actual amount
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of incombustible material determined. For elaborate trials a
complete analysis of the ash and refuse should be made.

XVIL Calorific Tests and Analysis of Coal.—The quality of the
fuel should be determined either by heat test or by analysis, or
by both.

The rational method of determining the total heat of combus-
tion is to burn the sample of coal in an atmosphere of oxygen
gas, the coal to be sampled as directed in Article XV. of this
code. (See Appendices XIIL and XIV.)

The chemical analysis of the coal should be made only by an
expert chemist. The total heat of combustion computed from
the results of the ultimate analysis may be obtained by the
use of Dulong’s formula (with constants modified by recent

determinations), viz.: 14,600 C + 62,000 (H— g) + 4,000 8,

in which C, H, O, and S refer to the proportions of carbon, hy-
drogen, oxygen, and sulphur respectively, as determined by the
ultimate analysis.*

It is desirable that a proximate analysis should be made,
thereby determining the relative proportions of volatile matter
and fixed carbon. These proportions furnish an indication of
the leading characteristics of the fuel, and serve to fix the
class to which it belongs. (Appendix XIL) As an additional
indication of the characteristics of the fuel, the specific gravity
should be determined.

XVIII. Adnalysis of Flue Gases.-—The analysis of the flue gases
is an especially valuable method of determining the relative
value of different methods of firing, or of different kinds of fur-
naces. In making these analyses great care should be taken to
procure average samples—since the composition is apt to vary
at different points of the flue (Appendix XXXI.). The com-
position is also apt to vary from minute to minute, and for this
reason the drawings of gas should last a considerable period of
time. Where complete determinations are desired, the analyses
should be intrusted to an expert chemist. For approximate
determinations the Orsatt or the Hempel { apparatus may be
used by the engineer. (See Appendix XXXIIIL)

* Favre and Silberraan give 14,544 B.T.U. per pound carbon ; Berthelot 14,647
B.T.U. Favre and Silberman give 62,032 B.T.U. per pound hydrogen ; Thomsen

61,816 B.T.U.
$See R. 8. Hale’s paper on ‘“ Flue Gas Analysis,” Transactions, vol. xviii., p. 901.

t See Hempel’s * Methods of Gas Analysis” (Macmillan & Co.).
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For the continuous indication of the amount of carbonic acid
present in the flue gases, an instrument may be employed which
shows the weight of the sample of gas passing through it.
(Appendix XXXIX.) '

XIX. Smoke Observations.—1t is desirable to have a uni-
form system of determining and recording the quantity of smoke
produced where bituminous coal is used. The system com-
monly employed is to express the degree of smokiness by means
of percentages dependent upon the judgment of the observer.
The Committee does not place much value upon a percentage
method, because it depends so largely upon the personal ele-
ment, but if this method is used, it is desirable that, so far as
possible, a definition be given in explicit terms as to the basis
and method employed in arriving at the percentage. The actual
measurement of a sample of soot and smoke by some form of
meter is to be preferred. (See Appendices XXXIV. and XXXYV.)

XX. Miscellaneous.—In tests for purposes of scientific re-
search, in which the determination of all the variables entering
into the test is desired, certain observations should be made
which are in general unnecessary for ordinary tests. These are
the measurement of the air supply, the determination of its
contained moisture, the determination of the amount of heat
lost by radiation, of the amount of infiltration of air through
the setting, and (by condensation of all the steam made by the
boiler) of the total heat imparted to the water.

As these determinations are rarely undertaken, it is not
deemed advisable to give directions for making them.

XXI. Calcwdations of Ffficiency.—Two methods of defining and
calculating the efficiency of a boiler are recommended. They are :

. . Heat absorbed per 1b. combustible
1. Effciency of the boiler = (i) "6 "1 of 1 Tb. combustible
Heat absorbed per lb. coal
Calorific value of 1 1b. coal

The first of these is sometimes called the efficiency based on
combustible, and the second the efficiency based on coal. The
first is recommended as a standard of comparison for all tests,
and this is the one which is understood to be.referred to when
the word “efficiency ” alone is used without qualification. The
second, however, should be included in a report of a test, to-
gether with the first, whenever the object of the test is to deter-
mine the efficiency of the boiler and furnace together with the

2. Efficiency of the boiler and grate=
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grate (or mechanical stoker), or to compare different furnaces,
grates, fuels, or methods of firing.

The heat absorbed per pound of combustible (or per pound
coal) is to be calculated by multiplying the equivalent evapora-
tion from and at 212 degrees per pound combustible (or coal) by
965.7. (Appendix XX.)

XXIIL. 7he Heat Balance.—An approximate “ heat balance,” or
statement of the distribution of the heating value of the coal
among the several items of heat utilized and heat lost may be
included in the report of a test when analyses of the fuel and of
the chimney gases have been made. It should be reported in
the following form :

HEAT BALANCE, OR DISTRIBUTION OF THE HEATING VALUE OF THE COMBUSTIBLE.
Total Heat Value of 1 1b. of Combustible ... ............... B.T. U.

1. Heat absorbed by the boiler = evaporation from and at 212
degrees per pound of combustible x 965.7.

2. Loss due to moisture in coal = per cent. of moisture referred
to combustible + 100 x [(212 — ¢) + 966 + 0.48 (I’ —
212)] (¢ = temperature of air in the boiler-room, 7" =|-
that of the flue gases)

8. Loss due to moisture formed by the burning of hydrogen
= per cent. of hydrogen to combustible + 100 x 9 x

(212 —¢) + 966 + 0.48 (7' — 212)].

4.* Loss due to heat carried away in the dry chimney gases =

weight of gas per pound of combustible x 0.24 x (7(')— 0).
C

.+ Loss due to i let busti f bon =——— — — .
5.4 s due to incomplete combustion of carbon oy 4o

N per cent. C 1136 combustible 10,150.

6. Loss due to unconsumed hydrogen and hydrocarbons, to,
heating the moisture in the air, to radiation, and unac-
counted for. (Some of these losses may be separately
itemized if data are obtained from which they may be
calculated.) —_

Totals........... et ie ittt tee ettt 100.00

fol l"l‘he weight of gar per pound of carbon burned may be calculated from the gas analyses as
ollows :

Dry gas per pound carbon = w’g (3_33 _‘Ci()(;‘f)_f_"p, in which CO,, CO, O, and N are the

3 +
percentages by volume of the several gases. As the sampling and analyses of the gases in the
prezent state of the art are liable to considerable errors, the result of this calculation is usuall
only an approximate one. The heat balance iteelf is alzo only approximate for this reason, as well
as l?;r the fact that it is not possible to determine accurately the percentage of unburned hydrogen
or hydrocarbons in the flue gases. (See Appendix XXXIIL)
he weight of dry gas per pound of combustible is found hy multiplying the dry gas per pound

of carbon by the percentage of carbon in the combustible, and dividing by 100.

1 CO4 and CO are respectively the percentage by volume of carhonic acid and carbonic oxide ia
the flue gases. The (ﬁunmlty 10,150 = Number of heat units gencerated by burning to carbonic
acid one pound of carbon contained in carbonic oxide.

XXIIL Report of the Trial.—The data and results should be
reported in the manner given in either one of the two following
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tables, omitting lines where the tests have not been made as
elaborately as provided for in such tables. Additional lines may
be added for data relating to the specific object of the test. The
extra lines should be classified under the headings provided in
the tables, and numbered as per preceding line, with sub letters
a, b, etec. The Short Form of Report, Table No. 2, is recom-
mended for commercial tests and as a convenient form of
abridging the longer form for publication when saving of space
is desirable. For elaborate trials, it is recommended that the
full log of the trial be shown graphically, by means of a chart.
(Appendix XXX VIIIL.)

TABLE NO. 1.
DATA AND ReSULTS OF EVAPORATIVE TEST,

Arranged in accordance with the Complete Form advised by the Boiler Test
Committee of the American Society of Mechanical Engineers. Code of 1899.

Madeby........co cevivennnn. . boiler at...... Ceeeestenans to
determine. ......... cesecsetenacsceressrtesctacncancsns cerieeeneens
Principal conditions govermng the trial ............. ceseiacene cesecesscnsenons
Kindoffudd®.....cooovvviiiiinnnnn Ceieenireeiaa., ce e eees Creeereaenenn
Kind of furnace ................ e eeteeseetieaiaeeieeeiens saanes cessssccs
State of the weather. ... .cciuiiiait it ittt iiieiiiieieeennns

Method of starting and stopping the test (‘‘ standard " or ‘‘ alternate,” Art. X.
and X1, Code).....cooirirniiiiiiiiiiiii ittt iei ittt cttaaiaeaeaan

1. Date of tri@l. . oo oovviieeiieiieeiennaeenioneissns senanennssnsscnnnnns
2. Duration of tré@l. « oo vveeinvinerineineneiniaiananaees [ hours.

Dimensions and Proportions.

(A complete description of the boiler, and drawings of the same if of unusual
type, should be given on an annexed sheet. (See Appendix X.)

8. Grate surface ........width........ length. ....... ared........ 8q. ft.

4. Heightof furnace...........coiuiiiiiiiiiiiieneancioneienens ins.

5. Approximate width of air spacesin grate..................... in.

6. Proportion of air space to whole grate surface................. per cent.

7. Water-heating surface........cooouevieer civereiennieaiiennns sq. ft.

8. Superheatingsurface................c.oounee Ceeeenarareians “

9. Ratio of water-heating surface to grate surface................ —tol.
10. Ratio of minimum draft area to grate SUrface .......oeveeennnn 1to —

# The items printed in italica correspond to the items In the ¢ Shon Form of Codo "
4
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Average Pressures.

11, Steam pressure by gauge................ Ceeeeeens feveennecnes 1bs. per sq.in.
12. Force of draft between damper and bmkr ..................... ins. of water
18. Force of draft in furnace............. Certeieeeiesaeenns veies U o
14. Force of draft or blast in ashpit....... ceteeeeranes crecseecnes “ “
Average Temperatures.
15. Of external Air..........ooiviiiiinneieeninnnccnonnnns ceetens deg.
16. Of fireroOm. . ....ccvntiiiiiiinnnneneneciraceancsacsnscsnons ‘
17, Of 8teAM. .. eine ittt iiiieesencceennnenaneeaeananns “
18. Of feed water entering heater..............coivvvvinniinnnans “
19. Of feed water entering economizer ..........ccouvveveeeeennns “
20. Of feed water entering boiler. .......oocovvvvnnin venen. o cees e
21. Of escaping gases fromboiler..........cooveuuiieeeeeennannans “
22. Of escaping gases from economizer................ Cereecieans o
Fuel.
23. Size and condition ............ciiceiiiiieiiiea
24. Weight of wood used in lighting fire...... Cereeeiietieneianas 1bs.
25. Weight of coal as fired™® ... ......cccoviiiiiiiiinnniinnins cans ‘
26. Percentage of moisturetn coalt .......coooviiiiiiiiiiinn.. per cent.
27. Total weight of dry coal consumed . ............co.coveivnnnns lbs.
28. Total ash an@ Tefuse ........cooiiiieeniieiiiiniiineinennnns .
29. Quality of ash and refuse........... Ceeeaenaiiaens o eesesees
80. Total combustible consumed.........covveeireeineeennncnnss 1bs.
81. Percentage of ash and refuse indrycoal . .......... ceeressees . per cent,
Proximate Analysis of Coal.
(App. XIL)
Of Coal.  Of Combustible.

82. Fixed carbon......cciiviiiieiinnennnninnninns per cent. per cent,
83. Volatilematter... .......ccoviiiniiinnnnnnnns ‘o ‘¢
34. Moisture..........ce0uuene teesecectsateaneann .« —
85. Ash ... vevevennnnns et e reeeereeeneeenean, Tow S

100 per ccnt, 100 per cent.
86. Sulphur, separately determined ............... R “

* Including equivalent of wood used in lighting the fire, not including unburnt coal withdrawn

from furnace at times of cleaning and at end of test. One pound of wood is taken to be equal to
0.4 pound of coal, or, in case greater accuracy is desired, as having a heat value equivalent to the
evaporation of 6 pounds of water from and at 212 degrees per pound. (6 x 965.7 = 5,794 B. T. U.)
The term ‘‘as fired ** means in its actual condition, inclnding molsture.

4 This is the total moisture in the coal a8 found by drying it :rtiﬂclnlly, as described in Art.

XV. of Code.
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Ultimate Analysis of Dry Coal.

(Art. XVIL, Code.)
Of Coal.  Of Combustible.

87. Carbol (0)..ocvviviirinennrinees soneeennnnns per cent. per cent.
88. Hydrogen (H).........cccviviiiinenieinnninans “ “
89. Oxygen (0)....oovvnvneeiinnninnenenoensennns “ ¢
40. Nitrogen (N) ....ooiviniiiiiinincenansenenans . o
41. Sulpbur (8).....civiiiiiiiiiiiiiiiiaiiiaeeees . v
42, Ash .....0000n Cereeeienes N “ —_
100 per cent. 100 per cent.
43. Moisture in sample of coal as received.......... o o
Analysis of Ash and Refuse.
44, Carbom.......cciiiiiiniiiit sttt it erst e eaaaraas per cent.
45. Earthy matter...........ecvvinvnnenn. Cerresarenniiorenanns o
Fuel per Hour.
48. Dry coal consumed perhour. ............covviiiiiiiniirinnen. 1bs.
47. Combustible consumed per hour .........cccoieeeiinnneennans .
48. Dry coal per sgquare foot of grate surface per hour........ .... “
49. Combustible per square foot of water-heating surface per hour. ¢
Calorific Value of Puel.
(Art. XVIIL., Code.)
50. Calorific value by oxygen calorimeter, per . of drycoal . ....... B.T.U.
51. Calorific value by oxygen calorimeter, per 1b. of combustible. .. ... ‘“
52. Calorific value by analysis, per Ib. of dry coal®*............... “
53. Calorific value by analysis, per 1b. of combuastible............ ‘“
Qualily of Steam.
(App. XV. to XIX))

54. Percentage of moisture in steAm .. .........cccovviiiennneennes per cent,
55. Number of degrecs of superheating............c.ooviiiinnnnn, deg.
56. Quality of steam (dry steam — unity). (For exact determina-

tion of the factor of correction for quality of steam see Ap-

pendix XVIIL). ..o i

Water.
(App. L, IV., VIL, VIIL)

57. Total weight of water fed to boilert ..........ooovviive vininns Ibs,
58. Equivalent water fed to boiler from and at 212 degrees... .... “
59. Water actually evaporated, corrected for quality of steam.....,. '

¢ See formula for calorific value under Article X VII. of Code.
¢ Corrected for inequality of water level and of steam pressure at beginning and end of test.
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60. Factor of evaporation *........ Ceetcteetetesietaisttanenans Ibs.
61. Equivalent water evaporated into dry steam from and at 212
degrees. + (Item 59 x Item 60.) ............... cosescenves "
Water per Hour.
62. Watler evaporated per hour, corrected for quality of steam ...... o
68. Equivalent evaporation per hour from and at 212 degreest. .. .. . «
84. Equivalent evaporation per hour from and at 212 degrees per
square foot of water-heating surfacet .......... Ceeeeieeeens ‘

Horse- Power.

85. Horse-power developed. (341 Ws. of water evaporated per hour
tnto dry steam from and at 212 degrees, equals one horse-

T T Z H. P.
66. Builders’ ratled ROrse-power...........coveeveeis coennennenn «
87. Percentage of builders rated horse-power developed. ... . cosesene per cent,

Economic Results.

68. Water apparently evaporated under actual conditions per pound

of coal as fired. (Item 57 + Item25.)...............coo..... 1bs,
69. Fquivalent evaporation from and at 212 degrees per pound of

coal as fired. + (ltem 81 + Item 25.) ....... .....ccovuan... .
70. Equivalent evaporation from and at 212 degrees per pound of dry

coal. t (Item 61 4+ Ttem 7.) . .vvnvnnninniiiininnninnnnnn. o
71. Equiralent evaporation from and at 312 degrees per pound of

combustible. + (Item 61 + Item 80.).... ..coocvvevernnnnn.. e

(If the equivalent evaporation, Items 69, 70, and 71, is not cor-
rected for the quality of steam, the fact should be stated).

Efficiency.
(Art. XXI., Code.)

72. Efficiency of the boiler ; heat absorbed by the boiler per Ib. of com-

bustible divided by the heat valuc of one lb. of combustible§. ... per cent,
78. Efficiency of boiler, including the grate; heat absorbed by the

botler, per b. of dry coal, divided by the keat value of one ib. of

BRrY Ot «ooeeanne ittt tieie heeaieea, i

* Factor of evaporation = gb——.{lf' in which /7 and / are respectively the total heat in steam of
the average observed pmssure. and in water of the average observed temperature of the feed.

+ The symbol * U. E.”” meaning * Units of Evaporation,” may be convenicntly substituted for
the expression *Equivalent water evaporated into dry steam from and at 212 degrees," ita defini-
tion being given in a foot-note.

$ Held to be the cquivalent of 30 1bs. of water per hour evaporated from 100 degrees Fahr. into
dry steam at 70 Ibs. gange pressure. (See Introduction to Code.)

§ In all cases where the word combustible is used, it means the coal without moisture and ash,
bat including all other constitucnts. It is the same as what i called in Europe ** coal dry and free
from ash.”
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Cost of Evaporation.
4. Cost of coal per ton of —— Wbs. delivered in boiler room. ........ ]
75. Cost of fuel for evaporating 1,000 lbs. of water under observed
conditions. ... .. eettiece ase seecsesitceseanincniesnaans t
76. Cost of fuel used for evaporating 1,000 bs. of water from and at
212 degrees. couvniniiiieiiiniiaeins Ceeetreteraeatesanaen $

Smoke Observations.
(App. XXXIV. and XXXV.)

77. Percentage of smoke as observed...........c.ceiiiiiiaiiienn, per cent.
78. Weight of soot per hour obtained from smoke meter..... cocens ounces.
79. Volume of soot per hour obtained from smoke meter....... oo cub. in,
Methods of Firing.

80. Kind of firing (spreading, alternate, or coking)...... Cereeenane
81. Average thicknessof fire..............ccoiiiiiiiiiiiiil,
82. Average intervals between firings for each furnace dnring time

when fires are in normal condition ...............cohl bl
83. Average interval between times of levelling or breaking up. .

Analyses of the Dry Gases.
84. Carbon dioxide (CO;)........ccvnn.nn ceareese tiesessseee per cent
85. Oxygen (0).....ce teveiieniiniinnneneiinnieesesecanncanans “
86. Carbon monoxide (CO) ............... e leeiee cenaee cecesene o
87. Hydrogen and hydrocarbons............cocviiiinniiiiennnns “
88. Nitrogen (by difference) (N) .......coovviieer vaviineinnennns “
100 per cent

TABLE NO. 2.

DATA AND RESULTS OF EVAPORATIVE TEST,

‘ Arranged in accordance with the Short Form advised by the Boiler Test Com-
mittee of the American Society of Mechanical Engineers. C(ode of 1899.

Madeby.........oovnnnnnt OD..eviveenennnnnn boiler, at............... eeeauto

Method of starting and stopping the test (‘* standard” or *‘ alternate,” Art. X.
and XL, Code) ..ooviinniiiiin ciiiiiiiiii it ittt eeeee

Grate surface...... Ce i eeaieieieae teeiiieseeaieeeranenaas o0 . sq. ft.
Water-heating surface ...........o.ieiiiiiiiiiiiiniiiiienenaes “
Superheating surface..............oiiiiii it e ‘
Total Quantities.

1. Date of trial....... ereenes e e eeereeeienaae

2. Durationof trial..........ooiiiiiiiiiiiiiiiiiiiiiii e hours.
3. Weightof coal asfired®.............coiiiiiiiiinaiinna., lbs.
4. Percentage of moistureincoal *.................. ...l per cent.
5. Total weight of dry coal consumed. .......c.coovvvieeennennnnn 1bs.
8. Totalashandrefuse......... ......ccoovr tiiiinnnnaninnn “
7. Percentage of ash and refuse indrycoal.................... per cent.

L4 See foot- notcs of Complete l-orm
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8. Total weight of water fed to the boiler*.................... 1bs.
9. Water actually evaporated, corrected for moisture or super-

heat in SteAM........coiiieeiiniiiiiiiniiiiiiiirieniaaas “
10. Equivalent water evaporated into dry steam from and at 213

degrees*.............eunnn Ceeeereeesiaataeaaanens coeces “

Hourly Quantities.

11. Dry coal consamed per hour..........ccocvvvinenennnnans . 1be.
12. Dry coal per square foot of grate surface per hour........ .ee o
138. Water evaporated per hour corrected for quality of steam.... “
14. Equivalent evaporation per hour from and at 212 degrees *. .. ‘“
15. Equivalent evaporation per hour from and at 212 degrees per

square foot of water-heating surface® ............ ....... “

Average Pressures, Temperatures, etc.

16. Steam pressure by gauge ................. ceeees Ceeeieiiees 1bs. per sq. in.
17. Temperature of feed water entering boiler.................. deg.
18. Temperature of escaping gases from boiler.................. “
19. Force of draft between damper and boiler.......... ........ ins. of water.
20. Percentage of moisture in steam, or number of degrees of

superheating ..........ocoieaiilln fees seeresenesserians per cent.ordeg.

Horse-Power.

21. Horse-power developed (Item 14 + 34H)*................ vee H. P.
22. Builders’ rated horse-power...........cccoviiieiieaiiiaians . “
23. Percentage of builders’ rated horse-power developed ........ per cent.

S

g 8

[ -3
-3

2838

88

. Equivalent evaporation from and at 212 degrees per pound of

Eeonomic Results.

. Water apparently evaporated under actual conditions per

pound of coal as fired. (Item 8 + Item 3)................ lbs,

. Equivalent evaporation from and at 212 degrees per pound of

coal as fired.* (ltem 10 +Item3).................. iee .

dry coal.* (Item 10 + Item 5)........coovvviiinnenn onn

. Equivalent evaporation from and at 212 degrees per pound of

combustible.* [Item 10 + (Item 5 —Item 6)]............. .
(If Items 25, 26, and 27 are not corrected for quality of steam,
the fact should be stated.)

Efficiency.

. Calorific value of the dry coal per pound...... tereee seenne . B.T.U.
. Calorific value of the combustible per pound................ “
. Efficiency of boiler (based on combustible)*........ ....... per cent.
. Efficiency of boiler, including grate (based on dry coal)..... . o

Cost of Eraporation.,

. Cost of coal per ton of —— 1bs. delivered in boiler-room .....
. Cost of coal required for evaporating 1,000 pounds of water

from and at 212 degrees........coeviee tiiiiiiiieaians

* See foot-notes of Complete Torm.
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APPENDICES TO CODE OF 1899.

APPENDIX L
RELATIVE WEIGHTS OF WATER AND FUEL.

The elaborate directions and multiplicity of details provided
for in the foregoing Code should not divert the minds of ama-
teurs from the fact that the principal elements to be ascertained
in & boiler test are the weight of water evaporated and the
weight of the fuel required to produce such evaporation. If
the Code be scanned closely with this thought in mind, it will
be found that many of the elaborate provisions are intended to
secure accuracy in determining these important elements. It is
true that there are provisions embodied which do not refer
directly thereto, but it is necessary that all available data be
obtained so that comparisons can be made with the perfor-
mances of other boilers, for the purpose of adjusting contracts,
for general information, as a guide in the selection of fuel, or
for improvements in the future.

Moreover, the determination of the two primary elements, to
wit : the weights of water and of coal, are not as easy as would
seem to an amateur. Many of the older members of the pro-
fession have again and again seen boiler tests conducted by
inventors and manufacturers who supposed they were obtain-
ing honest reports from their employees, without realizing a
trait of human nature which actuates a man whose livelihood
depends upon the success of another. Some workmen will
make the results come out as they suppose their employers
wish them, and if there is any coal to be had in the vicinity
that has not been weighed, it will be purloined, a shovelful at
a time; and if men of this class are expected to tally the
number of tanks of water fed into a boiler, although instructed
to be strictly honest and accurate, there will a doubt arise in
their minds whether a tally has been made or not, and another
tally be made under the influence of such doubt. Itis there-
fore necessary to call the attention of amateurs and young en-
gineers to checks which have been provided to prevent errors
in weighing or tallying. Itis urged that Article XIII and other
" provisions of the Code be particularly studied in connection with
the subsequent remarks of different members of the profession,
contained particularly in Appendices IIL, IV, V. VL, VIL,
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VIII. Itwill be found that all agree that the coal should be
weighed and water measured or weighed at practically regular
intervals, and that in every case the Zme be put down when a
bucket of coal is dumped or a tank of water let down, when, by
simple reference to the clock, all disputes as to neglected tallies
will be eliminated. C. E. E

AprpPENDIX IL*
OBJECT OF THE TEST.

In preparing for and conducting trials of steam boilers, the
specific object of the proposed trial should be clearly defined
and steadily kept in view.

1. If it be to determine the efficiency of a given style of boiler
or of boiler setting under normal conditions, the boiler, brick-
work, grates, dampers, flues, pipes, in short, the whole appa-
ratus should be carefully examined and accurately described,
and any variation from a normal condition should be remedied if
possible, and, if irremediable, clearly described and pointed out.

2. If it be to ascertain the condition of a given boiler or set
of boilers with a view to the improvement of whatever may be
faulty, the conditions actually existing should be accurately
observed and clearly described.

3. If the object be to determine the relative value of two or
more kinds of coal, or the actual value of any kind, exact equal-
ity of conditions should be maintained if possible, or, where that
is not practicable, all variations should be duly allowed for.

4. Only one variable should be allowed to enter into the
problem ; or, since the entire exclusion of disturbing variations
cannot usually be effected, they should be kept as closely as
possible within narrow limits, and allowed for with all possible
accuracy.

I C. H

AprpEnDIX III.
GENERAL OBSERVATIONS.

All observations are to be made by the expert, either person-
ally or by his assistants. No statement of any kind is to be

* This and several other Appendices are copied from the report of the Com-
mittee of 1885. (See List of Appendices, p. 111.) Those signed J. C, H, were
contributed to the Code of 1885 by the late John C. Hoadley.
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received from the owner or persons in charge of the boiler. All
possibility of anything that would falsify the results must be
closely guarded against; all pipes not used must be taken away
or blank flanges inserted.

The two great points that are to be determined in every test
of a steam boiler, whatever the special and precise purpose of
such test may be, are the pounds of fuel burned and the pounds
of water evapor&ted

To arrive at these we need to know, first, the pounds of fuel
put into the furnace, and, second, the pounds of water fed into
the boiler.

To ascertain these facts with certainty is the fundamental
requisite in all cases. The possibility of an error in either
of these respects throws doubt upon all the results or in-
dications of the test. The coal supplied to the furnace and
the water fed to the boiler should, therefore, each be ascer-
tained in a manner that proves its own correctness and ex-
cludes doubt.

All tests of this nature are properly regarded with suspicion.
I often myself read of tests and results that I put no faith in,
and the same must be true of every one who is experienced in
this matter. I am therefore strenuous on this point, that a sys-
tem of firing and a system of measuring the feed-water should
be employed that will prove the correctness of the record, and,
if errors are made, will clearly expose them.

If possible the steam generated should be condensed by pass-
ing it through a surface condenser, where it is cooled by a
strong current of water in a closed chamber. By this means
the number of thermal units added may be ascertained with
precision.

A boiler test cannot be conducted properly when it is comph-
cated by being combined with an engine test.

C. T P

ArpPENDIX IV.

PRECAUTIONS TO BE OBSERVED IN MAKING A BOILER TEST.

It should be steadily kept in mind that the principal ob-
servations to be made are the quantities of coal consumed and
of water evaporated. If these quantities are ascertained ac-
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curately, and the conditions made the same at the beginning
and end of the test, the most important requisites of a boiler
trial will be secured. Other observations have their value
both for scientific and practical purposes, but are in most cases
subsidiary.

Boiler tests are often undertaken with insufficient apparatus
and assistance. It is possible for a single person to test one
boiler, or even several in a battery, but it requires a great deal
of labor to do so, and in many cases such person would be so
fatigued as to be liable to make a simple error vitiating the
results. He would, moreover, at no time be able to give proper
oversight to the test, so as to prevent accidental or unauthorized
interferences. It is very desirable, in fact almost indispensable,
that an assistant be detailed to weigh the coal, and another to
weigh or measure the water; if calorimeter tests are to be un-
dertaken, still another assistant should be provided. The engi-
neer in charge is then left free to oversee the work of all, and
relieve either temporarily when necessary. Engineers are fre-
quently called upon to make boiler trials in connection with
parties whose interests are antagonistic to a fair test, and fre-
quently the voluntary assistance of busybodies is likely to pro-
duce errors in the results. It is therefore essential to have
trustworthy assistants, and those of sufficient calibre not to be
confused by interested parties, who will frequently endeavor in
the most plausible manner to make out that a certain measure
of coal has been already tallied, or that a certain tank of water
has not been tallied.

In the first engine trials at the American Institute Exhibition
(1869), in the Centennial boiler trials (1876), and since in private
trials respecting performance of boilers as between the contrac-
tor and purchaser, the writer has arranged for both interests to
take the data at the same moment, with instructions, if agree-
ment could not be had, that the difference be at once referred
to him.

In weighing the coal, the barrow or vessel used should be
balanced on a scale and then filled to a certain definite weight.
The laborer will soon learn to fill a vessel to the same weight
within a few pounds by counting the number of shovels thrown
in, when the change of a lump or two to or from a small box
alongside the scale will balance it.

The water may be measured in one tank by filling it to one
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mark and pumping down to another, but this involves stopping
the pump when filling the tank, thereby failing to maintain uni-
formity of conditions. Two tanks arranged so that each can be
filled and emptied alternately are much better. A still better
plan is to have a settling tank to pump from and a measuring
tank which is emptied into it, and this plan is improved by set-
ting the measuring tank on a scale, and actually weighing the
water. For large operations three tanks are necessary : a lower
tank to pump from, and two measuring tanks, one of which is fill-
ing while the other is being emptied. The writer has made sev-
eral double measuring tanks with a horizontal section like the
figure “8,” there being a partition between the two tanks lower
than the rim of the tanks. Water is conducted at will in either
of the two tanks by a pipe swinging over the partition. One
tank is allowed to fill until the water in it overflows into the
other (which has been emptied and the cock shut), when the
filling pipe is shifted into the empty tank, and as soon as
the water level subsides in the full one the water in that tank is
allowed to flow out, the cock shut before the other tank is filled,
and the operation repeated.

A simple tally should never be trusted. Nothing seems more
reliable to an inexperienced observer than to mark 1, 2, 3, 4, with
a diagonal cross mark for 5 ; but when there are waits of several
minutes between the marks, and several operations performed
after a tally is made, there will be confusion in the mind whether
or not the tally has been actually made. The tallies both of
weights of coal and of tanks of water should be written on sep-
arate lines, the time noted opposite each, and the records always
made at the beginning or termination of some particular opera-
tion; for instance, in weighing coal at the time only when the
barrel or bucket is dumped on the fire-room floor. It is desir-
able to have a number of coincident records of coal and water
throughout the trial, so that in case of accident it may be held
to have ended at one of such times. The uniformity of the
operations may also be tested in this way from time to time.
For this reason it will be found convenient to fire from a wheel-
barrow set on a scale and to have a float or water-gauge con-
nected with the tank from which the water is pumped ; by which
means the coal and water used may, in an evident way, be ascer-
tained for any desired interval.

C. E. E
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ArpPENDIX V.

WEIGHING THE COAL.

Where practicable, a box consisting of sides, back, and bot-
tom, capable of holding 500 pounds of coal for each boiler
having 25 square feet fire-grate area, and in proportion for
larger grates, should be placed on scales conveniently located
for shovelling from it upon the fire grate.

The exact time of weighing each charge of, say, 500 pounds
should be noted and the net weight, whatever it be, set down.
The box should be balanced by a fixed counterpoise, so that the
readings of the scale beam may be net pounds of coal.

On the instant of closing the fire door after each firing, the
weight should be taken and the exact time noted as well as the
weight. The box should be completely emptied each time, and
the accuracy of the counterpoise observed, and, if necessary,
adjusted. The differences of weight at each firing will give the
several quantities fired; the differences of time will give the
intervals in minutes and seconds between successive firings ;
and the differences of time between the successive charges—500
pounds, more or less—on the scales will afford a check on the
record of the firing. A chart or diagram should be plotted from
the figures, which will clearly show the degree of regularity
with which firing has been carried on, and reveal any omission

or error.
J. C. H.

ArrENpIXx VI
WEIGHING THE COAL.

I would recommend that on a test no coal be brought into the
furnace room except as follows :

A barrow to be employed, and be loaded each time at the coal
pile with an equal amount, say 600 pounds, of coal, weighed on
platform scales at the pile. The time when it is thus wheeled
into the furnace-room to be noted. The barrow to be wheeled
upon another platform scale before the furnace for the following
purpose :

In separate columns, the times of charging the furnace to be
noted, and the reading of the scales after each charging. The
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coal to be shovelled from the barrow directly into the fur-
nace.
Now here the log would show at once, by the great inequality
of the intervals, if a barrow-load of coal had been added or omit-
ted, and the weights charged on the fire would check the barrow-
loads, and should also show the rate of firing.

No other coal being convenient to the furnace, reasonable
watching will give assurance that none is surreptitiously added to
the fire. C.T.P.

AprPENDIX VIL
WEIGHING THE WATER.

The best way is to have two tanks capable of holding 1,200 to
1,800 pounds—say 20 to 30 cubic feet; or two weighing tanks
and one feeding tank, 144 to 216 gallons, each placed on a pair of
scales, to be filled and emptied alternately. To avoid suspicion
of leakage of stop-cocks, it is better to draw out the water by a
flexible pipe or suction hose put alternately into the two tanks.
The time of each weighing of each tank, to be designated as tank
No. 1 and tank No. 2, should be accurately noted, and a method
of checking the weighings by a diagram or chart, as in respect to
the coal, should be adopted. . J.C.H

ArpeEnDIx VIII
MEASURING THE FEED WATER.

I would recommend that on all tests of any magnitude the
water be fed to the boilers from a single tank of known capacity.
That the tank be always filled so as to overflow while the feed
pump is stopped, and also the communication to it is closed.

That the inlet pipe shall terminate above the tank so that its
orifice is always visible. That after the supply has been shut
off, and the overflow has ceased, the communication to the feed
pump be opened and the pump be started. That the water
be drawn down to a point that is determined by a line on a
graduated rod attached to a float that has been well painted

.80 as not to absorb the water; and that then the pump be
stopped, communication with it be closed, and the tank be
refilled.
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The time of starting the pump each time to be carefully
noted.

The regularity of the intervals would leave no room for
doubt as to the number of tanks that had been emptied. The
watch of opposite interests would insure the accuracy of the
line at which the pump is stopped each time, and at which the
test was closed.

C. T. P.

Arrenpix IX.
KEEPING TIME OF OBSERVATIONS.

All time-keepers should be set at the start, and compared at
the close ; a gong should be used to give a signal for all obser-
vations designed to be synchronous and isochronous, in order
that such observations may be conveniently arranged.

J.c H

ApPENDIX X.
DESCRIPTION OF BOILER.

The report should include a complete description of the
boiler, which, for special boilers, should be written out at length,
but generally can conveniently be presented in tabular form
substanially as follows :

Type of boiler.

Diameter of shell.

Length of shell.

Number of tubes.

Diameter ¢

Length «  «

Diameter of steam drum.

Width of furnace.

Length of furnace.

Kind of grate bars.

Width of air spaces.

Ratio of area of grate to area of air spaces.

Area of chimney.

Height of chimney.

Length of flues connecting to chimney.

‘,\r‘,n 13 43 {3 [ [



FOR CONDUCTING STEAM-BOILER TRIALS. 63

GOVERNING PROPORTIONS.

Grate surface.
Water.
Heating surface { Steam.
Total.

Area of draft through or between tubes.
Ratio grate to heating surface.

“ draft area to grate. .

« “  “ “ total heating surface.
Water space.
Steam space.
Ratio grate to water space.
« “ ¢ steam space.
C.E. E
ArrENpix XI.

DETERMINING THE MOISTURE IN COAL.

Until recently two methods of determining moisture in coal
have been in common use—first, the one usually adopted in
boiler testing, which consists in drying a large sample, fifty
pounds or more, in a shallow pan placed over the boiler or flue ;
second, the method usually followed by chemists, of drying a
one-gram sample of pulverized coal at 212 degrees Fahr., or
a little above, for an hour, or until constant weight is obtained.
Both methods are liable to large errors. In the first method
the temperature at which the drying takes place is uncertain,
and there is no means of knowing whether the temperature ob-
tained is sufficient to drive off the moisture which is held by
capillary force or other attraction within the lumps of coal,
which, at least in case of bituminous coals, seem to be as porous
as wood, and as capable of absorbing moisture from the at-
.mosphere. The second method is liable to greater errors in
sampling than the first, and during the process of fine crushing
and passing through sieves a considerable portion of the mois-
ture is apt.to be removed by air-drying. In an extensive series
of boiler tests made by the writer in the summer of 1896, it
became necessary to find more accurate means of determining
moisture than either of those above described. It was found
that by repeated heating at gradually increasing temperatures
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from 212 degrees up to 300 degrees or over, and weighing at
intervals of an hour or more, that the weight of coal continually
decreased until it became nearly constant, and then a very slight
increase took place, which increase became greater on further
repeated heatings to temperatures above 250 degrees. It has
often been stated that if coal is heated above 212 degrees Fahr.
volatile matter will be driven off; but repeated tests on seven-
teen differcnt varieties of coal mined in western Pennsylvania,
Ohio, Indiana, Illinois, and Kentucky invariably showed a
gradual decrease of weight to a minimum, followed by the in-
crease. as stated above, and in no single case was there any
perceptible odor or other indication of volatile matter passing
off below a temperature of 350 degrees. The fact that no.vola-
tile matter was given off was further proved by heating the coal
in a glass retort and catching the vapor driven off in a bottle
filled with water and inverted in a basin ; the air displaced from
the retort by expansion due to the heating displacing the water
in the bottle. When the retort was cooled, after being heated
to 350 degrees in an oil bath, the air thus expanded contracted,
and returned from the bottle to the retort, leaving the bottle
full of water as at the beginning of the heating, showing that
no gas had been given off, except possibly such exceedingly
small amount as might be absorbed by the water. The method
described in Section XV. of the report was then adopted as the
best available method of determining the moisture in these
coals. Its accuracy was further checked by other methods, as
follows: 1. A lump of Illinois coal which had been found by
heating to 300 degrees to contain 14 per cent. of moisture was
exposed to the air in a closet for two months, and it gradually
reabsorbed from the atmosphere all the moisture that had been
driven off. 2. Another sample of the same coal was placed in
a dessicator with concentrated sulphuric acid, and it lost practi-
cally the same percentage of moisture in two months that was
given off by the heating. 3. Seven other samples of different .
coals were similarly treated for six weeks, and all of them lost
within about one per cent. of the amount that duplicate samples
had lost by heating, and the difference in each case was lost by
a single heating for an hour to 280 degrees.

The new method of drying and its results were communicated
by the writer to Prof. R. C. Carpenter of Cornell University,
shortly after they were made, and he thereupon began experi-
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menting with the method, and fully confirmed the writer’s con-
clusions. In a letter dated May 18, 1897, he says: “ We have
investigated the moisture question, and find that in all the sam-
ples tested, some four or five in number, there is no appreciable
loss between temperatures of 250 and 350 degrees ; at least, the
loss is less than our means of weighing.” In his paper on
“ Hygrometric Properties of Coals,” presented at the Hartford
meeting (Transactions, vol. xviii., p. 948), he says :

“ With the most volatile coals there is no sensible loss of
weight due to the driving off of volatile matter under a tem-
perature of 380 degrees Fahr., and with anthracite coal there is
no sensible loss under a temperature of 700 degrees Fahr.”

W. K.

ArpPENDIx XII.
PROXIMATE ANALYSES OF. COAL.

For comparing the proximate analyses of different coals, it is
desirable that they should be reported in a uniform style. The
four constituents determined by heating in a crucible should
be given and their sum should equal 100 per cent. When sal-
phur is determined it should be stated separately, and it should
not be subtracted from the fixed carbon and the volatile matter
(half from each, as is the custom of some chemists, or 0.4 from
one and 0.6 from the other, as is the custom of others), since it
cannot be known what proportion of sulphur escapes from the
crucible with the volatile matter and what proportion is burned
with the fixed carbon. The carbon ratio—that is, the ratio of
fixed carbon to volatile matter—should also be stated, preferably
as percentages of their sum, thus: 40 per cent. volatile matter,
60 per cent. fixed carbon, which is equivalent to a carbon ratio
of 13.

The proximate analysis is a most valuable means of identify-
ing the general character of the coal. First, the amount of
volatile matter, expressed as a percentage of the combustible,
distinguishes between the anthracite, the semi-bituminous, and
the bituminous coals. Second, among the bituminous coals the
moisture is an important guide to the character of the coal,
Third, the ash is also a criterion of the coal’s value. Fourth, the
sulphur taken in connection with the ash is alsoan indication of
the value of the fuel, as high sulphur generally is found in a

6
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coal which clinkers badly, and with which it is difficult to
obtain the rated capacity of a boiler.
W. K.

ArpPeENpIx XIIL

COAL CALORIMETER.

The coal calorimeter which the writer employs is that
described in a paper on “ A Coal Calorimeter,” read at the Chi-
cago meeting in 1893, and published in the T'ransactions, vol.
xiv., page 816. The details of the instrument are shown in the
accompanying cut (Fig. 1). It consists of a glass beaker 5 inches

BARRUS: COAL CALORIMETER
Boller Test Com.

Fia. 1.

in diameter and 11 inches high, which can be obtained of most
dealers in chemical apparatus. The combustion chamber is of
special form, and consists of a glass bell having a notched rib
around the lower edge, and a bead just above the top, with a
tube projecting a considerable distance above the upper end.
These have thus far been made by J. W. Staniford, 36 Hanover
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Street, Boston, and they are inexpensive. The bell is 24 inches
inside diameter, 5§ inches high, and the tube above is § inches
inside diameter, and extends beyond the bell a distance of 9
inches. The base consists of a circular plate of brass, 4 inches
in diameter, with three clips fastened on the upper side for
holding down the combustion chamber. The base is perforated,
and the under side has three pieces of cork attached, which
serve as feet. To the centre of the upper side of the plate is
attached a cup for holding the platinum crucible in which the
coal is burned. To the upper end of the bell, beneath the bead,
a hood is attached, made of wire gauze, which serves to inter-
cept the rising bubbles of gas and retard their escape from the
water. The top of the tube is fitted with a cork, and through
this is inserted a small glass tube which carries the oxygen to
the lower part of the combustion chamber. This tube is movable
up and down, and to some extent sideways, so as to direct the
current of oxygen to any part of the crucible, and adjust it to a
proper distance from the burning coal.

There is no patent on the instrument, and, with the above
description, any one interested can, with a little trouble, secure
an outfit on this plan. In addition to the apparatus here shown
there is required a tank of oxygen, such as the calcium light
companies furnish, scales for weighing water, and delicate bal-
ances for weighing coal, besides a delicate thermometer for tak-
ing the temperature of the water, and another for showing the
temperature of the atmosphere. The former should be gradu-
ated to tenths of a degree Fahr.

In the writer's work with the instrument the quantity of coal
used for a test is one gram, and of water 2,000 grams. In
working out the heat units, allowance is made for the specific
heat of the calorimeter, either by calculation or by experiment.
Radiation is allowed for by commencing the test with a tempera-
ture as many degrees below the atmosphere as the temperature
rises above the atmosphere at the end of the test. When very
smoky coals are used, the sample is mixed with a small pro-
portion of anthracite of known calorific value ; and when anthra-
cite ccal is used, a small percentage of bituminous coal is like-
wise mixed with it.

Samples of two bituminous coals submitted by Mr. Kent of
the Committee, one of which was a highly volatile coal, were
tested in this instrument, and a sample of the same submitted
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to Mr. Henry J. Williams of Boston for analysis. The analyses
gave the following results based on dry coal :

No. 1. No. 8.

Carbon......coviiiiieniiniieniieennes 71.84 per cent 82.27 per eent
Hydrogen .........covvineiiininennnn 4.81 4.70
Nitrogen.........coooveiiiiiiiinee, 1.58 1.56
Oxygen ...ovvnieneieeennaneonennnns 13.98 5.4
V) N 6.74 ¢ 498 “
Volatile sulphur..............ccoo0tee 1.05 1.20

100.00 100.00

The calorific values worked out from these analyses, and those
given by the calorimeter, are presented in the following table,
the formula used for obtaining the total heat of combustion

from the analysis being 145 x C + 625 x< - _)

Number, B T.U. Basedon B.T.U. Based on

Dry Coal. Combustible.
Calorimeter................ 1 12,705 18,646
Analysis........coiiveinnnn 1 12,828 13,208
Calorimeter................ 2 14,631 15,320
Analyses .................. 2 14,452 15,187

It will be seen that in one case the two results agree within
less than one per cent., and in the other case within about three
per cent.

The writer has used this instrument for over seven years, and
has tested over 200 samples of coal with it.” The results always
seem consistent with one another, and they agree substantially
with those obtained from reliable analyses in cases when these
have been made. G. H. B.

ArrPENnDIX XIV.
CoMPARATIVE CALORIMETRIC TESTS OF COALS.

The writer, in his paper on “The Efficiency of a Steam
Boiler,” presented at the St. Louis meeting, May, 1896 ( Zrans-
actions, vol. xvii,, p. 649), expressed the opinion that the
variations in results of calorimetric tests of coal ¢ throw doubt
upon all calorimetric work until a sufficient number of tests
shall have been made by different experimenters and with differ-
ent calorimeters upon similar samples, and until tests so made
show a reasonable degree of uniformity.” The results of tests
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of two coals by three different calorimeters were given in the
paper. Mr. Barrus has since made tests of the same coals, using
his own calorimeter, and they have been analyzed by Mr. Henry
J. Williams, by Mr. C. H. Benedict, and also by some senior
students of an engineering college in connection with their thesis
work. The results of all the calorimeter tests and of the heating
value calculated from the analyses are given below. Coal No. 1
was from Jackson Co., Ohio, and No. 2 from New River, W. Va.

Hcating Value
Hudng Valne Lb.
PeLLy Coml  colbuiibie, | Ghedd
m @ () ®
Carpenter Calorimeter.............. 18,170 14,620 | 16,210 | 1.109
Thompson Calorimeter (Boston)..... 11,918 18,302 | 13,799 | 1.087
Thompson Calorimeter (St. Louis)...| 11,884 ~  ........0........ ......
Barrus Calorimeter................. 12,705 13,646 | 15,820 | 1.123
Analysis, Williams................. 12,828 18,208 | 15,197 | 1.150
Analysis, Students................. 10,786 12,145 | 14,885 | 1.226
Analysis, Benedict.................[J......c0 Lol 15,967 |......

The results of Mr. Barrus’s calorimetric test and of Mr. Wil-
liams’s analyses show a fairly satisfactory agreement, but they
are so much below the results of the Carpenter calorimeter, and
8o much above the results of the Thompson calorimeter, that the
true heating value of these coals is still a matter of doubt. The
results of the analysis of coal No.1 by the students is so far
below the results of the other tests of the same coal that it is of
interest only in showing what great errors in analyses are pos-
sible. The ratio of the heating values of the combustible of coals
No. 1 and 2 show that the relative values as well as the absolute
valnes obtained by different calorimeters are apt to vary widely.

Mr. Benedict’s analysis is given by Professor Carpenter, as
follows, on dry coal: C, 85.07; H,5.01; N, 0.82; O, 3.79; Ash,
471; S, 0.30; calculated heat value, 15,215 British thermal
units. The samples furnished to all the experimenters were
identical. The coal was crushed in a coffee mill, thoroughly
mixed, and several small bottles were filled with samples of
the crushed coal at the same time.

More recently the writer has obtained comparative figures by
three different calorimeters and by analysis of two samples of
Mt. Olive (I1l.) coal, as follows :
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Heating Value
Combastile, | Grait)

B.T.U.

1) ®
Prof. R. C. Carpenter, Carpenter Calorimeter......... 18,700 | 18,800 | 1.007
Prof N. W. Lord, Mahler Calorimeter................. 13,870 | 18,968 | 1.007
Prof. W. B. Potter, Thompson Calorimeter ........... 18,687 | 13,787 | 1.007
Analysis by Ricketts & Banks......cecoiveerineinnen. 14,020 | 18,855 | 0.996
B Y R 18,819 | 18,878 | 1.004

All of these results show a remarkably close agreement. The
greatest variation, that between the result by the Thompson
calorimeter and by analysis, is only 2.4 per cent. These figures
would indicate that the Thompson calorimeter is fairly reliable,
but a very different conclusion must be drawn from the results
of the tests by two Thompson calorimeters of the Jackson and
the New River coals, which are far below the results obtained
by the Carpenter and the Barrus calorimeters.

The conclusion to be drawn from the two series of tests tabu-
lated above is that closely concordant results may be obtained
from different calorimeters when properly handled by expert
chemists, and that these results will agree with the results
calculated from accurate analyses; but that occasionally very
erroneous results may be obtained. and that a single calorimetric
test unchecked by comparison with a test by another calorimeter
is to be regarded with suspicion, especially when the test is
made with a Thompson calorimeter, when the reported heating
value per pound of combustible is low compared with results of
other tests of coal from the same region, and when the boiler
efficiency calculated from such calorimetric test is high.

w. K.

Arpexnix XV.

DETERMINATION OF THE MOISTURE IN THE STEAM.

The throttling steam calorimeter, first described by Professor
Peabody in the Transactions, vol. x., page 327, and its modifi-
cations by Mr. Barrus, vol. xi,, page 790; vol. xvii, page 617;
anl by Professor Carpenter, vol. xii., page 840; also the sepa-
rating calorimeter designed by Professor Carpenter, vol. xvii.,
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page 608, which instruments are used to determine the moisture
existing in a small sample of steam taken from the steam pipe,
give results,when properly handled, which may be accepted as ac-
curate within 0.5 per cent. (this percentage being computed on the
total quantity of the steam) for the sample taken. The possible
error of 0.5 per cent. is the aggregate of the probable error of
careful observation, and of the errors due to inaccuracy of the
pressure gauges and thermometers, to radiation, and, in the case
of the throttling calorimeter, to the possible inaccuracy of the
figure 0.48 for the specific heat of superheated steam, which is
used in computing the results. It is, however, by no means
certain that the sample represents the average quality of the
steam in the pipe from which the sample is taken. The practi-
cal impossibility of obtaining an accurate sample, especially
when the percentage of moisture exceeds two or three per cent.,
is shown in the two papers by Professor Jacobus in Zransac-
tions, vol. xvi., pages 448, 1017.

In trials of the ordinary forms of horizontal shell and of
water-tube boilers, in which there is a large disengaging surface,
when the water level is carried at least 10 inches below the
level of the steam outlet, and when the water is not of a char-
acter to cause foaming, and when in the case of water-tube
boilers the steam outlet is placed in the rear of the middle of
the length of the water drum, the maximum quantity of moisture
in the steam rarely, if ever, exceeds two per cent.; and in such
cases a sample taken with the precautions specified in Article
XIV. of the Code may be considered to be an accurate average
sample of the steam furnished by the boiler, and its percentage
of moisture as determined by the throttling or separating calo-
rimeter may be considered as accurate within one-half of one
per cent. For scientific research and in all cases in which there
is reason to suspect that the moisture may exceed two per cent.,
a steam separator should be placed in the steam pipe, as near to
the steam outlet of the boiler as convenient, well covered with
felting, all the steam made by the boiler passing through it,
and all the moisture caught by it carefully weighed after being
cooled. A convenient method of obtaining the weight of the
drip from the separator is to discharge it through a trap into a
barrel of cold water standing on a platform scale. A throttling
or a separating calorimeter should be placed in the steam pipe,
just beyond the steam separator, for the purpose of determining,
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by the sampling method, the small percentage of moisture which
may still be in the steam after passing through the separator.

The formula for calculating the percentage of moisture when
the throttling calorimeter is used is the following :

w=100 x & :i:]"_(b),

-

in which w = percentage of moisture in the steam, = total
heat, and L = latent heat per pound of steam at the pressure in
the steam pipe, & = total heat per pound of steam at the pres-
sure in the discharge side of the calorimeter, k = specific heat of
superheated steam, 7 = temperature of the throttled and super-
heated steam in the calorimeter, and ¢ = temperature due to the
pressure in the discharge side of the calorimeter, = 212° Fahr.
at atmospheric pressure. Taking ¥ = 0.48 and ¢ = 212, the for-
mula reduces to

o 7 - 11466 — 048 (T — 219)

w =100 7

ArpExDIX XVI.

CORRECTION FOR RADIATION FROM THROTTLING CALORIMRETERS,

The formul® usually given for determining moisture in a
throttling calorimeter, including that given above by Mr. Kent,
make no allowance for radiation from the exterior surfaces of
the instrument. It istrue that this allowance is small and does
not affect the results but a small fraction of 1 per cent.; but it
nevertheless exists, and should properly be taken into account.
In my own work I have found that the radiation reduces the
temperature of the wire-drawn steam some 6 degrees, and this
represents about .3 of 1 per cent. of moisture. My practice is to
allow for the radiation by determining the normal for the instru-
ment, as deseribed in Appendix XVII. '

It should be noted here that this normal can be readily deter-
mined when the calorimeter is attached to a horizontal section
of the steam pipe, and the condensing surface immediately above
the sampling pipe is thus reduced to a minimum.

G. H. B.
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AprrENDIX XVIIL.
COMBINED CALORIMETER AND SEPARATOR.

The form of steam calorimeter which the writer uses is
termed the “1895 pattern” universal steam calorimeter, and
is a modification of the one described in the T'ransactions, vol.
xi., page 790. It is illustrated in the accompanying cut (Fig. 2),
which is reprinted from page 618, vol. xvii,, in the Transactions.
It consists of a throttling calorimeter and separator combined,
the latter being attached to the outlet where the steam of atmos-

Fie. 2.

pheric pressure is escaping. If the moisture is too great to be
determined by the readings of the two thermometers, the
separator catches the balance, and the total quantity of moist-
ure is made up in part of that shown by the thermometers, and
in part of that collected from the separator. The percentage of
moisture shown by the thermometers is obtained by referring
the indication of the lower thermometer to the normal reading
of that thermometer with dry steam, and dividing the fall of
temperature by the constant of the instrument for one per
cent. of moisture. The normal reading is determined by observ-
ing the indications when steam in the main pipe is in a quies-
cent state, and the constant is a quantity varying uniformly from
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21 degrees at 80 pounds pressure to 20 degrees at 200 pounds
pressure. The percentage of moisture, if any, discharged from
the separator, is found by dividing its quantity corrected for
radiation by the total quantlty of steam and water passing
through the instrument in the same time, as ascertained by
experiment, and multiplying the result by 100.

G. H. B.

AppPENDIX XVIII.

CORRECTIONS FOR QUALITY OF STEAM.

Given the percentage of moisture or number of degrees of
superheating, it is desirable to develop formul® showing what
we have termed “ the factor of correction for quality of steam,”
or the factor by which the “apparent evaporation,” determined
by a boiler test, is to be multiplied tv obtain the “evaporation
corrected for quality of steam.” It has been customary to call
the proportional weight of steam in a mixture of steam and
water “the quality of the steam,” and it is not desirable to
change this designation. The same term applies when the
steam is superheated by employing the “equivalent evapora-
tion,” or that obtained Ly adding to the actual evaporation the
proportional weight of water which the thermal value of the
superheating would evaporate into dry steam from and at
the temperature due to the pressure. “The factor of correction
for quality of steam ” in a boiler test differs from the “ quality ”
itself, from the fact that the temperature of the feed water
is lower than that of the steam.

Let

@ = quality of moist steam as described above.

@, = the quality of superheated steam as described above.

P = the proportion of moisture in the steam.

k = the number of degrees of superheating.

F = the factor of correction for the quality of the steam
when the steam is moist.

F, = the factor of correction for the quality of the steam
when the steam is superheated.

H = the total heat of the steam due to the steam pressure.

L = the latent heat of the steam due to the steam pressure.

T = the temperature of the steam due to the steam pressure.
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T, = the total heat in the water at the temperature due to
the steam pressure.* ' ‘

J = the temperature of the feed water.

J; = the total heat in the feed water due to the temperature.*

Therefore, for moist steam :

@»w.......=1-r
@ .......PrP=1-¢9
@®....... @+P=1
See also Equation (6).

With both the condensing and throttling calorimeters the
water and steam are withdrawn from the boiler at the tempera.
ture of the steam, and with a separator the water can only be
accurately measured when under pressure, so that the difference
between the steam and the moisture in the steam, as they leave
the boiler, is simply that the former has received the latent
heat due to the pressure, and the latter has not. There is, how-
ever, imparted to the water in the boiler, not only the latent heat
in the portion evaporated, but the sensible heat due to raising
the temperature of all the water from that of the feed water to
that of the steam due to the pressure.

In Equation (3) the proportional part @ receives from the
boiler hoth the sensible and the latent heat, or the total heat
above the temperature of the feed = Q (4 — J/,) thermal units,
and the part # the difference in sensible heat between the tem-
peratures of the steam and of the feed water = /> (T} — J)
thermal units. If all the water were evaporated, each pound
would receive the total heat in the steam above the temperature
of the feed, or H—.J,. “The factor-of correction for the quality
of the steam,” when there is no superheating, is therefore

_QUH-IN+ P (T —J)_ T - J,
@ F="-——p - =@+ D (‘fi—‘.l.)

The superheating of the steam requires 0.48 of a thermal
unit for each degree the temperature of the steam is raised, so

# Most tables of the properties of steam and of water are based on the total
heat of steam and water above 32 degrees Fahr. For such tables the total heat
in the water at a given temperature is equal approximately to the corresponding
temperature minus 32 degrees. Exact values should, however, be taken from
the tables.
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- for k degrees of superheating there will be 0.48% thermal units
‘per pound weight of steam, and the “factor of correction for
the quality of the steam,” with superheating is:

_H—J,+ 048k _ 0.48k
(5) e . E——H—_—Jl— _1+H—'——J:

See also Equation (7).

With the throttling calorimeter the percentage of moisture, P,
or number of degrees of superheating, is determined as ex-
plained in Appendices XV. and XVL

Since the invention of the throttling calorimeter (Appendix
XVL), the use of the original condensing, or so-called barrel,
calorimeter is no longer warranted. Accurate results should,
however, be obtained by condensing all the steam generated in
the boiler, and this plan has been followed in certain cases.
It has, therefore, been thought desirable to add other formuls
applicable to condensing calorimeters. The following addi-
tional notation is required :

W = the original weight of the water in calorimeter, or weight
of circulating water for a surface condenser.

w = the weight of water added to the calorimeter by blowing
steam into the water, or of “water of condensation” with a
surface condenser.

t = total heat of water corresponding to initial temperature
of water in calorimeter. :

t, = total heat of water corresponding to final temperature in
calorimeter. :

Evidently, then: :

W (¢, — t) = the total thermal units withdrawn from the boiler
and imparted to the water in calorimeter.

%(tl — t) = the thermal units per pound of water withdrawn

from the boiler and imparted to the water in calorimeter, from
which should be deducted 7', — {, to obtain the number of ther-
mal units per pound of water withdrawn from the boiler at the
pressure due to the temperature, 7.

Since only the latent heat, Z, is imparted to the portion of the
water evaporated, the quality @, or proportional quantity evapo-
rated, may be obtained by dividing the total thermal units per
pound of water abstracted at the pressure due to the tempera-
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ture, 7, by the latent heat, L. Hence, as given in Appendix
XVIIL, 1885 Code, with some differences in notation :

© - . Qud =3[y (1-0)]

The value @ applies when the second term is less than unity.
P may be derived therefrom by substitution in Equation (2)
and F from Equation (4).

¢, applies when the second term of the above equation is
greater than unity, which shows that the steam is superheated,
and, as in this case, the heating value of the superheat has
already been measured by heating the water of the calorimeter ;
the proportional thermal value of the same, in terms of the latent
heat, L, is represented directly by @, — 1, and we have as the
factor of correction for the quality of the steam, with super-

heating :

Mm.. k= 7 J‘EL&Q‘ =1+ L(Q::’ll)
See also Equation (5).

When the quality is greater than 1, or equals @,, the number
of degrees of superheating is :

® . .. k~"’—(QLZB_20833L(Qx—1)

ArpENDIX XIX.
THE QUALITY OF SUPERHEATED STEAM.

The quality of the superheated steam is determined from
the number of degrees of superheating by using the following
formula:

L +048(T—1t
@=Lt (T-y

in which Z is the latent heat in British thermal units in one
pound of steam of the observed pressure, 7' the observed tem-
perature, and ¢ the normal temperature due to the pressure.
This normal temperature should be determined by obtaining a
reading of the thermometer when the fires are in a dead condi-
tion and the superheat has disappeared, this temperature being
observed when the pressure as shown by the gauge is the aver-

-
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age of the readings taken during the trial. Observations being
made by the same instrument, errors of gauge or thermometer
are practically eliminated. G. H. B.

APPENDIX XX.

EFFICIENCY OF THE BOILER.

The efficiency of the boiler, including the grate, or the effi-
ciency based on coal, is the quotient arising from dividing the
heat absorbed by the boiler by the heating value of the total
amount of coal supplied to the boiler, including the coal which
falls through the grate. It may be conveniently calculated by
multiplying the number of pounds of water evaporated from and
at 212 degrees Fabr. into dry steam per pound of dry coal by
965.7, and dividing the product by the heating value in British
thermal units of one pound of dry coal.

The efficiency of the boiler, not including the grate, or the
efficiency based on combustible, is the quotient arising from
dividing the heat absorbed by the boiler by the heating value
of the combustible burned. It may be calculated by multiply-
ing the number of pounds of water evaporated from and at 212
degrees Fahr. into dry steam per pound of combustible by
965.7, and dividing the product by the heating value in British
thermal units of one pound of combustible; the term “com-
bustible ” being defined as coal dry and free from ash, or the coal
supplied to the boiler less its moisture and the ash and un-
burned coal which falls through the grate or is otherwise with-
drawn from the furnace.

The efficiency of the boiler, not including the grate (or the
efficiency based upon combustible) is a more accurate measure
of comparison of different boilers than the efficiency including
the grate (or the efficiency based upon coal), for the latter is sub-
ject to a number of variable conditions, such as size and charac-
ter of the coal, air-spaces between the grate bars, skill of the
fireman in saving coal from falling through the grate, ete. It is,
moreover, subject to errors of sampling the coal for drying and
for analysis, which affect the result to a greater degree than
they do the efficiency based upon combustible, for the reason
that the heating value of per pound of combustible of any
sample selected from a given lot, such as a car-load, of coal
is practically a constant quantity and is independent of the
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percentage of moisture and ash in the sample; while the
sample itself, upon the heating value of which the efficiency
based on coal is calculated, may differ in its percentage of
moisture and ash from the average coal used in the boiler test.

When the object of a boiler test is to determine its efficiency
as an absorber of heat, or to compare it with other boilers, the
efficiency based on combustible is the one which should be used ;
but when the object of the test is to determine the efficiency of
the combination of the boiler, the furnace, and the grate, the effi-
ciency based on coal must necessarily be used.

It has been proposed that in reporting the efficiency of a
boiler when the fuel used contains hydrogen, the efficiency
should be considered to be the sum of the percentage of the
heating value of the fuel which is utilized by the boiler in mak-
ing steam and of the percentage of that heating value which is
lost in the shape of latent heat in the moisture in the chimney
gases, which moisture is formed by the burning of the hydrogen.
This latent heat may amount to over three per cent. of the total
heating value of the fuel. The reason assigned for this pro-
posal is that, since it is impossible for this heat to be utilized by
the boiler because the gases are discharged at a temperature
above 212 degrees Fahr., it should not be charged against the
boiler. The writer does not consider it advisable that this
method of reporting the efficiency should be adopted (1) be-
cause it is opposed to the generally accepted definition of effi-
ciency, which is the useful work received from an apparatus
divided by the work (or heat value of the fuel) put into it; (2)
because in order to calculate it, it is necessary to know both the
percentage of hydrogen in the coal and whether or not all of
this hydrogen has been burned to H,O, the first requiring an
analysis of the coal, which is not always obtainable, and the
second an analysis of the gases for hydrogen, which cannot be
obtained with any approximation to accuracy with our present
methods of sampling and analyzing gases; and (3) because it
is opposed to the almost universal custom in reporting boiler
tests. It is true that the latent heat of the H,O in the chimney
gases cannot be utilized (unless an economizer which discharges
its gases below 212 degrees is used), and it is not the fault of
the boiler that it cannot be utilized. It may be considered the
misfortune of the boiler, when tested with hydrogenous coal,
gimilar to the misfortune under which an engine labors when it
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is tested while supplied with a condenser which gives a vacuam
of lesa than 30 inches of mercury. The engine might give a
higher efficiency with a vacuum of 30 inches than it would with
~ one of 27 or 28 inches; but it is not customary to credit the
engine with the efficiency which it loses on account of the im-
perfect vacuum.

Since it is well understood that a boiler cannot show quite as
high an efficiency (as commonly defined) when using bituminous
coal high in hydrogen as when using anthracite nearly free from
hydrogen, no harm is done, and much confusion is avoided, by
reporting the efficiency as the percentage of the heating value of
the coal which is actually utilized in making steam. The fact
that bituminous coal is used is always stated in the report of a
test made with that coal. If desired, a statement may also be
made in the ‘“heat balance ” of the approximate or estimated
percentage of heat which is lost in the latent heat of the mois-
ture in the chimney gases, together with the loss due to mois-
ture in the coal.

W. K.

APPENDIX XXI.

DISTRIBUTION OF THE HEATING VALUE OF THE FUEL.

In the operation of a steam boiler the following distribution
of the total heating value of the fuel takes place: )

1. Loss of coal or coke through the grate.

2. Unburned coal or coke carried in the shape of dust or
sparks beyond the bridge wall. .

3. Heating to 212 degrees the moisture in the coal, evaporat-
ing it at that temperature, and evaporating the steam made from
it to the temperature of the flue gases = weight of the moist-
ure in pounds x [(212 degrees — t) + 966 + 0.48 (7' — 212)], in
which 7' is the temperature (Fahr.) of the flue gases and ¢ the
temperature of the external air.

4. Loss of heat due to steam which is formed by burning the
hydrogen contained in the coal, and which passes into the
chimney as superheated steam = 9 times the weight of the
hydrogen x [(212 — ¢) + 966 + 0.48 (7" — 212)].

5. Superheating the moisture in the air supplied to the fur-
nace to the temperature of the flue gases = weight of the
moisture x 0.48 (7' — ¢).
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6. Heating of the gaseous products of combustion (not includ-
ing steam) to the temperature of the flue = their weight x 0.24
(T —¢).

7. Loss due to imperfect burning of the carbon of the coal and
to non-burning of the volatile gases. :

8. Radiation from the boiler and furnace.

9. Heat absorbed by the boiler, or useful work.

Item 1 depends upon the size of the spaces between the grate
bars ; upon the kind of grate, as a plain, shaking, or travelling
grate ; upon the size of the coal; upon the character of the
coal, as it requires to be more or less distributed on the grate in
order to get a sufficient supply of air through it; upon the rate
of driving of the furnace, rapid driving with some coals requir-
ing more frequent shaking or cleaning of the grate than slow
driving ; and upon the skill of the fireman.

Item 2 depends upon the nature and fineness of the coal and
upon the force of the draft. It is usually so small as to be inap-
preciable in its effect upon the results of the trial of a stationary
boiler driven with natural draft, but in locomotives, with rapid
rates of combustion, it often becomes quite important.

Item 3 depends upon the amount of moisture in the coal.

Item 4 depends upon the amount of hydrogen in the coal.

Item 5 depends upon the amount of moisture in the air. The
moisture in the air may be obtained from its temperature and
relative humidity, as determined by a wet-and-dry-bulb ther-
mometer, by reference to hygrometric tables. The loss of heat
due to the moisture in the air will rarely exceed 0.25 per cent. of
the heating value of the fuel, and it may usually, therefore, be
neglected.

Item 6 depends chiefly upon the type and proportions of the
boiler, and upon the rate at which it is driven. This item is
usually the largest of all the heat losses.

Items 3, 4, 5, and 6 depend also on the temperature of the flue
gases. :

Item 7 depends upon the character of the coal and of the fur-
nace, and upon the skill of the fireman. This loss may be very
large, 20 per cent. or more of the heating value of the coal, when
highly bituminous coals are used in a furnace not adapted to them.

Item 8 depends chiefly upon the type, size, and setting of the
boiler, and, when expressed as a percentage of the total heat of
the fuel, upon the rate at which it is driven,

6
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Item 9 is the heat absorbed by the boiler, or the useful work.
It is also the difference between the total heating value of the
coal and the sum of the losses of items 1 to 8 inclusive.

W. K.

ArpEnDIX XXII.
OBSERVATION BLANKS.

The observations taken during the test should be recorded
on a series of blanks prepared in advance, so as to be adapted
for the purpose of the trial. The number of sheets and the
number of items on each may be varied to suit the number
of observers and the work designated for each. It will be
found convenient and desirable to have the blanks for the coal
and water observations independent of those for general obser-
vations, and in general independent of each other. In all cases
the first column of the coal record and of the water record
should be devoted to the time; stating, for instance, when a
particular barrow of coal is dumped or a particular tank of
water let down. Error is best avoided by having separate col-
umns for gross weights, tare and net weights, even though the
tare be constant. The feed-water record should contain a col-
umn for temperature in case the same is taken in the tank, and
also a column for height of water in glass gauge on boiler, which
is to be noted when tank is emptied if the feed pump or injector
is directly connected thereto.

C. E. E

ApPENDIX XXIII.
HORSE-POWER.

The writer’s preference for rating boilers in horse-power is:

Capacity to evaporate into dry steam, i.c., not containing over
three per cent. of entrained water, and the water actually entrained
allowed for and deducted :

1. 34} pounds of water from and at 212 degrees, equal to

2. 30 pounds of water of ¢ = 100 degrees under p = 70 pounds
per square inch above one atmosphere; with easy firing, mod-
erate draft, and ordinary fuel, implying good economy, and
capability of fifty per cent. increase to meet emergencies.

As to the last condition, ¢ capability of fifty per cent. increase
to meet emergencies ’—
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It must be obvious that a boiler which, under most favorable
conditions of fuel, draft, firing, and everything else, is just ca-
pable of evaporating into dry steam 3,450 pounds of water from
212 degrees into the atmosphere, with open safety valve—or,
what comes to the same thing, 3,000 pounds from ¢ = 100 degrees
to p =70 + atmosphere—could not be called a 100 horse-power
boiler with any propriety. (Good ordinary practical conditions
should do that, with satisfactory economy; and then fifty per
cent. more should be obtainable to meet a sudden call or to
supply a brief deficiency. J. C. H.

APrEnDIX XXIV.
STEAM UNITS.

All measurements of the quantity of heat are based on the
thermal unit, which, for British measures, equals the quantity of
heat required to raise the temperature of one pound of pure
water at or near its freezing-point one degree Fahr.*

The unit commonly used to express the evaporative power of
the fuel is the quantity of heat required to evaporate one pound
of water at a temperature of 212 degrees under the ordinary
pressure of the atmosphere corresponding to that temperature.
This was called by Rankine a “ peculiar thermal unit,” and its
value given at 966.1 British thermal units, but has since been
called the “wunit of eveporation,” which term is adopted in the
foregoing general report of the committee. Its value, however,
in the prominent American tables is given at 965.7 thermal units.

The mechanical equivalent of a thermal unit equals very nearly
778 foot-pounds of work, but the power that can be utilized prac-
tically per unit of heat depends on so many conditions that a uni-
versal standard of work or power (the rate of work) based on heat
units is impossible. Compound engines operated with high
steam slightly superheated require a little over 14 pounds of feed-
water evaporated per hour, while there are still in use poor en-
gines, ill-proportioned steam pumps, and the like that require
over 60 pounds, or say one cubic foot, of water per hour, which
was considered as about equivalent to a horse-power of steam in
the days of Watt. It has of late years, however, been well ac-

# Compare ** Rankine on Steam FEngine,” Art. 208 ; ‘‘ Porter on the Richards
Indicator,” page 43.
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cepted that 30 pounds of feed-water per hour is a fair standard
of horse-power for average good high-pressure engines, such as
are used for manufacturing purposes. Bearing in mind that this
quantity of steam must be furnished by the boiler under actual
conditions, the writer, in preparing the report of the Committee
of the Judges of Group XX. appointed to test the boilers at the
Centennial Exhibition, suggested to his associates, Messrs.
Charles T. Porter and Joseph Belknap, that the value of the
“commercial horse-power of a boiler be fixed at 30 pounds of
water evaporated at 70 pounds gauge-pressure from a tempera-
ture of 100 degrees.” * This standard, having been adopted in the
foregoing report of the Committee of the American Society of
Mechanical Engineers, may be considered as established both
by precedent and authority. It is fixed as equal to 34} units of
evaporation per hour, and is, for all practical purposes, equal to
33,333 thermal units per hour, making it convenient to obtain
the horse-power by multiplying the total number of thermal
units derived from the fuel per hour by 0.00003. It is of interest
also to note that a cubic foot of steam at 70 pounds gauge-pres-
sure weighs } of a pound avoirdupois, so that a commercial
horse-power on the above basis is also represented by 150 cubic
feet of steam per hour at 70 pounds pressure.t

In preparing the general report of the judges of Group XX,
Centennial Exposition, it was observed that if a boiler supplying
any kind of pumping machinery be proportioned to utilize 10,000
heat units per pound of coal consumed (corresponding to an
evaporation of about 9 pounds of water at 70 pounds gauge-
pressure from a temperature of 100 degrees), the number of foot-
pounds of work obtained in the engine for each thermal unit
would also represent the duty in millions of foot-pounds per 100
pounds of coal.$ From this it will be seen that the commercial

* See report of committec at page 131 of the “ Report of the Judges of Group
XX.” International Exh., 1876. J. B. Lippincott & Co., Philadelphia,

t In administering the steam supply of the New York Steam Company, the
writer provided for selling steam at a fixed rate per thousand * kals,” explaining
that a *“kal” meant a pound of water evaporated into steam. This term has
been in use in that business since February,1883, and has proved so convenient
that the writer has suggested that it can possibly be utilized to express the unit
of the commercial horse-power above referred to. On this basis a boiler horse-
power would equal simply 80 ““kals” per hour. See ¢ Estimates for Steam
Users,” Vol. V., Transactions Am. Soc. Mech. Enginecrs, page 284.

t See ‘‘ Report of Judges of Group XX.,” Cent. Exh., pp. 21 and 115.
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horse-power above referred to corresponds to a duty of 59.4
millions of pounds lifted one foot high with 100 pounds of coal,
which is about the average duty of the simpler class of pumping
engines, but not of first-class engines. Evidently, for the better
class of steam machinery of all kinds, the steam-producing
capacity of the boiler must be made to conform to the actual
amount of steam to be used by the engines. Any standard of
the horse-power of a boiler necessarily relates simply to its
steam-producing capacity, referred to the arbitrary standard of
a horse-power above mentioned. C.E. E.

AprPENDIX XXYV.

DISCREPANCY BETWEEN COMMERCIAL AND EXPERIMENTAL RESULTS.

The final result sought by manufacturers, in initiating tests
of steam or other machinery in actual use, is the value of the
work done measured in dollars and cents. In some cases the
broad question is raised as to the saving that may be accom-
plished by installing improved boilers, engines, or other
machinery; but more generally it is desired to ascertain what
can be done to produce saving with the apparatus already in
place under the actual conditions that prevail at the particular
lacation. In both these cases it is necessary to ascertain the
average cost of the work done commercially previous to the
test. Frequently, in fact generally, this important fact will not
be ascertained by an elaborate trial, for the reason that every-
thing will be put in order for the test, and all details of the trial
be conducted so carefully that the losses due to average care-
lessness or want of skill in the past will be eliminated, the
engineer making the test will not receive proper credit, and the
owners on seeing the report may conclude that they are already
doing very well, and perhaps continue old methods with fancied
security. If the cost of the output of the factory for a given
time were ascertained in terms of the coal burned during the
same time, and compared with the corresponding cost for the
time of the trial, the latter would frequently be found to be one-
eighth to one-third less than the former, and it might not be
possible to tell what had caused the difference; for instance,
whether it was due to putting in order the machinery prior to
the tests, to greater care exercised by the fireman under the
spur of careful watching, or whether, as is usually claimed, the
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coal was different, etc., etc. The losses are generally due in the
main to the carelessness of the firemen. It follows, therefore,
that the cost of the power under average conditions must be
obtained in some quiet way preliminarily. Frequently the
comparison of the output of the factory with the coal burned
will not be sufficiently accurate, and it will be necessary to
devise some corresponding check which will not interfere with
the regular routine of the establishment. The work of the
boilers may be checked by arranging a meter so as to continu-
ously measure the feed water; and its record, compared with
the total weight of coal purchased, will frequently give the
check desired. Such a check becomes more difficult when it is
desirable to ascertain the performances of particular boilers,
and the coal supply is common to all boilers ; but by assigning
particular weighed carloads of coal to the particular boilers,
without any intimation to the firemen that they are being
watched, it may be possible to ascertain the average perform-
ance of the boilers used for the particular purpose. Pre-
liminary experiments of this kind conducted without notice to
employees, and continued through a long period, will furnish a
basis for comparison with elaborate tests, and it will then be
possible to point out clearly where the several losses have taken
place, and the testing engineer will get the credit for the saving

shown.
C. E. E.
ArrExprx XXVI

RECORDING STEAM GAUGE.

A good recording steam gauge, Edson’s or other, carefully ad-
justed, should be used and accurately compared with the steam
gauge at stated intervals. Such an automatic record, nicely in-
tegrated, is a good check on the record of the steam gauges.

J.C. H

AprPENDIX XXVII.

PYROMETER.

So far as known to me the only way to measure temperatures
between 600 or 700 degrees Fahr., or above the range of the air
thermometer, and 2,500 or 2,700 degrees Fahr., or up to the melt-
ing point of commercial platinum, is by the platinum water-
pyrometer.
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One form of this pyrometer is described in the journal of the
Franklin Institute, Vol. 84, pp. 169 and 252, September and
October, 1882. ' J. C. H.

PYROMETER.

The temperature of the escaping gases should be ascertained,
not by pyrometers, but by means of certified mercury thermom-
eters introduced at a number of different points in the same
plane transverse to the flue. The velocity of the current should
be ascertained at each of these points. The distance of the
transverse plane of observation from the boiler should be noted.

C. T. P.

ArPENDIX XXVIIIL

DRAFT GAUGE.

Some instruments for indicating the force of chimney draft:

a. A bent glass tube filled with water.

b. A bent tube with two fluids.

c. An encased aneroid.

d. A differential pressure gauge.

The encased aneroid, having inches of mercury indicated by
spaces of about 2 inches, divided to 3}y, answers well. The case
is airtight, and by means of a three-way cock the interior of
the case may be put alternately in communication with the
external air and with any flue into which a suitable pipe is
inserted.

The differential pressure gauge was devised and put to use at
the Massachusetts Institute of Technology, and similar instru-
ments should be manufactured for sale. I will not attempt to
describe it further than to say that a column of water in a glass
tube, acting on a small diaphragm, balances the weight of the
movable parts when a large diaphragm is in equilibrium of
pressure. Now if this large diaphragm have chimney pressure
on the inner side and atmospheric pressure on the outside, the
difference of pressure will be shown by a rise of water in the
glass tube to a height proportioned to the ratio of the areas of
the small and large diaphragms.

Draft should be measured in different parts of the flue, in
order to detect infiltration of air through cracks in the brick-
work and through the brickwork itself. J. C. H
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APPENDIX XXIX.
DRAFT GAUGE.

The ordinary form of draft gauge, consisting of the U tube,
containing water, lacks sensitiveness when used for measuring
small quantities of draft. An instrument (Fig. 3) which the writer
has used satisfactorily for a number of years multiplies the
ordinary indications as many times as desired. It consists

Boller Test Com.

Fia. 8.

of a U tube made of 3-inch glass, surmounted by two larger
tubes, or chambers, having a diameter of 2} inches, as shown
in the cut. Two different liquids which will not mix, and
which are of different color, are used, one occupying the portion
A B, and the other the portion B ' /). The movement of
the line of demarcation is proportional to the difference in the
areas of the chambers and of the U tube below. The liquids
generally employed are alcohol colored red and a certain grade
of lubricating oil. A multiplication varying from eight to ten
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times is obtained under these circumstances; in other words,
with 3-inch draft the movement of the line of demarcation is

some two inches.
The instrument is calibrated by referring it to the ordinary

U-tube gauge.
G. H. B,

APPENDIX XXX.
DRAFT GAUGE.

The accompanying sketch (Fig. 4) represents a very sensitive
and accurate draft gauge recently constructed by the writer. A
light cylindrical tin can 4, 5 inches diameter and 6 inches high,

o

-8 —-

AUG
Boer T com,  DRAFT GAuce

Fia. 4.

is inverted and suspended inside of a can B, 6 inches diameter,
6 inches high, by means of a long helical spring. Inside of the
larger can a i-inch tube is placed, with one end just below the
level of the upper edge, while the other end passes through a
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hole cut in the side of the can, close to the bottom, solder being
run around the tube so as to close the hole and make the can
water-tight. The can is filled with water to within about half an
inch of the top, and the inner can is suspended by the spring
so that its lower edge dips into the water, the height of the sup-
port of the spring being adjusted accordingly.

The small tube being open at both ends, the air enclosed in
the can A is at atmospheric pressure, and the spring is extended
by the weight of the can. The end of the tube which projects
from the bottom of the can being now connected by means of a
rubber tube with a tube leading into the flue, or other chamber,
whose draft or suction is to be measured, air is drawn out of
the can 4 until the pressure of the remaining air is the same as
that of the flue. The external atmosphere pressing on the top
of the can A causes it to sink deeper in the water, extending
the spring until its increased tension just balances the difference
of the opposing vertical pressures of tho air inside and outside
of the can. The product of this difference in pressure, expressed
as a decimal fraction of a pound per square inch, multiplied by
the internal area of the can in square inches, equals the tension
of the spring (above that due to the weight of the can) in pounds
or fraction of a pound. The extension of a helical spring being
proportional to the force- applied, the distance travelled down-
ward by the can 4 measures the force of suction; that is, the
draft. The movement of the can may conveniently be measured
by having a celluloid scale graduated to 50ths of an inch fas-
tened to the side of the can A, and a fine pointer fixed to the
upper edge of the can B, almost touching the scale. -

To reduce the readings of the scale to their equivalents in
inches of water column, as read on the ordinary U-tube gauge,
we have the following formulee :

Let

P = force in pounds required to stretch the spring 1 inch.

E = elongation of the spring in inches.

A = area of the inner can in square inches.

d = difference in pressure or force of the draft in pounds per
square inch.

D = difference in pressure in inches of water = 27.71d.

AD

= 0.03614D
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D - 2L.TLEP
4
5 0036140
P

The last equation shows that for a constant force of draft the
elongation of the spring or the movement of the can may be
increased by increasing the area of the can or by decreasing
the strength of the spring. The strength of the spring may be
increased, that is, its sensitiveness may be decreased, by increas-
ing either its length or the diamsater of the helix, or by decreas-
ing the diameter of the wire of which it is made. 'We thus have
at command the means of making the apparatus of any desired
degree of sensitiveness. :

Applying the above formulem, let it be required to determine
the movemsnt of the can corresponding to a draft of 1 inch of
water column, the can 4 having a diameter of 5 inches = 19.63
inches area, and the spring of such a strength that 0.1 pound
elongates it 1 inch. Here > =0.1; 4=19.63; D=1.

E= 0'—0361%““@ — 7.09 inches.

That is, the instrument multiplies the readings of the U tube
7.09 times. The precision of the instrument is, however, far
greater than this figure would indicate ; for in the U tube it is
exceedingly difficult to read with precision the difference in
height of the two menisci, while with this apparatus readings
in the scale may easily be made to §; inch, which, with
the multiplication of 7, is equivalent to 3}; of an inch of
water column. The instrument may also be calibrated by
directly comparing its readings with those of an ordinary U-
tube gauge. W. K.

APPENDIX XXXI.
SAMPLING FLUE GASES.

Very great diversities in the composition of flue gases often
exist in the same flue at the same time. To obtain a fair sample,
it has been found sufficient to have one orifice to draw off gases
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through for each 25 square inches of cross section of flue. The
pipes must be of equal diameter and of equal length. One-
quarter-inch gas pipes, all alike at the ends, and of equal lengths,
answer well. Similar steel tubes will be still better.* These
should be secured in a box or block of galvanized sheet iron,
equal in thickness to one course of brick, in such a manner that
the open ends may be evenly distributed over the area of the flue
A (Fig. 57a), and their other open ends enclosed in the receiver
B. 1If the flue gases be drawn off from the receiver B by four
tubes, C'C, into a mixing box, D; beneath, about 3-inch cube, a

Fia. 5.

good mixture can be obtained. Two such “samplers,” one
above the other a foot apart, in the same flue, will furnish
samples of gases which show by analysis the same compo-
sition.

J.C. H.

* Because smoother and more uniform.
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APPENDIX XXXII.

COMPUTATION OF THE WEIGHT OF THE CHIMNEY GASES FROM THE
ANALYSIS BY VOLUME OF THE DRY GAS.

Two methods of calculating from the analysis by volume of the
dry chimney gases the number of pounds of dry chimney gases
per pound of carbon, or the weight of air supplied per pound of
carbon, have been given by different writers. These may be
expressed in the shape of formule as follows :

11CO, + 80 + 7(CO + N)

(A) Pounds dry gas per pound C = =575 G5
A . _ = 2(CO, + 0) + CO
(B) Pounds air per pound C = 5.8 CO, + CO

Formula A may be derived from the method of computation
given in Mr. R. S. Hale’s paper on “ Flue-Gas Analyses,” Trans-
actions, vol. xviii., p. 902, and formula B from the method given
in Peabody and Miller’s “ Treatise on Steam Boilers.” Both are
based on the principle that the density, relatively to hydrogen,
of an elementary gas (O and N) is proportional to its atomic
weight, and that of a compound gas (CO and CO,) to one-half
its molecular weight. Both formul® are very nearly accurate
when pure carbon is the fuel burned, but formula B is inaccu-
rate when the fuel contains hydrogen, for the reason that that
portion of the oxygen of the air supply which is required to
burn the hydrogen is contained in the chimney gas as H.O, and
does not appear in the analysis of the dry gas.

The following calculations of a supposed case of combustion
of hydrogenous fuel illustrates the accuracy of formula A and
the inaccuracy of formula B. Assume that the coal has the
following analysis : C, 66.50; H, 4.55; O, 8.40; N, 1.00 ; water,
10.00; ash and sulphur, 9.55—total, 100. Assume also that
one-tenth of the C is burned to CO, and nine-tenths to CO,;
that the air supply is 20 per cent. in excess of that required for
this combustion ; that the air contains one per cent. by weight
of moisture ; and that the S in the coal may be considered as
part of the ash. We then have the following synthesis of
results of the combustion of 100 pounds of coal :
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Ofrom N= Total €O, CO HO,
Air Oxj} Air
59.85 1bs. C to CO, x 2§ 159.60 534.31  693.91 219.45 ..... .....
665 “ CtoCO x 1} 8.87 20.70 88.57 ...... 15.58 .....
8.50 ** HtoH,0 x 8 23.00 903.74 121.74 ...... ..... 81.50
196.47 657.75  854.22 ..... ¢ eeeee eaeas
1.05 “HtoH,O} 9.45
840 “HtoH, Of  “rowrr sereereeeses e een .
10.00 ““ Water = ciiieh cieeie eeeeee cieeee eeees 10.00
1.00 “N ... 1.00 ... ciliid eeees il
9.55 ¢ Ashand 8 = ...... cciiih diiiir cieeee ceeee eeees
10000 i chieee eeieen e eeee eeeen
Excess of air 20 per cent. 39.20 131.55 170.84 ...... ..... .....
............ 1,025.06 ceee erees eeees
Moisture in air 1 percent.  ...... ...... ..ol ceiiel eeaes 10.25
Total wt. of gases, 1,125.67 = 39.29 790.30  ...... 219.45 15.52 61.20
Total dry gases, 1,084.56
o N CO, co
Total dry gases, by weight, § 8.69 7424  ...... 20.61 1.546 .....
Total dry gases, by volume, 5 3.508 80.656 ...... 14.252 1.584 .....

Total gases 1,125.76 + ash and S 9.55 = 1,135.81 total products.
Total air 1,025.08 + moisture in air 10.25 + coal 100 = 1,135.31.
Dry gas per pound coal 10.6456 ; per pound carbon = 10.6456 + 663 = 16.008.
Dry air per pound coal 10.2508 ; per pound carbon = 10.2506 + 665 = 15.414.

Computation of the weight of dry gas and of air per pound C—

Formula A :
Dr 4C= 14.252 x lli-v3_5(§_)i§_+_§2_240 x 7
Y gas per pound L= 8(14.252 + 1.584)

= 16.008 pounds.

Formula B:

. e A14.252 + 3.508) + 1,584
Air per pound C = 5.8 TR s st = 13.589 pounds.

The error in the last result is 15.414 — 13.589 = 1.825 pounds.

Professor D. S. Jacobus gives another formula for the air per
pound of carbon, in which the error of formula B is almost
entirely avoided. It is

Formula C:
. _ N e N
Air per pound C = 3(C0, + €Oy ~ 0.77, or 0:33,00, ¥ COy
in which N, CO,, and CO are the percentages by volume of these
gases. Making the computation, from the data of the above

analysis, we have :
Al nd € — 80.656
T per po T 0.33(14.252 + 1.584)

true value being 15.414 pounds. W. K.

15.434 pounds, the
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AprPENDIX XXXIIL
THE ORSAT APPARATUS FOR ANALYZING FLUE GASES.

For the past three years the writer has made extensive use of
the Orsat apparatus in his boiler testing, and has found the work
not only interesting, but exceedingly instructive and valuable.
Its chief value lies in the guide which it affords in determining
what kind of firing is most advantageous where the fuel is bitu-
minous coal. That the instrument is reliable and useful for the
purposes noted is quickly ascertained, and without any very ex-
tended practice. When the thickening up of the fire is invaria-
bly attended with an increase in the percentage of carbonic
oxide, and a reduction in the percentage of oxygen, as the
writer has found, he feels at once assured that the instrument
is not a plaything, or something that is influenced in unex-
plained ways by whim or caprice, but rather that it is an im-
portant adjunct to the engineer’s outfit. In applying the results
of analyses to working out the heat balance of a boiler test, the
writer'’s results on various types of boilers, and with various
fuels, have furnished a very satisfactory account of the distribu-
tion of the heat. The “unaccounted for” quantity has ranged
from 2.1 per cent. up to 7 per cent. in different cases. "He has
never found that quantity a minus one.

As to sampling the gases, the writer has found satisfactory
results from using a single tube unperforated, which extends
into the flue to a central point, care being taken to so locate the
inlet end that it will receive what would be considered a fair
sample. In using the Orsat apparatus, it is important that the
connecting tube between the flue and the instrument should be
tight, and that care be taken to thoroughly exhaust the pipe of
air before the sample is drawn. This, however, applies quite as
much to one apparatus as to another? It is important, too, that
the connections and stopcocks about the instrument itself should
be tight and carefully manipulated. It is of the first importance
that the absorbing liquids be in good condition. Itis well for
the engineer himself to make the cuprous chloride which is re-
quired for absorbing the carbonic oxide, and to frequently renew
it in the apparatus.

The writer has found it desirable to locate the gas apparatus
on the boiler-room floor, near by the furnaces where the fires
are being handled, and carry the gases from the flue to the Orsat
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by means of a lead pipe of small bore. The apparatus can then
be manipulated in plain view of all the operations going on in
the fire-room, and in that way he can time the drawing of sam-
ples to good advantage. By using proper judgment as to when
to draw the sample, satisfactory results can be obtained from
analyses covering momentary drawings. For the purposes of
the boiler test and working of the heat balance, it is preferred,
however, that the drawings should cover the entire period which
elapses between two successive firings.

The successful manipulation of the Orsat apparatus is not a
thing which requires expert chemical knowledge, for it can be
properly handled by anyone, after a little practice, who is famil-
iar with the operation of instruments of measurement.

G. H. B.

AprPENDIX XXXIV.
SMOKE MEASUREMENTS.

In a series of competitive trials between two furnaces which
the writer made in June, 1897, for the Detroit Water Works, a
method of obtaining a continuous record of the quantity of
smoke was introduced, which seems to him of great value in
making specific what has heretofore been based upon the judg-
ment of the person conducting the observations. The method
referred to cousisted simply in suspending, at a suitable point
in the smoke passage between the boiler and the flue, a smooth,
flat, brass plate, having its face at right angles to the direction
of the current. This plate served to collect a certain portion of
the soot which was carried along by the waste gases, and indi-
rectly furnished a means of sampling the gas in respect to its
smokiness. The plate was 24 inches long and § of an inch wide,
and it presented a surface amounting to 21 square inches.
Being inserted through a lole in the top of the flue, and sus-
pended by a wire, the hole being covered, the plate could be
readily withdrawn from its place whenever desired, and the col-
lection of soot removed by the use of a stiff brush. This was
done every two hours during the progress of the trial. The
quantity of soot which collected on this plate varied according
to the type of the furnace and the character of the fuel, as also
according to the conditions of the firing and the working condi-
tions of the boiler. The records of the smoke-measuring device,
and those of the ocular observations of the chimney, were in
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accord with each other. The quantity of soot which was col-
lected, reduced to the hourly rate, varied in these tests from
nine milligrams to 184 milligrams. The method has not as yet
been tried in the case of a flue carrying very dense smoke.

G. H. B.

APPENDIX XXXV,
THE RINGELMANN SMOKE CHART.

Professor Ringelmann, of Paris, has invented a system of
determining the relative density or blackness of smoke, which
has been communicated to the writer by Mr. Bryan Donkin, of
London, and published in Engineering News of November 11,
1897. In making observations of the smoke proceeding from a
chimney, four cards ruled like those in the cut, together with a
card printed in solid black and another left entirely white, are
placed in a horizontal row and hung at a point about 50 feet
from the observer and as nearly as convenient in line with the
chimney. At this distance the lines become invisible, and the
cards appear to be of different shades of gray, ranging from very
light gray to almost black. The observer glances from the
smoke coming from the chimney to the cards, which are num-
bered from 0 to 5, determines which card most nearly corre-
sponds with the color of the smoke, and makes a record accord-
ingly, noting the time. Observations should be made continu-
ously during say one minute, and the estimated average density
during that minute recorded, and so om, records being made
once every minute. The average of all the records made during
a boiler test is taken as the average figure for the smoke density
during the test, and the whole of the record is plotted on cross-
section paper in order to show how the smoke varied in density
from time to time. A rule by which the cards may bLe repro-
duced is given by Professor Ringelmann as follows :

Card 0. All white.
Fig. 6.—Card 1. Black lines 1 mm. thick, 10 mm. apart, leaving
spaces 9 mm. square.
- Fig. 6.—Card 2. Lines 2.3 mm. thick, spaces 7.7 mm. square.
Fig. 6.—Card 3. Lines 3.7 mm. thick, spaces 6.3 mm. square.
"Fig. 6.—Card 4. Lines 5.5 mm. thick, spaces 4.5 mm. square.
Card 5. ;ﬂl black.
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No. 1. No. 2.

Boller com. report No. 8. No. 4.

THE RINGELMANN SCALE FOR GRADING THE DENSITY OF SMOKE.
Fra. 6.
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The cards as printed on page 98 are much smaller than
those used by Professor Ringelmann, but the thickness and
the spacing of the lines are the same.

' W. K.

APPENDIX XXXVI.
STARTING AND STOPPING A TEST.

Of the two methods of starting and stopping a test, the so-
called “standard” method and the “ alternate” method, the
writer prefers the latter, believing that the errors in the estima-
tion of the quantity and condition of the small amount of coal
left on the grate after cleaning are less than the errors of the
“standard ” method, which are due : first, to cooling of the boiler
at the beginning and end of the test; second, to the imperfect
combustion of the fuel at the beginning ; and third, to excessive
air supply through the thin fire while burning down before the
end of the test.

A special caution is needed against a modification of the
“alternate ” method, which has been adopted by some testing
engineers within the past few years. It consists in taking the
starting and the stopping times each at a time subsequent to the
cleaning, say after 400 pounds of coal has been fired since the
cleaning. There are two sources of serious error in this method,
one causing an incorrect measurement of the coal, the other an
incorrect measurement of the water. Suppose 200 pounds of
hot coke are left on the grate at the end of cleaning and 400
pounds of fresh coal are added by the end of, say, half an hour
after cleaning. If the coal left at the end of the cleaning, and
the boiler walls also, are very hot, and the coal is highly vola-
tile and dry, and the pieces of such size as not to choke the air
supply, the fire may burn so briskly that at the end of the half-
hour the fuel value of the partly burned coal left out of the total
600 pounds is equivalent only to 200 pounds of coal. If, on the
contrary, the hot coke on the grates at the end of the cleaning,
and the boiler walls, are considerably cooled, if the fresh coal
fired is moist and of small size, such as the slack of run-of-mine
bituminous coal, which is often found in one portion of a pile in
greater quantity than in another, the fire during the half-hour may
burn so sluggishly that the coal and coke on the grate at the
end of the half-hour may have a fuel value equal to 400 pounds
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of coal. If, in this case, it is assumed that the quantity and
condition of the coal at the end of the half-hour after cleaning
are the same at the starting and stopping time, and if the fire
burned briskly during the half-hour before starting and slowly
during the half-hour before stopping, the boiler will be charged
with more coal than was actually burned. If, on the contrary,
the coal burns away more slowly during the half-hour after the
cleaning before the starting time and more rapidly during the
half-hour before the end of the test, the boiler is not charged
with as much coal as was actually burned.

The error in water measurement is due to the fact that the
condition of the fire, and especially the quantity of flaming gases
arising from it, influences the height of the water level. A bright
hot fire, or a fire with an abundance of burning gas proceeding
from it, causes the water level to rise; while anything that cools
the furnace, such as freshly fired coal, an open fire door, or a
check to the draft, causes the water level to fall. A rise ora
fall of several inches in a few seconds frequently occurs when
bituminous coal is used. If the water level is noted at the
starting of the test, when it is raised by a bright fire, and at the
end of a test, when it is depressed by the stoppage of violent
ebullition or of rapid circulation, due to the cooling of the fire,
the boiler will be credited with more water than was really
evaporated, and vice versa.

The only correct times to be noted as the starting and the
stopping times are when the smallest amount of fuel is on the
grate and when it is in the most burned-out condition; that is,
just before firing fresh coal after cleaning, and when the water
level is in its most quiet condition and the least raised by ebul-
lition ; that is, after the furnace door has been kept open for
some time for cleaning and the furnace therefore is in its coolest
state. This condition of fire and of water level can be dupli-
cated immediately after cleaning the fire; but there is no cer-
tainty of duplication of any condition when there is a bright
fire and consequent rapid steaming.

These statements are not based upon theoretical considera-
tions, but are the results of many experiments made by the
writer to determine the best starting and stopping times. Ina
long series of tests with bituminous coals no less than six dif-
ferent times were recorded as starting times and as many as
stopping times, and the coal apparently used and the water
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apparently evaporated recorded and calculated for each. These
times were : 4, before opening the first or right-hand door to
clean the fire; B, after cleaning the first half of the furnace and
just before firing fresh coal ; C, after cleaning the second half of
the furnace ; D, after 200 pounds of fresh coal had been fired ; E,
after 400 pounds; F, after 600 pounds. By plotting the apparent
water evaporation between A and F, both for starting and
for stopping times, it was seen that there was nearly always an
apparent negative evaporation between B and /), and sometimes
between B and C and between B and E, due to the correction
for height of observed water level, the level rising rapidly, being
much greater than the water fed by the pump. There was
often no similarity of appearance of the plotted diagrams be-
tween A and 7 at the beginning and at the end of the same
test. The possible error of water measurement due to taking
4, D, E,or F as the starting time was sometimes as much as
2,000 pounds of water, or about 3 per cent. of the whole amount
evaporated in a ten-hour test. The record of water evaporated
between the stopping and starting times C occasionally differed
considerably from that taken between the 2 start and stop, due
to the fact that sometimes between B and C there was a sudden
lighting up of the fresh coal on the cleaned side of the furnace,
while at other times the fire would not light up brightly until
after the C point had passed. It was therefore decided that the
B time, when the furnace was the coldest and the water level at
the lowest, was the only time which could be accepted as the
true starting and stopping time. W. K.

AprpPENDIX XXXVII.
STARTING AND STOPPING A TEST.

Between the “standard ” method and the * alternate ” method
of starting and stopping a test I believe the standard method,
if properly followed, is the more reliable of the two for deter-
mining absolutely correct and unquestionable results. One of
the important matters which the standard method determines
accurately is the absolute quantity of ash and refuse. In the
case of the alternate method it is extremely difficult to obtain
the quantity of ash in such a way as to be positively reliable,
for the reason that in cleaning the fire it is hardly possible to
leave the same amount of ash, clinkers, and refuse mixed with
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the coal at one time as at the other. When the fire is started
new with wood, and burned out at the end of the trial, as it is in
pursuing the standard method of starting and stopping, there is
absolutely no chance of making an error of this nature. The
tendency of nearly all parties concerned in a boiler test is to
have the boiler make a good showing, and it is the rule rather
than the exception that the fire at the end of the test is burned
lower, if anything, than it was at the beginning, so as to surely
give the boiler all the advantage to which it is entitled. With
this tendency the cleaning of the fire at the end of the test
is apt to be less thorough than at the beginning, so that in the
first place no fuel will be lost, and in the second place that the
bed of coal may not be reduced in thickness any lower than is
absolutely necessary. The result is that the bed of coal at the
end is apt to contain more waste material, which belongs with
the ashes, than it does at the beginning, and this is one of the
reasons why the alternate method of starting and stopping a
test is objectionable.

There appears to be confusion in the minds of some experts
as to the facility with which a new fire can be started with
wood. They appear to hold the belief that there is apt to be a
great loss in getting a new fire started in this way, a loss which
occurs not only in the matter of time, but also in the matter of
combustion and heat. I have made a great many tests, using
the standard method of starting and stopping, and my expe-
rience has been that, so far as facility of manipulation is con-
cerned, it is perfectly easy and satisfactory to use the standard
method. With a suitable quantity of dry pine wood, preferably
in the form of edgings, or 1-inch boards which have been splif
into narrow pieces, it is quite feasible to draw the old fire,
kindle a new one, and have the boiler under steam in practically
a normal condition of running, with the coal selected (supposing
this to be a good quality of bituminous or semi-bituminous
coal), inside of 15 minutes’ time. My opinion is that the
objections which have been raised to starting with wood fires
is due to the fact that suitable preparation has not been made
in the matter of furnishing a proper kind of wood cut into
proper shape. Certainly, it is impossible to start a satisfactory
new fire if the supply of wood contains any appreciable quantity
of wet material or hard wood, or wood which is in thick pieces
which do not readily ignite. I have myself had difficulty in
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starting a test under these circumstances, and I have no doubt
that experts who have found the standard method objectionable
have encountered the same obstacle, and they probably base
their objections, largely at least, on these unnecessary difficulties.
G. H. B,

APPENDIX XXXVIII.
CHART SHOWING GRAPHICALLY THE LOG OF A TRIAL.

The well-known method of plotting observations and data on
cross-section paper and making a chart applying to the test is
a useful means of representing the exact uniformity of condi-
tions existing during a trial. Such a chart is illustrated in the
appended cut (Fig. 7), in which the abscisss® represent times,
and the ordinates, on appropriate scales, the various observa-
tions and data. ‘ G. H. B

APPENDIX XXXIX.
CONTINUOUS DETERMINATIONS OF CARBONIC ACID IN FLUE GASES.

Various forms of apparatus have been devised for showing
continuously the percentage of carbonic acid in waste gases, and
instruments of this kind, if reliable, serve a useful purpose in
the management of the fires during the progress of a test.
Among these instruments may be mentioned the “gas balance ”
of Alphonse Custodis, the Ardnt “ econometer,” and the Uehling
and Steinbart “ gas composimeter.” G. H. B.

AprPENDIX XL.

MEASURING RADIATION FROM CERTAIN TYPES OF BOILERS.
(Contributed by Mr. R. S. Hale, Member of the Socirty.)

While the heat lost by radiation is only a small amount of the
total heat if the boiler is well covered, yet it is important
enough to be considered, and in the case of certain internally
fired boilers, such as the ordinary upright vertical, the Manning,
the marine, the Thorneycroft, etc, it can be easily determined by
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at least two methods. If the boiler is covered completely (or
nearly so) with any boiler covering for which the rates of flow
of heat can be or have been determined, then the total loss of
heat is easily computed. Thus, Norton's tests (Zransactions,
vol. xix., p. 729) give the flow per square foot per hour at various
differences of temperature for many frequently used coverings.
Now if the temperature of the steam and of the air and the
total exposed area is known, the loss from the whole boiler
per hour is easily computed, and this loss divided by the total
heat supplied in the same time gives the percentage loss by
radiation. If the boiler is only partially covered, the loss from
the covering and from the bare iron can be computed sepa-
rately.

The second method of determining the radiation loss is, after
drawing the fire, to shut all doors and dampers tight, and then
to note the time necessary for the steam pressure to fall say ten or
twenty pounds. The fall in pressure gives the data from which
the fall in temperature can be computed by means of the steam
tables, and the total loss of heat in thermal units is equal to the
weight of iron and water multiplied by their respective specific
heats and the fall of temperature. This divided by the time
gives the total heat units lost by radiation per hour, and the
percentage loss by radiation is found as before by dividing by
the total heat supplied.

Strictly speaking, this is the radiation at the average pressure
during the radiation test, but if the pressure does not fall over
20 per cent. (20 pounds in 100 or 30 pounds in 150), the result
may be considered close enough to the radiation at the initial
pressure, so far as this error is concerned.

It should be noted that the first method given does not apply
unless the boilers are internally fired. Neither does the second
method apply if there is any brick in the furnace, or setting,
since the method depends on the assumption that the tempera-
tare of the water and iron corresponds to the steam pressure,
which would not be true of the brick. The second method is
also apt to give high results, as it is almost impossible to abso-
lutely close the doors and dampers, and air leaking past them
carries heat up the chimney, in addition to the true radiation.
Nevertheless, the determination of the radiation by these
methods takes but little time or trouble, and should be done
whenever the type of boiler and conditions allow. Usually
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both methods are available, if either is, and in such case both
methods should be used and the results noted. The lower
result of the two methods is the more apt to be correct, and
should be taken.

It should be noted that if the temperature of the air in the
boiler-room is greater than the temperature of the external air,
the difference is due to radiation from the boiler, and if in
making up the heat balance the temperature of the air in the
boiler-room is taken as a base, the radiation necessary to heat
up this air should be noted. If, however, the temperature of
the external air is taken as a base in making up the heat balance,
this loss cancels out, as it is returned to the boiler in the enter-
ing air. The loss by radiation as measured by either of the
methods given above is, of course, in addition to the radiation
that is utilized by heating the moving air before it enters the
boiler.

AprpPENDIX XLI.

DETERMINATION OF THE MOISTURE IN STEAM FLOWING THROUGH
A HORIZONTAL PIPE.

(Contributed by D. S. Jacobus, Member of the Society.)

In some cases it is impossible to place the sampling nozzle
in a vertical steam pipe rising from the boiler as recommended
in Article XIV. of the Code. When this is the case and it is
possible to connect to a horizontal steam pipe, the arrangement
of throttling calorimeters shown in Fig. 8 gives satisfactory
results.

The calorimeter A is attached to the separator @, which is in
turn attached to the under side of the steam pipe by the nipple
D. The nipple D is made flush with the bottom of the pipe.
The calorimeter 73 is attached to a nozzle having no side holes,
which passes through the stuffing-box £ This nozzle is adjust-
able so that the steam can be drawn from any height in the
pipe. When in its lowest position it is flush with the bottom
of the pipe. The calorimeter ('is attached to the perforated
nipple F. The calorimeters are placed at some distance from
an elbow or bend, so that if there is moisture in the steam it
tends to run along the bottom of the pipe. This moisture will
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flow into the nipple D and collect in the separator G. Nearly
all the moisture may sometimes be drawn out in this way, and if
the calorimeters B and C indicate dry steam, the weight of
moistare collected in & represents the entire moisture in the
steam. The three calorimeters are all covered in the same way
to diminish radiation, and the normal reading of the thermome-
ters I and J used in the calorimeters B and C can ordinarily be
obtained by placing them in the calorimeter A. The perforated
nipple F serves to show that there is no moisture distributed
through the steam, and in the case of a sudden belch of moisture
it will indicate the same. Barrus calorimeters were used in our
tests, and the calorimeter A4, combined with the separator G,
forms in reality a Barrus Universal Calorimeter. With a prop-
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erly constructed separator, the steam passing through the calo-
rimeter A will be practically dry with as high as sixty pounds of
moisture drawn from the separator per hour, and, until this limit
is exceeded, the normal readings of the thermometers used in the
calorimeters B and (' may be obtained by placing them in the
calorimeter 4, as has already been stated.

In some cases the calorimeter C is omitted and the amount of
moisture is determined by means of the separator, with the ad-
justable nozzle at £ and the separator and calorimeter A.

The percentage of priming P for the steam passing through
the calorimeters B and C is given by the formula,

48 .
P_T(‘JV_ T),
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where

P = the percentage of priming;

N = the normal reading, in degrees Fahrenheit, obtained by
placing the thermometers in 4 ;

T = the reading when placed in either B or C;

L = the latent heat at the pressure of the steam in the steam
main in British thermal units per pound.

It is best to employ the normal reading, as Mr. Barrus recom-
mends, in calculating the moisture corresponding to the readings
of a throttling calorimeter, and not the formula given in Appen-
dix XV. of the Code; for if the formula given in Appendix XV.
is used, the mercury thermometer used to measure the temper-
ature of the steam, after passing through the orifice, must be
corrected for the error produced in not heating the entire length
of the stem, and must also be corrected to make the readings
correspond with those that would be given by an air thermome-
ter. The radiation of the calorimeter must also be determined
by a separate experiment, and allowed for. When the normal
reading is taken, as Mr. Barrus recommends, all errors of
radiation and corrections for the thermometers are eliminated.

The normal reading should be obtained either by connecting
the calorimeter to a vertical nipple, with no side holes, which
projects upward in a horizontal steam-pipe, in which the steam
is in a quiescent state, or it should be obtained by connecting
the calorimeter to a separator which is known to remove all the
moisture. The normal reading should not he determined when
the calorimeter is attached to a horizontal nipple with side
holes, placed in a vertical pipe, becauss should this be done the
readings may be low on account of moisture, which may fall
through the steam and cling to the nozzle, and, finally, be drawn
into the calorimeter.

The results given by a throttling calorimeter cannot be relied
on within one-fifth of one per cent., because experiments have
shown that the quality of the “dead steam” used in obtaining
the normal readings may vary by this amount.* As the quality
of the “dead steam” may not be that of the steam used by
Regnault in his experiments, there may be a still greater error.
‘When the formula given in Appendix XYV. of the Code is used,
the probable error is not eliminated, for a study of Regnault’s

* Transactions, Vol. XVI., p. 466.
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Experiments shows that the value used in the formula for the
specific heat of superheated steam may be slightly in error for
the conditions involved in a throttling calorimeter. Experi-
ments have shown that the two methods of computing the
moisture agree within one-fifth of one per cent. when the
proper corrections are made for radiation, and when the tem-
peratures are reduced to the equivalents by an air thermometer.*
These experiments were made at the single pressure of 80 lbs.
per square inch above the atmosphere, and it has not been
shown that the two methods agree within this amount at all
pressures, but as there should be no discrepancy provided the
specific heat factor remains constant for the conditions involved,
it is probable that the two methods agree very nearly with each
other at all pressures.t

What is needed, are tests to compare the quality of “dead
steam ” <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>